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Editor’s note:	
Uplink RB allocations for intra-band UL CA with mixed numerology is FFS
The minimum requirements for band combinations including Band n41 also apply for the corresponding band combinations with Band n90 replacing Band n41 but with otherwise identical parameters. For brevity the said band combinations with Band n90 are not listed in the tables below but are covered by this specification.
Uplink RB allocations for intra-band CA given in Table 6.1A-1a are used throughout this section, unless otherwise stated by the test case.
Table 6.1A-1a: Common uplink configuration for intra-band contiguous 2UL CA (contiguous RB allocation)
	BWchannel_CA (MHz)
	SCS for all CC (kHz)
	Channel bandwidth combination (MHz)
	OFDM
	RB allocation (Inner Full)
	RB allocation (Outer Full)

	
	
	
	
	NRB_alloc
	CC1 LCRB1@RBStart1
	CC2 LCRB2@RBStart2
	NRB_alloc
	CC1 LCRB1@RBStart1
	CC2 LCRB2@RBStart2

	
	15
	5+15
	CP
	52
	0@0
	52@1
	104
	25@0
	79@0

	
	
	
	DFT-s
	50
	0@0
	50@0
	100
	25@0
	75@0

	20
	
	10+10
	CP
	52
	26@26
	26@0
	104
	52@0
	52@0

	
	
	
	DFT-s
	50
	25@27
	25@0
	100
	50@2
	50@0

	
	
	15+5
	CP
	52
	52@26
	0@0
	104
	79@0
	25@0

	
	
	
	DFT-s
	50
	50@29
	0@0
	100
	75@4
	25@0

	
	15
	5+20
	CP
	654
	0@0
	65@7
	131
	25@0
	106@0

	
	
	
	DFT-s
	64
	0@0
	64@7
	125
	25@0
	100@0

	
	
	10+15
	CP
	654
	20@32
	45@0
	131
	52@0
	79@0

	
	
	
	DFT-s
	65
	20@32
	45@0
	125
	50@2
	75@0

	
	
	15+10
	CP
	654
	47@32
	18@0
	131
	79@0
	52@0

	
	
	
	DFT-s
	65
	45@34
	20@0
	125
	75@4
	50@0

	
	
	20+5
	CP
	654
	65@32
	0@0
	131
	106@0
	25@0

	25
	
	
	DFT-s
	64
	64@35
	0@0
	125
	100@6
	25@0

	
	30
	10+15
	CP
	604
	9@15
	21@0
	124
	24@0
	38@0

	
	
	
	DFT-s
	58
	9@15
	20@0
	120
	24@0
	36@0

	
	
	15+10
	CP
	604
	23@15
	7@0
	124
	38@0
	24@0

	
	
	
	DFT-s
	58
	20@18
	9@0
	120
	36@2
	24@0

	
	15
	10+20
	CP
	79
	13@39
	66@0
	158
	52@0
	106@0

	
	
	
	DFT-s
	76
	12@40
	64@0
	150
	50@2
	100@0

	
	
	15+15
	CP
	79
	40@39
	39@0
	158
	79@0
	79@0

	
	
	
	DFT-s
	76
	40@39
	36@0
	150
	75@4
	75@0

	
	
	20+10
	CP
	79
	67@39
	12@0
	158
	106@0
	52@0

	
	
	
	DFT-s
	76
	64@42
	12@0
	150
	100@6
	50@0

	
	30
	10+20
	CP
	74
	5@19
	32@0
	150
	24@0
	51@0

	
	
	
	DFT-s
	74
	5@19
	32@0
	148
	24@0
	50@0

	30
	
	15+15
	CP
	76
	19@19
	19@0
	152
	38@0
	38@0

	
	
	
	DFT-s
	72
	20@18
	16@0
	144
	36@2
	36@0

	
	
	20+10
	CP
	74
	32@19
	5@0
	150
	51@0
	24@0

	
	
	
	DFT-s
	74
	32@19
	5@0
	148
	50@1
	24@0

	
	15
	15+20
	CP
	93
	33@46
	60@0
	185
	79@0
	106@0

	
	
	
	DFT-s
	92
	32@47
	60@0
	175
	75@4
	100@0

	
	
	20+15
	CP
	93
	60@46
	33@0
	185
	106@0
	79@0

	
	
	
	DFT-s
	92
	60@46
	32@0
	175
	100@6
	75@0

	
	30
	15+20
	CP
	88
	16@22
	28@0
	178
	38@0
	51@0

	
	
	
	DFT-s
	86
	16@22
	27@0
	172
	36@2
	50@0

	35
	
	20+15
	CP
	88
	29@22
	15@0
	178
	51@0
	38@0

	
	
	
	DFT-s
	86
	27@24
	16@0
	172
	50@1
	36@0



	BWchannel_CA (MHz)
	SCS for all CC (kHz)
	Channel bandwidth combination (MHz)
	OFDM
	RB allocation (Inner Full)
	RB allocation (Outer Full)

	
	
	
	
	NRB_alloc
	CC1 LCRB1@RBStart1
	CC2 LCRB2@RBStart2
	NRB_alloc
	CC1 LCRB1@RBStart1
	CC2 LCRB2@RBStart2

	
	15
	10+30
	CP
	106
	0@0
	106@1
	212
	52@0
	160@0

	
	
	
	DFT-s
	100
	0@52
	100@0
	210
	50@2
	160@0

	40
	
	20+20
	CP
	106
	53@53
	53@0
	212
	106@0
	106@0

	
	
	
	DFT-s
	104
	54@52
	50@0
	200
	100@6
	100@0

	
	
	30+10
	CP
	106
	106@53
	0@0
	212
	160@0
	52@0

	
	
	
	DFT-s
	100
	100@60
	0@0
	210
	160@0
	50@0

	
	30
	10+30
	CP
	1004
	0@0
	50@1
	204
	24@0
	78@0

	
	
	
	DFT-s
	100
	0@0
	50@1
	198
	24@0
	75@0

	
	
	20+20
	CP
	1004
	26@25
	24@0
	204
	51@0
	51@0

	
	
	
	DFT-s
	100
	25@26
	25@0
	200
	50@1
	50@0

	
	
	30+10
	CP
	1004
	50@25
	0@0
	204
	78@0
	24@0

	
	
	
	DFT-s
	100
	50@27
	0@0
	198
	75@3
	24@0

	
	15
	15+30
	CP
	1064
	26@53
	80@0
	239
	79@0
	160@0

	
	
	
	DFT-s
	118
	18@61
	100@0
	235
	75@4
	160@0

	45
	30
	15+30
	CP
	116
	9@29
	49@0
	232
	38@0
	78@0

	
	
	
	DFT-s
	114
	9@29
	48@0
	222
	36@2
	75@0

	
	15
	10+40
	CP
	134
	0@0
	134@15
	268
	52@0
	216@0

	
	
	
	DFT-s
	128
	0@0
	128@12
	266
	50@2
	216@0

	
	
	20+30
	CP
	133
	40@66
	93@0
	266
	106@0
	160@0

	
	
	
	DFT-s
	130
	40@66
	90@0
	260
	100@6
	160@0

	
	
	30+20
	CP
	133
	94@66
	39@0
	266
	160@0
	106@0

	
	
	
	DFT-s
	130
	90@70
	40@0
	260
	160@0
	100@0

	50
	
	40+10
	CP
	134
	134@67
	0@0
	268
	216@0
	52@0

	
	
	
	DFT-s
	128
	128@76
	0@0
	266
	216@0
	50@0

	
	30
	10+40
	CP
	1284
	0@0
	64@8
	260
	24@0
	106@0

	
	
	
	DFT-s
	128
	0@0
	64@8
	248
	24@0
	100@0

	
	
	20+30
	CP
	128
	19@32
	45@0
	258
	51@0
	78@0

	
	
	
	DFT-s
	126
	18@33
	45@0
	250
	50@1
	75@0

	
	
	30+20
	CP
	128
	46@32
	18@0
	258
	78@0
	51@0

	
	
	
	DFT-s
	126
	45@33
	18@0
	250
	75@3
	50@0

	
	
	40+10
	CP
	1284
	64@32
	0@0
	260
	106@0
	24@0

	
	
	
	DFT-s
	128
	64@34
	0@0
	248
	100@6
	24@0

	
	15
	15+40
	CP
	1474
	6@73
	141@0
	295
	79@0
	216@0

	
	
	
	DFT-s
	143
	8@71
	135@0
	291
	75@4
	216@0

	55
	30
	15+40
	CP
	144
	2@36
	70@0
	288
	38@0
	106@0

	
	
	
	DFT-s
	136
	4@34
	64@0
	272
	36@2
	100@0



	BWchannel_CA (MHz)
	SCS for all CC (kHz)
	Channel bandwidth combination (MHz)
	OFDM
	RB allocation (Inner Full)
	RB allocation (Outer Full)

	
	
	
	
	NRB_alloc
	CC1 LCRB1@RBStart1
	CC2 LCRB2@RBStart2
	NRB_alloc
	CC1 LCRB1@RBStart1
	CC2 LCRB2@RBStart2

	
	15
	10+50
	CP
	161
	0@0
	161@28
	322
	52@0
	270@0

	
	
	
	DFT-s
	160
	0@0
	160@28
	320
	50@2
	270@0

	
	
	20+40
	CP
	161
	26@80
	135@0
	322
	106@0
	216@0

	
	
	
	DFT-s
	160
	25@81
	135@0
	316
	100@6
	216@0

	
	
	30+30
	CP
	160
	80@80
	80@0
	320
	160@0
	160@0

	
	
	
	DFT-s
	160
	80@80
	80@0
	320
	160@0
	160@0

	
	
	40+20
	CP
	161
	136@80
	25@0
	322
	216@0
	106@0

	
	
	
	DFT-s
	160
	135@81
	25@0
	316
	216@0
	100@0

	
	
	50+10
	CP
	161
	161@80
	0@0
	322
	270@0
	52@0

	
	
	
	DFT-s
	160
	160@82
	0@0
	320
	270@0
	50@0

	
	30
	10+50
	CP
	156
	0@0
	78@15
	314
	24@0
	133@0

	
	
	
	DFT-s
	150
	0@0
	75@14
	304
	24@0
	128@0

	60
	
	20+40
	CP
	156
	12@39
	66@0
	314
	51@0
	106@0

	
	
	
	DFT-s
	152
	12@39
	64@0
	300
	50@1
	100@0

	
	
	30+30
	CP
	156
	39@39
	39@0
	312
	78@0
	78@0

	
	
	
	DFT-s
	152
	40@38
	36@0
	300
	75@3
	75@0

	
	
	40+20
	CP
	156
	67@39
	11@0
	314
	106@0
	51@0

	
	
	
	DFT-s
	152
	64@42
	12@0
	300
	100@6
	50@0

	
	
	50+10
	CP
	156
	78@39
	0@0
	314
	133@0
	24@0

	
	
	
	DFT-s
	150
	75@44
	0@0
	304
	128@5
	24@0

	
	15
	20+50
	CP
	188
	12@94
	176@0
	376
	106@0
	270@0

	
	
	
	DFT-s
	181
	1@105
	180@0
	370
	100@6
	270@0

	
	
	30+40
	CP
	188
	66@94
	122@0
	376
	160@0
	216@0

	
	
	
	DFT-s
	184
	64@96
	120@0
	376
	160@0
	216@0

	
	
	40+30
	CP
	188
	122@94
	66@0
	376
	216@0
	160@0

	
	
	
	DFT-s
	184
	120@96
	64@0
	376
	216@0
	160@0

	
	
	50+20
	CP
	188
	176@94
	12@0
	376
	270@0
	106@0

	
	
	
	DFT-s
	181
	180@90
	1@0
	370
	270@0
	100@0

	
	30
	20+50
	CP
	184
	5@46
	87@0
	368
	51@0
	133@0

	
	
	
	DFT-s
	174
	6@45
	81@0
	356
	50@1
	128@0

	
	
	30+40
	CP
	184
	32@46
	60@0
	368
	78@0
	106@0

	70
	
	
	DFT-s
	184
	32@46
	60@0
	350
	75@3
	100@0

	
	
	40+30
	CP
	184
	60@46
	32@0
	368
	106@0
	78@0

	
	
	
	DFT-s
	184
	60@46
	32@0
	350
	100@6
	75@0

	
	
	50+20
	CP
	184
	87@46
	5@0
	368
	133@0
	51@0

	
	
	
	DFT-s
	174
	81@52
	6@0
	356
	128@5
	50@0



	BWchannel_CA (MHz)
	SCS for all CC (kHz)
	Channel bandwidth combination (MHz)
	OFDM
	RB allocation (Inner Full)
	RB allocation (Outer Full)

	
	
	
	
	NRB_alloc
	CC1 LCRB1@RBStart1
	CC2 LCRB2@RBStart2
	NRB_alloc
	CC1 LCRB1@RBStart1
	CC2 LCRB2@RBStart2

	
	15
	30+50
	CP
	215
	53@107
	162@0
	430
	160@0
	270@0

	
	
	
	DFT-s
	210
	50@110
	160@0
	430
	160@0
	270@0

	
	
	40+40
	CP
	216
	108@108
	108@0
	432
	216@0
	216@0

	
	
	
	DFT-s
	216
	108@108
	108@0
	432
	216@0
	216@0

	
	
	50+30
	CP
	215
	163@107
	52@0
	430
	270@0
	160@0

	
	
	
	DFT-s
	210
	162@108
	48@0
	430
	270@0
	160@0

	
	30
	30+50
	CP
	210
	25@53
	80@0
	422
	78@0
	133@0

	80
	
	
	DFT-s
	210
	25@53
	80@0
	406
	75@3
	128@0

	
	
	40+40
	CP
	212
	53@53
	53@0
	424
	106@0
	106@0

	
	
	
	DFT-s
	208
	54@52
	50@0
	400
	100@6
	100@0

	
	
	50+30
	CP
	210
	80@53
	25@0
	422
	133@0
	78@0

	
	
	
	DFT-s
	210
	80@53
	25@0
	406
	128@5
	75@0

	
	15
	40+50
	CP
	243
	95@121
	148@0
	486
	216@0
	270@0

	90
	
	
	DFT-s
	240
	96@120
	144@0
	486
	216@0
	270@0

	
	
	50+40
	CP
	243
	149@121
	94@0
	486
	270@0
	216@0

	
	
	
	DFT-s
	240
	150@120
	90@0
	486
	270@0
	216@0

	
	30
	40+50
	CP
	238
	46@60
	73@0
	478
	106@0
	133@0

	
	
	
	DFT-s
	234
	45@61
	72@0
	456
	100@6
	128@0

	
	
	50+40
	CP
	238
	73@60
	46@0
	478
	133@0
	106@0

	
	
	
	DFT-s
	234
	72@61
	45@0
	456
	128@5
	100@0

	
	15
	50+50
	CP
	270
	135@135
	135@0
	540
	270@0
	270@0

	
	
	
	DFT-s
	270
	135@135
	135@0
	540
	270@0
	270@0

	100
	30
	50+50
	CP
	2644
	67@66
	65@0
	532
	133@0
	133@0

	
	
	
	DFT-s
	256
	64@69
	64@0
	512
	128@5
	128@0

	
	15
	N/A

	
	30
	15+90
	CP
	282
	0@0
	141@33
	566
	38@0
	245@0

	
	
	
	DFT-s
	270
	0@0
	135@30
	558
	36@2
	243@0

	105
	
	25+80
	CP
	2804
	0@0
	140@5
	564
	65@0
	217@0

	
	
	
	DFT-s
	270
	0@0
	135@3
	560
	64@1
	216@0



	BWchannel_CA (MHz)
	SCS for all CC (kHz)
	Channel bandwidth combination (MHz)
	OFDM
	RB allocation (Inner Full)
	RB allocation (Outer Full)

	
	
	
	
	NRB_alloc
	CC1 LCRB1@RBStart1
	CC2 LCRB2@RBStart2
	NRB_alloc
	CC1 LCRB1@RBStart1
	CC2 LCRB2@RBStart2

	
	15
	N/A

	
	30
	10+100
	CP
	296
	0@0
	148@50
	594
	24@0
	273@0

	
	
	
	DFT-s
	288
	0@0
	144@48
	588
	24@0
	270@0

	
	
	20+90
	CP
	296
	0@0
	148@23
	592
	51@0
	245@0

	
	
	
	DFT-s
	288
	0@0
	144@21
	586
	50@1
	243@0

	
	
	30+80
	CP
	294
	4@74
	143@0
	590
	78@0
	217@0

	
	
	
	DFT-s
	294
	3@74
	144@0
	582
	75@3
	216@0

	
	
	40+70
	CP
	294
	32@74
	115@0
	590
	106@0
	189@0

	
	
	
	DFT-s
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	50+60
	CP
	294
	59@74
	88@0
	590
	133@0
	162@0

	
	
	
	DFT-s
	282
	60@73
	81@0
	580
	128@5
	162@0

	
	
	60+50
	CP
	294
	88@74
	59@0
	590
	162@0
	133@0

	
	
	
	DFT-s
	282
	81@81
	60@0
	580
	162@0
	128@0

	
	
	70+40
	CP
	294
	115@74
	32@0
	590
	189@0
	106@0

	
	
	
	DFT-s
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	80+30
	CP
	294
	143@74
	4@0
	590
	217@0
	78@0

	
	
	
	DFT-s
	292
	144@73
	2@0
	582
	216@1
	75@0

	110
	
	90+20
	CP
	296
	148@74
	0@0
	592
	245@0
	51@0

	
	
	
	DFT-s
	288
	144@80
	0@0
	586
	243@2
	50@0

	
	
	100+10
	CP
	296
	148@74
	0@0
	594
	273@0
	24@0

	
	
	
	DFT-s
	288
	144@81
	0@0
	588
	270@3
	24@0



	BWchannel_CA (MHz)
	SCS for all CC (kHz)
	Channel bandwidth combination (MHz)
	OFDM
	RB allocation (Inner Full)
	RB allocation (Outer Full)

	
	
	
	
	NRB_alloc
	CC1 LCRB1@RBStart1
	CC2 LCRB2@RBStart2
	NRB_alloc
	CC1 LCRB1@RBStart1
	CC2 LCRB2@RBStart2

	
	15
	N/A

	
	30
	15+100
	CP
	310
	0@0
	155@40
	622
	38@0
	273@0

	
	
	
	DFT-s
	300
	0@0
	150@37
	612
	36@2
	270@0

	
	
	25+90
	CP
	3084
	0@0
	154@12
	620
	65@0
	245@0

	
	
	
	DFT-s
	300
	0@0
	150@10
	614
	64@1
	243@0

	
	
	90+25
	CP
	3084
	154@77
	0@0
	620
	245@0
	65@0

	115
	
	
	DFT-s
	300
	150@85
	0@0
	614
	243@2
	64@0

	
	
	100+15
	CP
	310
	155@78
	0@0
	622
	273@0
	38@0

	
	
	
	DFT-s
	300
	150@86
	0@0
	612
	270@3
	36@0

	
	15
	N/A

	
	30
	20+100
	CP
	324
	0@0
	162@30
	648
	51@0
	273@0

	
	
	
	DFT-s
	324
	0@0
	162@30
	640
	50@1
	270@0

	
	
	30+90
	CP
	322
	0@0
	161@3
	646
	78@0
	245@0

	
	
	
	DFT-s
	320
	0@0
	160@2
	636
	75@3
	243@0

	
	
	40+80
	CP
	322
	25@81
	136@0
	646
	106@0
	217@0

	
	
	
	DFT-s
	320
	25@81
	135@0
	632
	100@6
	216@0

	
	
	50+70
	CP
	3204
	53@80
	107@0
	644
	133@0
	189@0

	
	
	
	DFT-s
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	60+60
	CP
	324
	81@81
	81@0
	648
	162@0
	162@0

	
	
	
	DFT-s
	324
	81@81
	81@0
	648
	162@0
	162@0

	
	
	70+50
	CP
	3204
	109@80
	51@0
	644
	189@0
	133@0

	
	
	
	DFT-s
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	80+40
	CP
	322
	136@81
	25@0
	646
	217@0
	106@0

	
	
	
	DFT-s
	318
	135@82
	24@0
	632
	216@1
	100@0

	
	
	90+30
	CP
	322
	161@81
	0@0
	646
	245@0
	78@0

	
	
	
	DFT-s
	320
	160@83
	0@0
	636
	243@2
	75@0

	120
	
	100+20
	CP
	324
	162@81
	0@0
	648
	273@0
	51@0

	
	
	
	DFT-s
	324
	162@81
	0@0
	640
	270@3
	50@0



	BWchannel_CA (MHz)
	SCS for all CC (kHz)
	Channel bandwidth combination (MHz)
	OFDM
	RB allocation (Inner Full)
	RB allocation (Outer Full)

	
	
	
	
	NRB_alloc
	CC1 LCRB1@RBStart1
	CC2 LCRB2@RBStart2
	NRB_alloc
	CC1 LCRB1@RBStart1
	CC2 LCRB2@RBStart2

	
	15
	N/A

	
	30
	25+100
	CP
	3364
	0@0
	168@19
	676
	65@0
	273@0

	
	
	
	DFT-s
	324
	0@0
	162@16
	668
	64@1
	270@0

	
	
	100+25
	CP
	3364
	168@84
	0@0
	676
	273@0
	65@0

	125
	
	
	DFT-s
	324
	162@95
	0@0
	668
	270@3
	64@0

	
	15
	N/A

	
	30
	30+100
	CP
	350
	0@0
	175@10
	702
	78@0
	273@0

	
	
	
	DFT-s
	324
	0@0
	162@3
	690
	75@3
	270@0

	
	
	40+90
	CP
	350
	18@88
	157@0
	702
	106@0
	245@0

	
	
	
	DFT-s
	340
	20@86
	150@0
	686
	100@6
	243@0

	
	
	50+80
	CP
	3484
	46@87
	128@0
	700
	133@0
	217@0

	
	
	
	DFT-s
	346
	45@88
	128@0
	688
	128@5
	216@0

	
	
	60+70
	CP
	350
	74@88
	101@0
	702
	162@0
	189@0

	
	
	
	DFT-s
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	70+60
	CP
	350
	101@88
	74@0
	702
	189@0
	162@0

	
	
	
	DFT-s
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	80+50
	CP
	3484
	130@87
	44@0
	700
	217@0
	133@0

	
	
	
	DFT-s
	346
	128@89
	45@0
	688
	216@1
	128@0

	130
	
	90+40
	CP
	350
	157@88
	18@0
	702
	245@0
	106@0

	
	
	
	DFT-s
	340
	160@85
	10@0
	686
	243@2
	100@0

	
	
	100+30
	CP
	350
	175@88
	0@0
	702
	273@0
	78@0

	
	
	
	DFT-s
	324
	162@108
	0@0
	690
	270@3
	75@0



	BWchannel_CA (MHz)
	SCS for all CC (kHz)
	Channel bandwidth combination (MHz)
	OFDM
	RB allocation (Inner Full)
	RB allocation (Outer Full)

	
	
	
	
	NRB_alloc
	CC1 LCRB1@RBStart1
	CC2 LCRB2@RBStart2
	NRB_alloc
	CC1 LCRB1@RBStart1
	CC2 LCRB2@RBStart2

	
	15
	N/A

	
	30
	40+100
	CP
	378
	11@95
	178@0
	758
	106@0
	273@0

	
	
	
	DFT-s
	372
	6@100
	180@0
	740
	100@6
	270@0

	
	
	50+90
	CP
	3764
	39@94
	149@0
	756
	133@0
	245@0

	
	
	
	DFT-s
	372
	36@97
	150@0
	742
	128@5
	243@0

	
	
	60+80
	CP
	378
	67@95
	122@0
	758
	162@0
	217@0

	
	
	
	DFT-s
	368
	64@98
	120@0
	756
	162@0
	216@0

	
	
	70+70
	CP
	3764
	95@94
	93@0
	756
	189@0
	189@0

	
	
	
	DFT-s
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	80+60
	CP
	378
	122@95
	67@0
	758
	217@0
	162@0

	
	
	
	DFT-s
	368
	120@97
	64@0
	756
	216@1
	162@0

	
	
	90+50
	CP
	3764
	151@94
	37@0
	756
	245@0
	133@0

	140
	
	
	DFT-s
	372
	150@95
	36@0
	742
	243@2
	128@0

	
	
	100+40
	CP
	378
	178@95
	11@0
	758
	273@0
	106@0

	
	
	
	DFT-s
	372
	180@93
	6@0
	740
	270@3
	100@0

	
	15
	N/A

	
	30
	50+100
	CP
	4044
	32@101
	170@0
	812
	133@0
	273@0

	
	
	
	DFT-s
	388
	32@101
	162@0
	796
	128@5
	270@0

	
	
	60+90
	CP
	406
	60@102
	143@0
	814
	162@0
	245@0

	
	
	
	DFT-s
	396
	54@108
	144@0
	810
	162@0
	243@0

	
	
	70+80
	CP
	4044
	88@101
	114@0
	812
	189@0
	217@0

	
	
	
	DFT-s
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	80+70
	CP
	4044
	116@101
	86@0
	812
	217@0
	189@0

	
	
	
	DFT-s
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	90+60
	CP
	406
	143@102
	60@0
	814
	245@0
	162@0

	
	
	
	DFT-s
	396
	144@101
	54@0
	810
	243@2
	162@0

	
	
	100+50
	CP
	4044
	172@101
	30@0
	812
	273@0
	133@0

	150
	
	
	DFT-s
	388
	162@111
	32@0
	796
	270@3
	128@0



	BWchannel_CA (MHz)
	SCS for all CC (kHz)
	Channel bandwidth combination (MHz)
	OFDM
	RB allocation (Inner Full)
	RB allocation (Outer Full)

	
	
	
	
	NRB_alloc
	CC1 LCRB1@RBStart1
	CC2 LCRB2@RBStart2
	NRB_alloc
	CC1 LCRB1@RBStart1
	CC2 LCRB2@RBStart2

	
	15
	N/A

	
	30
	60+100
	CP
	434
	53@109
	164@0
	0870
	@162162@0
	@0273@0

	
	
	
	DFT-s
	432
	54@108
	162@0
	864
	162@0
	270@0

	
	
	70+90
	CP
	4324
	81@108
	135@0
	0868
	@189189@0
	@0245@0

	
	
	
	DFT-s
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	80+80
	CP
	4324
	109@108
	107@0
	864
	216@1
	216@0

	
	
	
	DFT-s
	432
	108@109
	108@0
	868
	217@0
	217@0

	
	
	90+70
	CP
	4324
	137@108
	79@0
	868
	245@0
	189@0

	
	
	
	DFT-s
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	160
	
	100+60
	CP
	434
	164@109
	53@0
	870
	273@0
	162@0

	
	
	
	DFT-s
	432
	162@111
	54@0
	864
	270@3
	162@0

	
	15
	N/A

	
	30
	70+100
	CP
	4604
	74@115
	156@0
	924
	189@0
	273@0

	
	
	
	DFT-s
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	80+90
	CP
	4604
	102@115
	128@0
	924
	217@0
	245@0

	
	
	
	DFT-s
	456
	100@117
	128@0
	918
	216@1
	243@0

	
	
	90+80
	CP
	4604
	130@115
	100@0
	924
	245@0
	217@0

	
	
	
	DFT-s
	456
	128@117
	100@0
	918
	243@2
	216@0

	
	
	100+70
	CP
	4604
	158@115
	72@0
	924
	273@0
	189@0

	170
	
	
	DFT-s
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	15
	N/A

	
	30
	80+100
	CP
	4884
	95@122
	149@0
	980
	217@0
	273@0

	
	
	
	DFT-s
	480
	96@121
	144@0
	972
	216@1
	270@0

	
	
	90+90
	CP
	4884
	123@122
	121@0
	980
	245@0
	245@0

	
	
	
	DFT-s
	480
	120@125
	120@0
	972
	243@2
	243@0

	
	
	100+80
	CP
	4884
	151@122
	93@0
	980
	273@0
	217@0

	180
	
	
	DFT-s
	480
	150@123
	90@0
	972
	270@3
	216@0



	BWchannel_CA (MHz)
	SCS for all CC (kHz)
	Channel bandwidth combination (MHz)
	OFDM
	RB allocation (Inner Full)
	RB allocation (Outer Full)

	
	
	
	
	NRB_alloc
	CC1 LCRB1@RBStart1
	CC2 LCRB2@RBStart2
	NRB_alloc
	CC1 LCRB1@RBStart1
	CC2 LCRB2@RBStart2

	
	15
	N/A

	
	30
	90+100
	CP
	516
	116@129
	142@0
	1036
	245@0
	273@0

	
	
	
	DFT-s
	504
	108@137
	144@0
	1026
	243@2
	270@0

	
	
	100+90
	CP
	5164
	144@129
	114@0
	1036
	273@0
	245@0

	190
	
	
	DFT-s
	504
	144@129
	108@0
	1026
	270@3
	243@0

	
	15
	N/A

	
	30
	100+100
	CP
	544
	137@136
	135@0
	1092
	273@0
	273@0

	200
	
	
	DFT-s
	540
	135@138
	135@0
	1080
	270@3
	270@0

	NOTE 1:	BWchannel_CA is defined in clause 5.3A.3
NOTE 2:	NRB_alloc for intra-band contiguous UL CA is defined in 6.2A.2.0
NOTE 3:	RB allocation for configurations where at least one CC is DFT-s-OFDM with CBW=70MHz is FFS 
NOTE 4:	The allocated RB number NRB_alloc is ceil(NRB_agg/2) -1∙2^μ in order to meet Inner RB allocation definition (RBStart,Low ≤ RBStart ≤ RBStart,High) described in subclause 6.2A.2.0.



<<End of change>>

