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<<< START OF CHANGES >>>

6.2A.2.1.4.3	Message contents
Message contents are according to TS 38.508-1 [5] subclause 4.6 and 5.4.
Table 6.2A.2.1.4.3-1: FrequencyInfoUL-SIB for inter-band CA (Power Class 3)
	Derivation Path: TS 38.508-1 [5] Table 4.6.3-62 FrequencyInfoUL-SIB

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	22
	
	Test IDs 6, 7, 10, 11, 37

	
	21
	
	Test IDs 14, 15, 17, 18

	
	20
	
	Test IDs 1-5, 8, 9, 12, 13, 16, 19, 23-33, 38

	
	19
	
	Test IDs 20, 21, 22

	
	17
	
	Test IDs 34, 35, 36



NOTE:	The value of p-Max is configured below:
p-Max = CEILING {MAX {Pcmax_L,CA – 3 +ΔTC,c, Pcmax_L,CA – Pcmax_L, SCell+ΔTC,c}}

Table 6.2A.2.1.4.3-1a: FrequencyInfoUL-SIB for inter-band CA (Power Class 2 with both bands supporting PC3)
	Derivation Path: TS 38.508-1 [5] Table 4.6.3-62 FrequencyInfoUL-SIB

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	23
	
	Test IDs 5-13,37

	
	22
	
	Test IDs 14, 15, 16, 23, 27

	
	21
	
	Test IDs 17, 18, 19, 24, 25, 26, 28, 29, 30

	
	20
	
	Test IDs 31, 32, 33

	
	19
	
	Test IDs 20, 21, 22

	
	17
	
	Test IDs 34, 35, 36



Table 6.2A.2.1.4.3-1b: FrequencyInfoUL-SIB for inter-band CA (PCC supporting PC3 and SCC supporting PC3PC2)
	Derivation Path: TS 38.508-1 [5] Table 4.6.3-62 FrequencyInfoUL-SIB

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	23
	
	Test IDs 5-13, 16, 19, 23, 27, 37

	
	22
	
	Test IDs 14, 15, 17, 18, 24, 25, 26, 28-33

	
	21
	
	Test IDs 20, 21, 22

	
	19
	
	Test IDs 34, 35, 36







<<< END OF CHANGES >>>



