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<Start of modified section>
8.1.3.6b	RRC connection release / Redirection from E-UTRAN to UTRAN / Redir-policy bit 
8.1.3.6b.1	Test Purpose (TP)
(1)
with { UE in E-UTRA RRC_CONNECTED state }
ensure that {
  when { UE receives an RRCConnectionRelease message including an IE redirectedCarrierInfo with utra-CarrierFreq UTRA frequency and upper layers indicate that redirect to GERAN without AS security is not allowed }
   then { UE discards redirection to UTRAN }
            }

8.1.3.6b.2	Conformance requirements
References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.1.2.4 and 5.5.3.2.4, TS 36.331, clause 5.3.8.3 and 5.3.3.4b.
[TS 24.301, clause 5.5.1.2.4]
…
If the redir-policy bit is set to "Unsecured redirection to GERAN or UTRAN not allowed" in the Network policy IE of the ATTACH ACCEPT message, the UE shall set the network policy on unsecured redirection to GERAN or UTRAN for the current PLMN to "Unsecured redirection to GERAN or UTRAN not allowed" and indicate to the lower layers that unsecured redirection to a GERAN or UTRAN cell is not allowed. If the redir-policy bit is set to "Unsecured redirection to GERAN or UTRAN allowed" or if the Network policy IE is not included in the ATTACH ACCEPT message, the UE shall set the network policy for the current PLMN to "Unsecured redirection to GERAN or UTRAN allowed" and indicate to the lower layers that unsecured redirection to a GERAN or UTRAN cell is allowed. The UE shall set the network policy on unsecured redirection to GERAN or UTRAN to "Unsecured redirection to GERAN or UTRAN not allowed" and indicate this to the lower layers when any of the following events occurs:
-	the UE initiates an EPS attach or tracking area updating procedure in a PLMN different from the PLMN where the UE performed the last successful EPS attach or tracking area updating procedure;
-	the UE is switched on; or
-	the UICC containing the USIM is removed.
…
[TS 24.301, clause 5.5.3.2.4]
…
If the redir-policy bit is set to "Unsecured redirection to GERAN or UTRAN not allowed" in the Network policy IE of the TRACKING AREA UPDATE ACCEPT message, the UE shall set the network policy on unsecured redirection to GERAN for the current PLMN to "Unsecured redirection to GERAN or UTRAN not allowed" and indicate to the lower layers that unsecured redirection to a GERAN or UTRAN cell is not allowed. If the redir-policy bit is set to "Unsecured redirection to GERAN or UTRAN allowed" or if the Network policy IE is not included in the TRACKING AREA UPDATE ACCEPT message, the UE shall set the network policy on unsecured redirection to GERAN or UTRAN for the current PLMN to "Unsecured redirection to GERAN or UTRAN allowed" and indicate to the lower layers that unsecured redirection to a GERAN or UTRAN cell is allowed. The UE shall set the network policy on unsecured redirection to GERAN or UTRAN to "Unsecured redirection to GERAN or UTRAN not allowed" and indicate this to the lower layers when any of the following events occurs:
-	the UE initiates an EPS attach or tracking area updating procedure in a PLMN different from the PLMN where the UE performed the last successful EPS attach or tracking area updating procedure;
-	the UE is switched on; or
-	the UICC containing the USIM is removed.
…
[TS 36.331, clause 5.3.8.3]
The UE shall:
…
1>	if the RRCConnectionRelease message includes redirectedCarrierInfo indicating redirection to geran, utra-FDD, utra-TDD or utra-TDD-r10;  or
1>	if the RRCConnectionRelease message includes idleModeMobilityControlInfo including freqPriorityListGERAN or freqPriorityListUTRA-FDD or freqPriorityListUTRA-TDD:
2>	if AS security has not been activated; and
2>	if upper layers indicate that redirect to GERAN or UTRAN without AS security is not allowed (see TS 24.301):
3>	ignore the content of the RRCConnectionRelease;
3>	perform the actions upon leaving RRC_CONNECTED or RRC_INACTIVE as specified in 5.3.12, with release cause 'other', upon which the procedure ends;
…
[TS 36.331, clause 5.3.3.4b]
The UE shall:
…
[bookmark: _Hlk148943455][bookmark: _Hlk148943477]1>	if the RRCEarlyDataComplete message includes redirectedCarrierInfo indicating redirection to geran, utra-FDD or utra-TDD and
1>	if upper layers indicate that redirect to GERAN or UTRAN without AS security is not allowed:
2>	perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other', upon which the procedure ends;
…

8.1.3.6b.3	Test description
8.1.3.6b.3.1	Pre-test conditions
System Simulator:
-	2 cells, one E-UTRA and one UTRA cell and different location areas:
-	Cell 1 E-UTRA serving cell 
-	Cell 5 suitable neighbour UTRA cell
-	Cell power levels are selected according to [18] so that camping on Cell 1 is guaranteed
-	System information combination 4 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
-	Cell 5 with AS security deactivated

UE:
None.
Preamble:
-	The UE is in state Switched OFF (state 1) according to TS 36.508 [18].

8.1.3.6b.3.2	Test procedure sequence
Table 8.1.3.6b.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE is powered up or switched on.
	
	
	-
	-

	2
	The UE sends an ATTACH REQUEST message on serving Cell 1 with a PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN. EPS attach type = "combined EPS/IMSI attach"
	-->
	ATTACH REQUEST
	-
	-

	3-9
	Steps 5-11 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.
	-
	-
	-
	-

	10
	The SS sends ATTACH ACCEPT message with the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message and with the network policy information element redir-policy set to “unsecured redirection to GERAN or UTRAN not allowed”
	<--
	ATTACH ACCEPT
	-
	-

	11
	The UE transmits an RRCConnectionReconfigurationComplete message to confirm the establishment of default bearer.
	-->
	RRC: RRCConnectionReconfigurationComplete
	-
	-

	12
	The UE send ATTACH COMPLETE message with the ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message
	-->
	ATTACH COMPLETE
	-
	-

	13
	SS transmits an RRCConnectionRelease message (IE redirectedCarrierInfo including UTRA-CarrierFreq of Cell 5).
	<--
	RRCConnectionRelease
	-
	-

	14
	Check: Does the UE transmit a RRC CONNECTION REQUEST message on Cell 5?.
	-->
	RRC: RRC CONNECTION REQUEST
	1
	F

	15
	Check: Does the UE leaving RRC CONNECTED with release cause 'other' in Cell 1
NOTE: The UE discards the RAU procedure.
	
	
	1
	P




8.1.3.6b.3.3	Specific message or IE contents
Table 8.1.3.6b.3.3-1: SystemInformationBlockType6 for cell 1 (preamble and all steps, Table 8.1.3.6b.3.2-1)
	Derivation Path: 36.508 table 4.4.3.3-5

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType6 ::= SEQUENCE {
	
	
	

	  carrierFreqListUTRA-FDD SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-FDD

	    carrierFreq[n]
	Same downlink UARFCN as used for cell 5
	
	

	    cellReselectionPriority[n]
	3
	Lower priority than E-UTRA
	

	  }
	
	
	

	  carrierFreqListUTRA-TDD SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-TDD

	    carrierFreq[n]
	Same downlink UARFCN as used for cell 5
	
	

	    cellReselectionPriority[n]
	3
	Lower priority than E-UTRA
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment



Table 8.1.3.6b.3.3-2: Message ATTACH REQUEST (step 2, Table 8.1.3.6b.3.2-1)
	Derivation path: 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	EPS attach type
	'0010'B
	''combined EPS/IMSI attach''
	

	Old GUTI or IMSI
	GUTI-1
	
	

	Last visited registered TAI
	TAI-1
	
	

	Old location area identification
	LAI-1
	
	

	TMSI status
	Not Present
	
	



Table 8.1.3.6b.3.3-3: Message ATTACH ACCEPT (step 10, Table 8.1.3.6b.3.2-1)
	Derivation path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	EPS attach result
	'010'B
	''Combined EPS/IMSI attach''
	

	GUTI
	GUTI-2
	
	

	LAI
	LAI-1
	
	

	MS identity
	TMSI-1
	
	

	Network policy
	
	
	

	  Redir-policy
	0001’B
	Unsecured redirection to GERAN or UTRAN not allowed
	



Table 8.1.3.6b.3.3-2 RRCConnectionRelease message (step 13, Table 8.1.3.6b.3.2-1)
	Derivation Path: 36.508 table 4.6.1-15

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	        redirectedCarrierInfo ::= CHOICE {
	
	
	

	          utra-FDD
	Downlink UARFCN of cell 5
	
	UTRA-FDD

	          utra-TDD
	Downlink UARFCN of cell 5
	
	UTRA-TDD

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            cellInfoList-r9 ::= CHOICE {}
	Not present
	redirection with SIB is optional
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    } 
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment



Table 8.1.3.6a.3.3-3: System Information Block type 19 for Cell 5 (preamble and all steps, Table 8.1.3.6a.3.2-1)
	Derivation Path: 36.508 table 4.4.4.1-1

	Information Element
	Value/remark
	Comment
	Condition

	SysInfoType19 ::= SEQUENCE {
	
	
	

	  Utra-PriorityInfoList ::= SEQUENCE {
	
	
	

	    utra-ServingCell ::= SEQUENCE {
	
	
	

	      priority
	5
	
	

	    }
	
	
	

	  }
	
	
	



Table 8.1.3.6a.3.3-4 RRC CONNECTION REQUEST (step 2, Table 8.1.3.6a.3.2-1)
	Derivation Path: 36.508 table 4.7B.1-7

	Information Element
	Value/remark
	Comment
	Condition

	Pre-redirection info
	Not present
	The presence of this IE indicates the UE support of radio access technologies that the UE could be directed to, and that the UE was not redirected from EUTRA
	




<End of modified section>
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