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{Start of changes}
[bookmark: _Toc27479420][bookmark: _Toc36058607][bookmark: _Toc44067530][bookmark: _Toc52716454][bookmark: _Toc58239096][bookmark: _Toc68246678][bookmark: _Toc75789938][bookmark: _Toc84264568][bookmark: _Toc90560693]5.2.2.1.1_1	2Rx FDD FR1 PDSCH mapping Type A performance - 2x2 MIMO with baseline receiver for both SA and NSA
<Unchanged Sections Skipped>
5.2.2.1.1_1.3.3_2	Message exceptions for EN-DC
Same as 5.2.2.1.1_1.3.3_1.
5.2.2.1.1_1.4	Test requirement
Tables 5.2.2.1.1_1.4-1 and 5.2.2.1.1_1.4-2 define the primary level settings.
The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A 3.2.1 for each throughput test shall meet or exceed the specified value in Table 5.2.2.1.1_1.4-1 and Table 5.2.2.1.1_1.4-2 for the specified SNR including test tolerances for all throughput tests.
Table 5.2.2.1.1_1.4-1: Test Requirements for Rank 1
	Test num.
	Reference channel
	Modulation format
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.1-1.1 FDD
	QPSK, 0.30
	TDLB100-400
	2x2, ULA Low
	70
	0.1

	1-2
	R.PDSCH.1-1.2 FDD
	QPSK, 0.30
	TDLC300-100
	2x2, ULA Low
	70
	1.1

	1-3
	R.PDSCH.1-4.1 FDD
	256QAM, 0.82
	TDLA30-10
	2x2, ULA Low
	70
	25.6

	1-4
	R.PDSCH.1-2.1 FDD
	16QAM, 0.48
	TDLC300-100
	2x2, ULA Low
	30
	2

	1-5
	R.PDSCH.1-8.1 FDD
	16QAM, 0.48
	HST-750
	1x2
	70
	7.1

	1-6
	R.PDSCH.1-8.2 FDD
	64QAM, 0.43
	HST-972
	1x2
	70
	[10.5]

	1-7
	R.PDSCH.1-8.1 FDD
	16QAM, 0.48
	TDLC300-600
	2x2
	70
	[9.5]
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