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<Unchanged sections skipped>
Table 6.2.1.1.1.5.1-1	Handheld PC2 UE TRP test requirements for NR FR1 bands in the hand phantom browsing position and the primary mechanical mode
	NR Band
	Bandwidth (MHz)
	Usage Scenario
	Power Class 2

	
	
	
	Average TRP (dBm)

	
	
	
	UE width ≤ 72mm
	UE width > 72mm

	n28
	20
	HL and HR
	
	

	n41
	100
	HL and HR
	
	12.5-TT

	n78
	100
	HL and HR
	
	13-TT

	n79
	100
	HL and HR
	
	



Table 6.2.1.1.1.3.1-3: Test Tolerance (NR FR1 TRP)
Editor’s note: TT analysis is pending.
	Operating band
	Test Tolerance (dB)

	n41
	1.02

	n78
	1.07



[bookmark: _Toc130573976][bookmark: _Toc154084190][bookmark: _Toc155186528][bookmark: _Toc155192806]<Unchanged sections skipped>
Table 7.2.1.1.1.5-3: Test Tolerance (NR FR1 TRS)
Editor’s note: TT analysis is pending.

	Operating band
	Test Tolerance (dB)

	n41
	1.28

	n78
	1.32



A.4	(Informative): Estimation of mMeasurement uncertainty and test tolerances
<Unchanged sections skipped>
[bookmark: _Toc130574007][bookmark: _Toc155186573][bookmark: _Toc155192855]A.4.3.1	Anechoic Chamber Method – Measurement Uncertainty
<Unchanged sections skipped>
A.4.3.2	Anechoic Chamber Method – Test Tolerance
Table A.4.3.2-1: Test Tolerances for 5G NR FR1 OTA tests
	Clause
	Test Tolerance

	6.2.1.1.1 Total Radiated Power (TRP) for FR1 NR Standalone (SA) in Browsing Mode with Hand Phantom
	1.02 dB : < 3 GHz
1.07 dB >= 3 GHz

	7.2.1.1.1 Total Radiated Sensitivity (TRS) for FR1 NR Standalone (SA) in Browsing Mode with Hand Phantom
	1.28 dB : < 3 GHz
1.32 dB >= 3 GHz



<Unchanged sections skipped>

