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<Beginning of changes>
4.6.3	Radio resource control information elements
<Unchanged sections omitted >
–	NTN-Config
[bookmark: _CRTable4_6_384C]Table 4.6.3-84C: NTN-Config
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	NTN-Config-r17 ::= SEQUENCE {
	
	
	

	  epochTime-r17
	Not present
	
	GSO

	[bookmark: OLE_LINK153][bookmark: OLE_LINK154][bookmark: OLE_LINK167][bookmark: OLE_LINK168]  epochTime-r17 SEQUENCE {
	
	
	NGSO

	    sfn-r17
	FFS
	
	

	    subFrameNR-r17
	FFS
	
	

	  }
	
	
	

	  ntn-UlSyncValidityDuration-r17
	s240
	
	

	  cellSpecificKoffset-r17
	550
	
	

	  kmac-r17
	Not present
	
	

	  ta-Info-r17 SEQUENCE {
	FFS
	
	GSO

	    ta-Common-r17
	8243100
	
	

	    ta-CommonDrift-r17
	0
	
	

	    ta-CommonDriftVariant-r17
	0
	
	

	  }
	
	
	

	  ta-Info-r17
	FFS
	
	NGSO

	  ntn-PolarizationDL-r17
	linear
	
	

	  ntn-PolarizationUL-r17
	linear
	
	

	  ephemerisInfo-r17 
	EphemerisInfo with condition GSO (See Cl 6.3.4.1)
	
	GSO

	
	EphemerisInfo with condition NGSO (See Cl 6.3.4.2)
	
	NGSO

	  ta-Report-r17
	Not present
	
	

	}
	
	
	



	Condition
	Explanation 

	GSO
	Geosynchronous Orbit scenario

	NGSO
	Non-geosynchronous Orbit scenario



[bookmark: _Toc21353867][bookmark: _Toc27749486]


–	NZP-CSI-RS-Resource
[bookmark: _CRTable4_6_385]Table 4.6.3-85: NZP-CSI-RS-Resource
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  nzp-CSI-RS-ResourceId
	NZP-CSI-RS-ResourceId
	
	

	  resourceMapping
	CSI-RS-ResourceMapping
	
	

	[bookmark: _Hlk515627905]  powerControlOffset
	-3
	
	

	  powerControlOffsetSS
	Not present
	
	

	  scramblingID
	ScramblingId
	
	

	[bookmark: _Hlk515627919]  periodicityAndOffset
	CSI-ResourcePeriodicityAndOffset
	
	

	  qcl-InfoPeriodicCSI-RS
	TCI-StateId
	
	

	}
	
	
	




<End of changes >

