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<Start of modified section 1 ->
8.1.2.1.6	RRC reconfiguration/ MUSIM / MUSIM- gap / Addition / Modification / Release
Editors Note: Test case is not incomplete due to open issue.
8.1.2.1.6.1	Test Purpose (TP)
(1)
with { UE in NR RRC_CONNECTED state}
ensure that {
  when { UE receives the RRCReconfiguration message includes the musim-GapConfig with periodic musim-GapID involved in musim-GapToAddModList and the gap configuration is active in SS1 }
    then { UE stops all interworking with SS1 during the configured gaps periodically }
}

(2)
with { UE in NR RRC_CONNECTED state}
ensure that {
  when { UE receives the RRCReconfiguration message includes the musim-GapConfig with periodic musim-GapID involved in musim-GapToAddModList and an entry is matched with musim-GapID that exists in the musim-GapConfigLis in SS1}
    then { UE stops all interworking with SS1 during the replaced new configured gaps periodically }
}

(3)
with { UE in NR RRC_CONNECTED state}
ensure that {
  when { UE receives the RRCReconfiguration message includes the musim-GapConfig with periodic musim-GapID involved in musim-GapToReleaseList in SS1}
    then { UE performs normal interworking with SS1 during the released gaps periodically }
}

(4)
with { UE in NR RRC_CONNECTED state}
ensure that 
  when { UE receives the RRCReconfiguration message includes the musim-GapConfig with musim-AperiodicGap-r17}
    then { UE stops all interworking with SS1 temporarily with configuration MUSIM-GapInfo-r17 }
}


<End of modified section 1- >
