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<Start of modified section>
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability Condition
	Applicability Comment

	8
	RRC
	
	
	

	8.1
	NR RRC
	
	
	

	8.1.1
	RRC connection management procedures
	
	
	

	8.1.1.1
	Paging
	
	
	

	8.1.1.1.1
	RRC / Paging for connection / Multiple paging records
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.1.2
	RRC / Paging for connection / Shared network environment
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.1a
	Paging Early Indication and Subgrouping
	
	
	

	8.1.1.1a.1
	Paging Early Indication with Subgrouping / RRC_IDLE / lastUsedCellOnly not configured / Subgroup ID selection
	Rel-17
	C224
	UEs supporting 5G Core and PEI

	8.1.1.1a.2
	Paging Early Indication with Subgrouping / RRC_INACTIVE / lastUsedCellOnly configured
	Rel-17
	C239
	UEs supporting 5G Core and RRC_INACTIVE and PEI

	8.1.1.1a.3
	Paging Early Indication without Subgrouping / RRC_IDLE
	Rel-17
	C224
	UEs supporting 5G Core and PEI

	8.1.1.2
	RRC connection establishment
	
	
	

	8.1.1.2.1
	RRC connection establishment / Return to idle state after T300 expiry
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.2.2
	Void
	
	
	

	8.1.1.2.3
	RRC connection establishment / RRC Reject with wait time
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.2.4
	RRC connection establishment / Extended value, spare fields and non-critical extensions in SI
	Rel-15 and Rel-16 only
	C21
	UEs supporting 5G Core

	8.1.1.3
	RRC release
	
	
	

	8.1.1.3.1
	RRC connection release / Redirection to another NR frequency
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.3.2
	RRC connection release / Redirection from NR to E-UTRA
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	8.1.1.3.3
	RRC connection release / Success / With priority information
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.3.4
	RRC connection release / Success / With priority information / E-UTRA
	Rel-15
	C26
	UEs supporting 5GS and E-UTRA

	8.1.1.3.5
	Void
	
	
	

	8.1.1.3.6
	Void
	
	
	

	8.1.1.3.7
	RRC connection release / Success / Deprioritisation / Frequency / T325 expiry
	Rel-15
	C133
	UEs supporting 5G Core and RRC connection release with Deprioritisation

	8.1.1.3.7a
	RRC connection release / Success / Deprioritisation / NR / T325 expiry
	Rel-15
	C148
	UEs supporting 5G Core and E-UTRA and RRC connection release with Deprioritisation

	8.1.1.3.7b
	RRC connection release / Success / Deprioritisation / Deletion of Stored deprioritisation request
	Rel-15
	C161
	UEs supporting 5G Core and RRC connection release with Deprioritisation and ManualModeNetworkSelectionException

	8.1.1.3.8
	RRC connection release / Redirection to another NR frequency / MPS Priority Indication
	Rel-16
	C274
	UEs supporting 5G Core and RRC Connection release with MPS priority indication

	8.1.1.3.9
	RRC connection release / Success / With slice specific cell reselection information
	Rel-17
	C240
	UEs supporting 5G Core and slice based cell reselection

	8.1.1.3.10
	RRC connection release / Redirection from NR to E-UTRA / MPS Priority Indication
	Rel-16
	C314
	UEs supporting 5G Core and E-UTRA and RRC Connection release with MPS priority indication

	8.1.1.4
	RRC resume
	
	
	

	8.1.1.4.1
	RRC resume / Suspend-Resume / RNA update / Success
	Rel-15
	C109
	UEs supporting 5G Core and RRC_INACTIVE

	8.1.1.4.2
	RRC resume / Suspend-Resume / RRC setup / T319 expiry
	Rel-15
	C109
	UEs supporting 5G Core and RRC_INACTIVE

	8.1.1.4.3
	Void
	
	
	

	8.1.1.4.4
	RRC resume / Suspend-Resume / RRC reconfiguration / Active MCG SCell addition / Intra-band Contiguous CA
	Rel-16
	C154
	UEs supporting 5G Core and intra-band contiguous CA and RRC_INACTIVE and direct NR MCG SCell activation

	8.1.1.4.5
	RRC resume / Suspend-Resume / RRC reconfiguration / Active MCG SCell addition / Intra-band non-Contiguous CA
	Rel-16
	C155
	UEs supporting 5G Core and intra-band non-contiguous CA and RRC_INACTIVE and direct NR MCG SCell activation

	8.1.1.4.6
	RRC resume / Suspend-Resume / RRC reconfiguration / Active MCG SCell addition / Inter-band CA
	Rel-16
	C156
	UEs supporting 5G Core and inter-band CA and RRC_INACTIVE and direct NR MCG SCell activation

	8.1.1.4.7
	RRC resume / Suspend-Resume / RRC reconfiguration / Active SCG SCell addition / Intra-band Contiguous CA
	Rel-16
	C221
	UEs supporting 5G Core and intra-band contiguous CA and RRC_INACTIVE and direct NR SCG SCell activation and NR-DC

	8.1.1.4.8
	RRC resume / Suspend-Resume / RRC reconfiguration / Active SCG SCell addition / Intra-band non-Contiguous CA
	Rel-16
	C222
	UEs supporting 5G Core and intra-band non-contiguous CA and RRC_INACTIVE and direct NR SCG SCell activation and NR-DC

	8.1.1.4.9
	RRC resume / Suspend-Resume / RRC reconfiguration / Active SCG SCell addition / Inter-band CA
	Rel-16
	C223
	UEs supporting 5G Core and inter-band CA and RRC_INACTIVE and direct NR SCG SCell activation and NR-DC

	8.1.2
	RRC reconfiguration
	
	
	

	8.1.2.1
	Radio bearer establishment / reconfiguration / release
	
	
	

	8.1.2.1.1
	RRC reconfiguration / DRB / SRB / Establishment / Modification / Release / Success
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.2.1.2
	RRC reconfiguration / RRC bearer establishment / uplinkTxDirectCurrentList
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.2.1.3
	Void
	
	
	

	8.1.2.1.4
	RRC reconfiguration / Dedicated RLF timer
	Rel-15
	C21
	UEs supporting 5GCore

	8.1.2.1.5
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success
	
	
	

	8.1.2.1.5.1
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.2.1.5.2
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.2.1.5.3
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Intra-band non-contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.2.1.5.4
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Active MCG SCell addition / Intra-band Contiguous CA
	Rel-16
	C226
	UEs supporting 5G Core and direct NR MCG SCell activation and intra-band contiguous CA

	[bookmark: _Hlk118111104]8.1.2.1.5.5
	[bookmark: _Hlk118111122]NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Active MCG SCell addition / Intra-band non-contiguous CA
	Rel-16
	C227
	UEs supporting 5G Core and direct NR MCG SCell activation and intra-band non-contiguous CA

	[bookmark: _Hlk118111173]8.1.2.1.5.6
	[bookmark: _Hlk118111188]NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Active MCG SCell addition / Inter-band CA
	Rel-16
	C228
	UEs supporting 5G Core and direct NR MCG SCell activation and inter-band CA

	8.1.2.1.6
	RRC reconfiguration/ MUSIM / MUSIM- gap / Addition / Modification / Release
	Rel-17
	C246
	UEs supporting 5G Core and MUSIM gap feature

	8.1.3
	Measurement configuration control and reporting
	
	
	

	8.1.3.1
	Intra NR measurements
	
	
	

	8.1.3.1.1
	Measurement configuration control and reporting / Intra NR measurements / Event A1 / Event A2
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.2
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour NR cell / Intra-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.3
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour NR cell / Inter-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.4
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbour NR cell / Inter-band measurements
	Rel-15
	C94
	UEs supporting 5G Core and multiple NR bands

	8.1.3.1.5
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbour NR cell / Intra-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.6
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbour NR cell / Inter-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.7
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbour NR cell / Inter-band measurements
	Rel-15
	C94
	UEs supporting 5G Core and multiple NR bands

	8.1.3.1.8
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbour NR cell / Intra-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.9
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbour NR cell / Inter-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.10
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbour NR cell / Inter-band measurements
	Rel-15
	C94
	UEs supporting 5G Core and multiple NR bands

	8.1.3.1.11
	Measurement configuration control and reporting / Intra NR measurements / Two simultaneous events A3 (intra and inter-frequency measurements) / RSRQ based measurements
	Rel-15
	C21
	UEs supporting 5GCore

	8.1.3.1.12
	Measurement configuration control and reporting / Intra NR measurements / Two simultaneous events A5 (intra and inter-frequency measurements) / SINR based measurements
	Rel-15
	C40
	UEs supporting 5G Core and SS-SINR measurements

	8.1.3.1.13
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based intra-frequency measurements / Measurement of Neighbour NR cell
	Rel-15
	C52
	UEs supporting 5G Core and NR measurements and Event A triggered reporting and (NR Intra-frequency and Inter frequency measurements and at least periodical reporting) and CSI-RSRP and CSI-RSRQmeasurement

	8.1.3.1.14
	Void
	
	
	

	8.1.3.1.14A
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based inter-frequency measurements / Measurement of Neighbour NR cell
	Rel-15
	C52
	UEs supporting 5G Core and NR measurements and Event A triggered reporting and (NR Intra-frequency and Inter frequency measurements and at least periodical reporting) and CSI-RSRP and CSI-RSRQmeasurement

	8.1.3.1.15
	Void
	
	
	

	8.1.3.1.15A
	Measurement configuration control and reporting / Intra NR measurements / Exclude-listed cells
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.16
	Measurement configuration control and reporting / Intra NR measurements / Allow-listed cells
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.17
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Event A6
	
	
	

	8.1.3.1.17.1
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Event A6 / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.3.1.17.2
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Event A6 / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.3.1.17.3
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Event A6 / Intra-band non-Contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.3.1.18
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Additional measurement reporting
	
	
	

	8.1.3.1.18.1
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Additional measurement reporting / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.3.1.18.2
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Additional measurement reporting / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.3.1.18.3
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Additional measurement reporting / Intra-band non-Contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.3.1.19
	Measurement configuration control and reporting / Inter-frequency measurements/ SFTD
	Rel-15
	C150
	UEs supporting 5G Core and SFTD measurements between NR PCell and NR neighbour cell

	8.1.3.1.20
	Measurement configuration control and reporting / Measurement Gaps / gapFR1
	Rel-15
	C49
	UE supporting 5G Core and two independent measurement gap configurations for FR1 and FR2

	8.1.3.1.21
	Measurement configuration control and reporting / Measurement Gaps / gapFR2
	Rel-15
	C49
	UE supporting 5G Core and two independent measurement gap configurations for FR1 and FR2

	8.1.3.1.23
	Measurement configuration control and reporting / Intra NR measurements / Periodic reporting / Continuation of the measurements after RRC Resume
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.26
	Measurement configuration control and reporting / Event D1 / Measurement of Neighbour NR cell
	Rel-17
	Cxx
	UEs supporting 5G Core and NR NTN access and Event D1

	8.1.3.2
	Inter-RAT measurements
	
	
	



<End of modified section>
<Start of modified section>
[bookmark: _Toc146804992]4.2	Protocol conformance test cases Applicability Condition
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	C02
	IF A.4.3.4-1/2 OR A.4.3.4-1/3 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM Mode

	C03
	IF A.4.3.5-1/1 THEN R ELSE N/A
	UEs supporting 5GS and Long DRX Cycle

	C04
	IF A.4.3.5-1/2 THEN R ELSE N/A
	UEs supporting 5GS and short DRX cycle

	C05
	IF A.4.3.4-1/3 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM with 6-bit length of RLC sequence number

	C06
	IF A.4.3.4-1/2 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM with 12-bit length of RLC sequence number

	C07
	IF A.4.3.4-1/1 THEN R ELSE N/A
	UEs supporting 5GS and RLC AM with 12-bit length of RLC sequence number

	C07A
	IF A.4.3.4-1/1A THEN R ELSE N/A
	UEs supporting 5GS and RLC AM with 18-bit length of RLC sequence number

	C08
	IF A.4.3.3-1/1 THEN R ELSE N/A
	UEs supporting 5GS and 12-bit length of PDCP sequence number

	…
	
	

	…
	
	

	C315
	IF A.4.3.2-1/134 THEN R ELSE N/A
	UEs supporting 5GS and partial frequency sounding for SRS with frequency hopping.

	C316
	IF A.4.1-5/1 AND ([10] A.4.1-1/1 OR [10] A.4.1-1/2) AND [10] A.4.4-1/33 AND A.4.3.7-1/12 AND A.4.3.7-1/58 THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback and being configured for No E-UTRA Disabling In 5GS

	CXX
	IF A.4.1-5/1 AND A.4.4-1/17 AND A.4.3.6-1/76 THEN R ELSE N/A 
	UE supporting 5G Core and NR NTN access and UE supporting location-based triggered measurement reporting (i.e., event D1)



<End of modified section>
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