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<<Unchanged sections skipped>>
[bookmark: _Toc77005765][bookmark: _Toc84849669][bookmark: _Toc92808396]4.3.1.1.1.83	Reference test frequencies for NR operating band n83 (SUL)
[bookmark: _CRTable4_3_1_1_1_831]Table 4.3.1.1.1.83-1: Test frequencies for NR operating band n83 and SCS 15 kHz
	Bandwidth [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]

	5
	25
	Uplink
	Low
	705.5
	141100
	703.25
	140650
	0

	
	
	
	Mid
	725.5
	145100
	632.53
	126506
	504

	
	
	
	High
	745.5
	149100
	742.17
	148434
	6

	10
	52
	Uplink
	Low
	708
	141600
	703.32
	140664
	0

	
	
	
	Mid
	725.5
	145100
	630.1
	126020
	504

	
	
	
	High
	743
	148600
	737.24
	147448
	6

	15
	79
	Uplink
	Low
	710.5
	142100
	703.39
	140678
	0

	
	
	
	Mid
	725.5
	145100
	627.67 
	125534
	504

	
	
	
	High
	740.5
	148100
	732.31
	146462
	6

	20
	106
	Uplink
	Low
	713
	142600
	703.46
	140692
	0

	
	
	
	Mid
	725.5
	145100
	625.24
	125048
	504

	
	
	
	High
	738
	147600
	727.38
	145476
	6

	30
	160
	Uplink
	Low
	718
	143600
	703.6
	140720
	0

	(Note 1)
	
	
	High
	733
	146600
	717.52
	143504
	6

	Note 1:	No carrier centre frequency specified for Mid Range and CBW=30 MHz due to Note 7 in TS 38.101-1 [7], Table 5.3.5-1



[bookmark: _CRTable4_3_1_1_1_832]Table 4.3.1.1.1.83-2: Test frequencies for NR operating band n83 and SCS 30 kHz
	Bandwidth [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]

	10
	24
	Uplink
	Low
	708
	141600
	703.68
	140736
	0

	
	
	
	Mid
	725.5
	145100
	539.7
	107948
	504

	
	
	
	High
	743
	148600
	736.52
	147304
	6

	15
	38
	Uplink
	Low
	710.5
	142100
	703.66
	140732
	0

	
	
	
	Mid
	725.5
	145100
	537.22
	107444
	504

	
	
	
	High
	740.5
	148100
	731.5
	146300
	6

	20
	51
	Uplink
	Low
	713
	142600
	703.82
	140764
	0

	
	
	
	Mid
	725.5
	145100
	534.88
	106976
	504

	
	
	
	High
	738
	147600
	726.66
	145332
	6

	30
	78
	Uplink
	Low
	718
	143600
	703.96
	140792
	0

	(Note 2)
	
	
	High
	733
	146600
	716.8
	143360
	6

	Note 2:	No carrier centre frequency specified for Mid Range and CBW=30 MHz due to Note 7 in TS 38.101-1 [7], Table 5.3.5-1



<<End of change>>

