

	
3GPP TSG WG RAN5 Meeting #102	R5-241789
Athens, Greece, 26th Feb 2024 – 1st Mar 2024
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.521-3
	CR
	1732
	rev
	1
	Current version:
	18.1.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Correct clause 6.2B.4.1.2 initial conditions 

	
	

	Source to WG:
	SGS Wireless

	Source to TSG:
	

	
	

	Work item code:
	TEI15_Test, 5GS_NR_LTE-UEConTest
	
	Date:
	2024-02-16

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	This test case is Intra-Band Non-Contiguous EN-DC but the reference clause is incorrect, it should be modified to clause 5.3B.1.3

	
	

	Summary of change:
	Correct clause 6.2B.4.1.2 initial conditions due to the reference clause wasn’t matched test case applicability

	
	

	Consequences if not approved:
	reference information will still incorrect.

	
	

	Clauses affected:
	6.2B.4.1.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	R1: Changed the WI code to fix 3GU issue.
R2: Changed the spec. version to fix 3GU issue
This is the final outcome of R5-240967 and the result of 1 revision



Page 1


[bookmark: _Toc36560431][bookmark: _Toc43976929][bookmark: _Toc52213501][bookmark: _Toc60742957][bookmark: _Toc68206140][bookmark: _Toc75971938][bookmark: _Toc85051361][bookmark: _Toc90493359][bookmark: _Toc90493999][bookmark: _Toc100094026][bookmark: _Toc106872681][bookmark: _Toc155208614][bookmark: _Toc36713251][bookmark: _Toc36713654][bookmark: _Toc52217967][bookmark: _Toc58499579][bookmark: _Toc68538436][bookmark: _Toc75510019][bookmark: _Toc90971497][bookmark: _Toc20936809][bookmark: _Toc36713255][bookmark: _Toc36713658][bookmark: _Toc52217971][bookmark: _Toc58499583][bookmark: _Toc68538440][bookmark: _Toc75510023][bookmark: _Toc90971501]6.2B.4.1.2	Configured Output Power for Intra-Band Non-Contiguous EN-DC
<Unchanged sections skipped>
[bookmark: _CR6_2B_4_1_2_4_1]6.2B.4.1.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies and channel bandwidths based on EN-DC operating bands specified in clause 5.3B.1.23, channel bandwidths and sub-carrier spacings for the NR cell specified in TS 38.521-1 [8] clause 5.3 and channel bandwidth for the E-UTRA cell are specified in TS 36.521-1 [10] clause 5.4.2. All of these configurations shall be tested with applicable test parameters for each EN-DC configuration specified in clause 5.3B.1.2 3 and are shown in table 6.2B.4.1.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annex A, clause A.2.2 for E-UTRA RMC for TDD, TS 36.521-1 [10] Annex A, clause A.2.2 for E-UTRA RMC for FDD, and TS 38.521-1 [8] Annex A, clause A.2 for NR RMC. Configurations of PDSCH and PDCCH before measurement are specified in TS 36.521-1 [10] Annex C.2 and in TS 38.521-1 [8] Annex C.2 for E-UTRA CG and NR CG respectively.
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