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<< Unchanged sections omitted >>
[bookmark: _Toc27410894][bookmark: _Toc36039406][bookmark: _Toc43838766][bookmark: _Toc51772921][bookmark: _Toc58245127][bookmark: _Toc68089576][bookmark: _Toc69067697][bookmark: _Toc75383235][bookmark: _Toc83706883][bookmark: _Toc90491588][bookmark: _Toc100147682][bookmark: _Toc106740954][bookmark: _Toc114916310][bookmark: _Toc155037835]A.4	ICS proforma tables
[bookmark: _Toc27410895][bookmark: _Toc36039407][bookmark: _Toc43838767][bookmark: _Toc51772922][bookmark: _Toc58245128][bookmark: _Toc68089577][bookmark: _Toc69067698][bookmark: _Toc75383236][bookmark: _Toc83706884][bookmark: _Toc90491589][bookmark: _Toc100147683][bookmark: _Toc106740955][bookmark: _Toc114916311][bookmark: _Toc155037836]A.4.1	UE Implementation Types
Table A.4.1-1: UE Radio Technologies
	Item
	UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	NR FDD 
	38.101-1
	Rel-15
	pc_nrFDD
	

	2
	NR TDD 
	38.101-1,
38.101-2
	Rel-15
	pc_nrTDD
	

	3
	NR sidelink
	38.101-1
	Rel-16
	pc_nrSL
	



Table A.4.1-2: UE general functionality
	Item
	UE Functionality
	Ref.
	Release
	Mnemonic
	Comments

	1
	Multiple NR FDD bands
	38.101-1, 5.2
	Rel-15
	pc_nrFDD_MultiBand
	

	2
	Multiple NR TDD bands
	38.101-1, 5.2,
38.101-2, 5.2
	Rel-15
	pc_nrTDD_MultiBand
	

	3
	NR SUL
	38.101-1
	Rel-15
	pc_nrSUL
	

	4
	NR SDL
	38.101-1
	Rel-15
	pc_nrSDL
	

	5
	Multiple NR SUL bands
	38.101-1, 5.2
	Rel-15
	pc_nrSUL_MultiBand
	

	6
	Multiple NR SDL bands
	38.101-1, 5.2
	Rel-15
	pc_nrSDL_MultiBand
	

	7
	Frequency range FR1
	38.101-1, 5.1
	Rel-15
	pc_nrFR1
	

	8
	Frequency range FR2
	38.101-2, 5.1
	Rel-15
	pc_nrFR2
	

	YY
	NR NTN Frequency range FR1
	38.101-5, 5.1
	Rel-17
	pc_nrNTN_FR1
	



Table A.4.1-3: RAN-CN Interface Options
	Item
	UE support of RAN-CN Interface Options 
	Ref.
	Release
	Mnemonic
	Comments

	1
	NG-RAN NR
	38.300
	Rel-15
	pc_NG_RAN_NR
	Option 2

	2
	EN-DC
	37.340
	Rel-15
	pc_EN_DC
	Option 3

	3
	NE-DC
	37.340
	Rel-15
	pc_NE_DC
	Option 4

	4
	NG-RAN E-UTRA
	38.300
	Rel-15
	pc_NG_RAN_EUTRA
	Option 5

	5
	NGEN-DC
	37.340
	Rel-15
	pc_NGEN_DC
	Option 7



<< Unchanged sections omitted >>
Table A.4.3.1-9: NR Sidelink FR1 RF Baseline Implementation Capabilities
	Item
	NR Sidelink FR1 RF Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	NR Frequency band: 2570-2620 MHz (Transmission), 2570-2620 MHz (Reception)
	38.101-1, 5.2E
	Rel-16
	pc_nrBand38_NRSL_Supp
	NR Sidelink FR1 Band n38

	2
	NR Frequency band: 5855-5925 MHz (Transmission), 5855-5925 MHz (Reception)
	38.101-1, 5.2E
	Rel-16
	pc_nrBand47_NRSL_Supp
	NR Sidelink FR1 Band n47



[bookmark: _Toc27410901][bookmark: _Toc36039413][bookmark: _Toc43838773][bookmark: _Toc51772928][bookmark: _Toc58245134][bookmark: _Toc68089583][bookmark: _Toc69067704][bookmark: _Toc75383242][bookmark: _Toc83706890][bookmark: _Toc90491595][bookmark: _Toc100147689][bookmark: _Toc106740961][bookmark: _Toc114916317]Table A.4.3.1-10: NR FR2 PC7 RF Baseline Implementation Capabilities
	Item
	NR FR2 PC7 RF Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	NR Frequency band: 26500-29500 MHz (UL / DL)
	38.101-2, 6.2.1
	Rel-17
	pc_nrBand257_PC7_Supp
	NR FR2 PC7 Band n257

	2
	NR Frequency band: 24250-27500 MHz (UL / DL)
	38.101-2, 6.2.1
	Rel-17
	pc_nrBand258_PC7_Supp
	NR FR2 PC7 Band n258

	3
	NR Frequency band: 27500–28350 MHz (UL / DL)
	38.101-2, 6.2.1
	Rel-17
	pc_nrBand261_PC7_Supp
	NR FR2 PC7 Band n261



Table A.4.3.1-11: NR NTN RF Baseline Implementation Capabilities (NTN satellite bands in FR1)
	Item
	NR NTN RF Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	NR NTN Frequency band: 1980–2010 MHz (Transmission), 2170–2200 MHz (Reception)
	38.101-5, 5.2.2
	Rel-17
	pc_nrBand256_NRNTN
	NR NTN Band n256

	2
	NR NTN Frequency band: 1626.5–1660.5 MHz (Transmission), 1525–1559 MHz (Reception)
	38.101-5, 5.2.2
	Rel-17
	pc_nrBand255_NRNTN
	NR NTN Band n255



[bookmark: _Toc155037842]A.4.3.2	Physical Layer Baseline Implementation Capabilities
Table A.4.3.2-1: UE Physical Layer Baseline Implementation Capabilities
<< End of changes >>
