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< Unchanged sections omitted >
[bookmark: OLE_LINK19][bookmark: OLE_LINK20]14.2.1	NR RSTD measurement period test case for single positioning frequency layer in FR1 SA
< Unchanged sections omitted >
[bookmark: _Toc27481682][bookmark: _Toc68182932][bookmark: _Toc75461776][bookmark: _Toc76023897]14.2.1.4.2	Test procedure
The test consists of two consecutive time intervals, with duration of T1 and T2. Cell 1 is active in T1 and T2, whilst Cell 2 and Cell 3 are activated only in the beginning of T2. The beginning of the time interval T2 shall be aligned with the first PRS positioning subframe of a positioning occasion in the reference cell.
[bookmark: OLE_LINK15][bookmark: OLE_LINK16]The NR-DL-TDOA-ProvideAssistanceData and NR-DL-TDOA-RequestLocationInformation as defined in TS 37.355 [49] clause 6.5.10.1, shall be provided to the UE during T1. The last TTI containing the NR-DL-TDOA-ProvideAssistanceData RequestLocationInformation shall be provided to the UE T ms before the start of T2, where T = 50 ms is the maximum processing time of the DL-TDOA assistance data and location information request.
< Unchanged sections omitted >
[bookmark: _Hlk114916869]Table 14.2.1.4.3-6: NR-DL-PRS-Info
	Derivation Path: TS 37.355 [49] clause 6.4.3

	Information Element
	Value/remark
	Comment
	Condition

	NR-DL-PRS-Info-r16 ::= SEQUENCE {
	
	
	

	  nr-DL-PRS-ResourceSetList-r16 SEQUENCE (SIZE (1..nrMaxSetsPerTrp-r16)) OF NR-DL-PRS-ResourceSet-r16 {
	1 entry
	
	

	    NR-DL-PRS-ResourceSet-r16[1] SEQUENCE {
	
	entry 1
	

	      nr-DL-PRS-ResourceSetID-r16
	0
	
	

	      dl-PRS-Periodicity-and-ResourceSetSlotOffset-r16 CHOICE {
	
	
	

	        scs15-r16 CHOICE {
	
	
	Config 1 and Config 2

	          n160-r16
	10
	
	

	        }
	
	
	

	        scs30-r16 CHOICE {
	
	
	Config 3

	          n320-r16n160-r16
	1020
	
	

	        }
	
	
	

	
	
	
	

	
	
	
	

	      dl-PRS-ResourceRepetitionFactor-r16
	n2
	
	

	      dl-PRS-ResourceTimeGap-r16
	s1
	
	

	      dl-PRS-NumSymbols-r16
	n4
	
	

	      dl-PRS-MutingOption1-r16 SEQUENCE {
	
	
	

	        dl-prs-MutingBitRepetitionFactor-r16
	Not present
	
	

	        nr-option1-muting-r16 CHOICE {
	
	
	

	          po2-r16
	10
	
	Cell 1 and Cell 3

	
	01
	
	Cell 2

	        }
	
	
	

	      }
	
	
	

	      dl-PRS-MutingOption2-r16
	Not present
	
	

	      dl-PRS-ResourcePower-r16
	27
	
	

	      dl-PRS-ResourceList-r16 SEQUENCE (SIZE (1..nrMaxResourcesPerSet-r16)) OF NR-DL-PRS-Resource-r16 {
	1 entry
	
	

	        NR-DL-PRS-Resource-r16[1] SEQUENCE {
	
	entry 1
	

	          nr-DL-PRS-ResourceID-r16
	0
	
	

	          dl-PRS-SequenceID-r16
	0
	
	

	          dl-PRS-CombSizeN-AndReOffset-r16 CHOICE {
	
	
	

	            n2-r16
	0
	
	Cell 1 and Cell 3

	
	1
	
	Cell 2

	          }
	
	
	

	          dl-PRS-ResourceSlotOffset-r16
	0
	
	

	
	
	
	

	          dl-PRS-ResourceSymbolOffset-r16	
	0
	
	

	          dl-PRS-QCL-Info-r16
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


< Unchanged sections omitted >

14.2.2	NR RSTD measurement period test case for dual positioning frequency layer in FR1 SA
< Unchanged sections omitted >
14.2.2.4.3	Message contents
Same as 14.2.4.1.3 except that Table 14.2.2.4.3-1 replaces 14.2.4.1.3-5 and Table 14.2.2.4.3-2 replaces 14.2.4.1.3-6.
Table 14.2.2.4.3-1: NR-DL-PRS-AssistanceData
	Derivation Path: 37.355 clause 6.4.3

	Information Element
	Value/remark
	Comment
	Condition

	NR-DL-PRS-AssistanceData-r16 ::= SEQUENCE {
	
	
	

	  nr-DL-PRS-ReferenceInfo-r16 SEQUENCE {
	
	
	

	    dl-PRS-ID-r16
	0
	
	

	    nr-DL-PRS-ResourceID-List-r16
	Not present
	
	

	    nr-DL-PRS-ResourceSetID-r16
	Not present
	
	

	  }
	
	
	

	  nr-DL-PRS-AssistanceDataList-r16 SEQUENCE (SIZE (1..nrMaxFreqLayers-r16)) OF NR-DL-PRS-AssistanceDataPerFreq-r16 {
	2 entries
	
	

	    NR-DL-PRS-AssistanceDataPerFreq-r16[1] SEQUENCE {
	
	entry 1
	

	      nr-DL-PRS-PositioningFrequencyLayer-r16 SEQUENCE {
	
	
	

	        dl-PRS-SubcarrierSpacing-r16
	kHz15
	
	Config 1 and Config 2

	
	kHz30
	
	Config 3

	        dl-PRS-ResourceBandwidth-r16
	1
	24 PRBs
	Config 1 and Config 3

	
	21
	104 PRBs
	Config 2

	        dl-PRS-StartPRB-r16
	0
	
	

	        dl-PRS-PointA-r16
	absoluteFrequencyPointA as defined for the DL frequency of the Cell 1
	
	

	        dl-PRS-CombSizeN-r16
	n2
	
	Config 1 and Config 3

	
	n4
	
	Config 2

	        dl-PRS-CyclicPrefix-r16
	normal
	
	

	      }
	
	
	

	      nr-DL-PRS-AssistanceDataPerFreq-r16 SEQUENCE (SIZE (1..nrMaxTRPsPerFreq-r16)) OF NR-DL-PRS-AssistanceDataPerTRP-r16{
	2 entries
	
	

	        NR-DL-PRS-AssistanceDataPerTRP-r16[1] SEQUENCE {
	
	entry 1
	Cell 1

	          dl-PRS-ID-r16
	0
	
	

	          nr-PhysCellID-r16
	Cell 1
	
	

	          nr-CellGlobalID-r16
	Cell 1
	
	

	          nr-ARFCN-r16
	Cell 1
	
	

	          nr-DL-PRS-SFN0-Offset-r16 SEQUENCE {
	
	
	

	            sfn-Offset-r16
	0
	
	

	            integerSubframeOffset-r16
	0
	
	

	          }
	
	
	

	          nr-DL-PRS-ExpectedRSTD-r16
	0
	
	

	          nr-DL-PRS-ExpectedRSTD-Uncertainty-r16
	0
	
	

	          nr-DL-PRS-Info-r16
	As specified in Table 14.2.2.4.3-2
	
	

	        }
	
	
	

	        NR-DL-PRS-AssistanceDataPerTRP-r16[2] SEQUENCE {
	
	entry 2
	Cell 2

	          dl-PRS-ID-r16
	1
	
	

	          nr-PhysCellID-r16
	Cell 2
	
	

	          nr-CellGlobalID-r16
	Cell 2
	
	

	          nr-ARFCN-r16
	Cell 2
	
	

	          nr-DL-PRS-SFN0-Offset-r16 SEQUENCE {
	
	
	

	            sfn-Offset-r16
	0
	
	

	            integerSubframeOffset-r16
	0
	
	

	          }
	
	
	

	          nr-DL-PRS-ExpectedRSTD-r16
	23
	About 3 s
	

	          nr-DL-PRS-ExpectedRSTD-Uncertainty-r16
	39
	About 5 s
	

	          nr-DL-PRS-Info-r16
	As specified in Table 14.2.2.4.3-2
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    NR-DL-PRS-AssistanceDataPerFreq-r16[2] SEQUENCE {
	
	entry 2
	

	      nr-DL-PRS-PositioningFrequencyLayer-r16 SEQUENCE {
	
	
	

	        dl-PRS-SubcarrierSpacing-r16
	kHz15
	
	Config 1 and Config 2

	
	kHz30
	
	Config 3

	        dl-PRS-ResourceBandwidth-r16
	1
	24 PRBs
	Config 1 and Config 3

	
	21
	104 PRBs
	Config 2

	        dl-PRS-StartPRB-r16
	0
	
	

	        dl-PRS-PointA-r16
	absoluteFrequencyPointA as defined for the DL frequency of the Cell 3
	
	

	        dl-PRS-CombSizeN-r16
	n2
	
	Config 1 and Config 3

	
	n4
	
	Config 2

	        dl-PRS-CyclicPrefix-r16
	normal
	
	

	      }
	
	
	

	      nr-DL-PRS-AssistanceDataPerFreq-r16 SEQUENCE (SIZE (1..nrMaxTRPsPerFreq-r16)) OF NR-DL-PRS-AssistanceDataPerTRP-r16{
	1 entry
	
	

	        NR-DL-PRS-AssistanceDataPerTRP-r16[1] SEQUENCE {
	
	entry 1
	Cell 3

	          dl-PRS-ID-r16
	3
	
	

	          nr-PhysCellID-r16
	Cell 3
	
	

	          nr-CellGlobalID-r16 SEQUENCE {
	
	
	

	            mcc-r15
	Cell 3
	
	

	            mnc-r15
	Cell 3
	
	

	            nr-cellidentity-r15
	Cell 3
	
	

	          }
	
	
	

	          nr-ARFCN-r16
	Cell 3
	
	

	          nr-DL-PRS-SFN0-Offset-r16 SEQUENCE {
	
	
	

	            sfn-Offset-r16
	0
	
	

	            integerSubframeOffset-r16
	0
	
	

	          }
	
	
	

	          nr-DL-PRS-ExpectedRSTD-r16
	23
	About 3 s
	

	          nr-DL-PRS-ExpectedRSTD-Uncertainty-r16
	39
	About 5 s
	

	          nr-DL-PRS-Info-r16
	As specified in Table 14.2.2.4.3-2
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	 }
	
	
	



Table 14.2.2.4.3-2: NR-DL-PRS-Info
	Derivation Path: 37.355 clause 6.4.3

	Information Element
	Value/remark
	Comment
	Condition

	NR-DL-PRS-Info-r16 ::= SEQUENCE {
	
	
	

	  nr-DL-PRS-ResourceSetList-r16 SEQUENCE (SIZE (1..nrMaxSetsPerTrp-r16)) OF NR-DL-PRS-ResourceSet-r16 {
	1 entry
	
	

	    NR-DL-PRS-ResourceSet-r16[1] SEQUENCE {
	
	entry 1
	

	      nr-DL-PRS-ResourceSetID-r16
	0
	
	

	      dl-PRS-Periodicity-and-ResourceSetSlotOffset-r16 CHOICE {
	
	
	

	        scs15-r16 CHOICE {
	
	
	Config 1 and Config 2

	          n160-r16
	10
	
	

	        }
	
	
	

	        scs30-r16 CHOICE {
	
	
	Config 3

	          n320-r16n320-r16
	20
	
	

	        }
	
	
	

	      dl-PRS-ResourceRepetitionFactor-r16
	Not present
	
	Config 2

	
	n2
	
	Config 1 and Config 3

	      dl-PRS-ResourceTimeGap-r16
	s1
	
	

	      dl-PRS-NumSymbols-r16
	n4
	
	

	      dl-PRS-MutingOption1-r16 SEQUENCE {
	
	
	

	        dl-prs-MutingBitRepetitionFactor-r16
	Not present
	
	

	        nr-option1-muting-r16 CHOICE {
	
	
	

	          po2-r16
	10
	
	Cell 1 and Cell 3

	
	01
	
	Cell 2

	        }
	
	
	

	      }
	
	
	

	      dl-PRS-MutingOption2-r16
	Not present
	
	

	      dl-PRS-ResourcePower-r16
	27
	
	

	      dl-PRS-ResourceList-r16 SEQUENCE (SIZE (1..nrMaxResourcesPerSet-r16)) OF NR-DL-PRS-Resource-r16 {
	1 entry
	
	

	        NR-DL-PRS-Resource-r16[1] SEQUENCE {
	
	entry 1
	

	          nr-DL-PRS-ResourceID-r16
	0
	
	

	          dl-PRS-SequenceID-r16
	0
	
	

	          dl-PRS-CombSizeN-AndReOffset-r16 CHOICE {
	
	
	

	            n2-r16
	0
	
	Cell 1 and Cell 3

	
	1
	
	Config 2

	          }
	
	
	

	          dl-PRS-ResourceSlotOffset-r16
	0
	
	Config 1 and Config 3

	
	4
	
	Config 2

	          dl-PRS-ResourceSymbolOffset-r16
	0
	
	

	          dl-PRS-QCL-Info-r16
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


< Unchanged sections omitted >

14.2.3	NR RSTD measurement period test case for single positioning frequency layer in FR2 SA
< Unchanged sections omitted >
14.2.3.4.2	Test procedure
The test consists of two consecutive time intervals, with duration of T1 and T2. Cell 1 is active in T1 and T2, whilst Cell 2 and Cell 3 are activated only in the beginning of T2. The beginning of the time interval T2 shall be aligned with the first PRS positioning subframe of a positioning occasion in the reference cell.
The NR-DL-TDOA-ProvideAssistanceData and NR-DL-TDOA-RequestLocationInformation as defined in TS 37.355 [49] clause 6.5.10.1 shall be provided to the UE during T1. The last TTI containing the NR-DL-TDOA-RequestLocationInformation ProvideAssistanceData shall be provided to the UE T ms before the start of T2, where T = 50 ms is the maximum processing time of the DL-TDOA assistance data and location information request.

< Unchanged sections omitted >
14.3.1	NR RSTD measurement accuracy test case for single positioning frequency layer in FR1 SA
< Unchanged sections omitted >
14.3.1.4.1	Initial conditions
The test is defined with three possible Test Configurations. In the case that the UE supports more than one of these Test Configurations, then the UE is only required to be tested in one of the Test Configurations, chosen by the UE. The defined Test Configurations are specified in Table 14.3.1.4.1-1.
Table 14.3.1.4-1: Test Configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode



Test Environment: Normal, as defined in TS 38.508-1 [45] clause 4.1.
Frequencies to be tested: Mid as defined in TS 38.508-1 [45] clause 4.3.1.
Channel bandwidth to be tested: are specified in Table 14.2.1.4-1.
1.	Connect the SS and AWGN noise sources to the UE antenna connector or antenna connectors as shown in Annex A, Figure A.13. 
2.	The general test parameter settings are set up according to Table 14.3.1.5-1.
3.	Propagation conditions are set according to clause 4.15.2.
4.	Message contents are defined in clause 14.3.1.4.3.
5.	In the test there are two synchronous cells: Cell 1 and Cell 2. Cell 1 is the RSTD reference as well as the PCell. Cell 2 is a neighbour cell. Both cells are on the same NR RF channel in FR1. GP#24 is configured if UE supports MG#24, otherwise GP#0 is configured.
[bookmark: OLE_LINK13][bookmark: OLE_LINK14]6.	The true RSTD (which is the receive time difference for frame 0 between cell 2 and cell 1 as seen at the UE antenna connector) is set to 1966.085898 Tc (about 3 s).
14.3.1.4.2	Test procedure
The test consists of a set-up period and a measurement period. Cell 1 and Cell 2 are both active during the complete test. The beginning of the measurement period shall be aligned with the first PRS positioning subframe of a positioning occasion in the reference cell.
The NR-DL-TDOA-RequestLocationInformation message and the DL-TDOA assistance data as defined in clause 14.3.1.4.3 shall be provided to the UE during the set-up period. The last TTI containing the NR-DL-TDOA-RequestLocationInformation message shall be provided to the UE T ms before the start of the measurement period, where T = 50 ms is the maximum processing time of the NR-DL-TDOA-RequestLocationInformation message and the DL-TDOA assistance data in the UE.
1. Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [45] clause 4.5.
< Unchanged sections omitted >
Table 14.3.1.4.3-6: NR-DL-PRS-Info
	Derivation Path: TS 37.355 [49] clause 6.4.3

	Information Element
	Value/remark
	Comment
	Condition

	NR-DL-PRS-Info-r16 ::= SEQUENCE {
	
	
	

	  nr-DL-PRS-ResourceSetList-r16 SEQUENCE (SIZE (1..nrMaxSetsPerTrp-r16)) OF NR-DL-PRS-ResourceSet-r16 {
	1 entry
	
	

	    NR-DL-PRS-ResourceSet-r16[1] SEQUENCE {
	
	entry 1
	

	      nr-DL-PRS-ResourceSetID-r16
	0
	
	

	      dl-PRS-Periodicity-and-ResourceSetSlotOffset-r16 CHOICE {
	
	
	

	        scs15-r16 CHOICE {
	
	
	Sub-tests 1-1, Sub-test 1-2, Sub-test 2-1 and Sub-test 2-2

	          n160-r16
	10
	
	

	        }
	
	
	

	        scs30-r16 CHOICE {
	
	
	Sub-tests 3-1 and Sub–test 3-2

	          n320-r16n160-r16
	1020
	
	

	        }
	
	
	

	      dl-PRS-ResourceRepetitionFactor-r16
	Not present
	
	Sub-tests 1-2, Sub-test 2-2 and Sub-test 3-2

	
	n2
	
	Sub-tests 1-1, Sub-test 2-1 and Sub-test 3-1

	      dl-PRS-ResourceTimeGap-r16
	s1
	
	

	      dl-PRS-NumSymbols-r16
	n4
	
	

	      dl-PRS-MutingOption1-r16
	Not present
	
	

	      dl-PRS-MutingOption2-r16
	Not present
	
	

	      dl-PRS-ResourcePower-r16
	27
	
	

	      dl-PRS-ResourceList-r16 SEQUENCE (SIZE (1..nrMaxResourcesPerSet-r16)) OF NR-DL-PRS-Resource-r16 {
	1 entry
	
	

	        NR-DL-PRS-Resource-r16[1] SEQUENCE {
	
	entry 1
	

	          nr-DL-PRS-ResourceID-r16
	0
	
	

	          dl-PRS-SequenceID-r16
	0
	
	

	          dl-PRS-CombSizeN-AndReOffset-r16 CHOICE {
	
	
	

	            n2-r16
	0
	
	Sub-tests 1-1, Sub-test 2-1 and Sub-test 3-1

	            n4-r16
	0
	
	Sub-tests 1-2, Sub-test 2-2 and Sub-test 3-2

	          }
	
	
	

	          dl-PRS-ResourceSlotOffset-r16
	0
	
	Sub-test 1-1 Cell 1, Sub-test 1-2 Cell 1, Sub-test 2-1 Cell 1, Sub-test 2-2 Cell 1, Sub-test 3-1 Cell 1,and Sub-test 3-2 Cell 1

	
	4
	
	Sub-test 1-1 Cell 2, Sub-test 1-2 Cell 2, Sub-test 2-1 Cell 2, Sub-test 2-2 Cell 2, Sub-test 3-1 Cell 2, and Sub-test 3-2 Cell 2.

	          dl-PRS-ResourceSymbolOffset-r16	
	0
	
	

	          dl-PRS-QCL-Info-r16
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


< Unchanged sections omitted >

14.3.2	NR RSTD measurement accuracy test case for dual positioning frequency layer in FR1 SA
< Unchanged sections omitted >
14.3.2.4.1	Initial conditions
The test is defined with three possible Test Configurations. In the case that the UE supports more than one of these Test Configurations, then the UE is only required to be tested in one of the Test Configurations, chosen by the UE. The defined Test Configurations are specified in Table 14.3.2.4.1-1.
Table 14.3.2.4-1: Test Configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode



Test Environment: Normal, as defined in TS 38.508-1 [45] clause 4.1.
Frequencies to be tested: Low for RF channel #1 and High for RF channel #2 as defined in TS 38.508-1 [45] clause 4.3.1.
Channel bandwidth to be tested: are specified in Table 14.2.1.4-1.
1.	Connect the SS and AWGN noise sources to the UE antenna connector or antenna connectors as shown in Annex A, Figure A.13. 
2.	The general test parameter settings are set up according to Table 14.3.2.5-1.
3.	Propagation conditions are set according to clause 4.15.2.
4.	Message contents are defined in clause 14.3.2.4.3.
5.	In the test there are two synchronous cells: Cell 1 and Cell 2. Cell 1 is the RSTD reference as well as the PCell on NR RF channel #1 in FR1. Cell 2 is a neighbour cell on a different NR RF channel #2 in FR1. GP#24 is configured if UE supports MG#24, otherwise GP#0 is configured.
6.	The true RSTD (which is the receive time difference for frame 0 between cell 2 and cell 1 as seen at the UE antenna connector) is set to 1966.085898 Tc (about 3 s)
< Unchanged sections omitted >

14.3.3	NR RSTD measurement accuracy test case for single positioning frequency layer in FR2 SA
< Unchanged sections omitted >
14.3.3.4.1	Initial conditions
Test Environment: Normal, as defined in TS 38.508-1 [45] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 38.508-1 [45] clause 4.3.1.
Channel bandwidth to be tested: are specified in Table 14.3.3.4-1.
1.	Connect the SS and AWGN noise sources to the UE antenna connector or antenna connectors as shown in Annex A, Figure A.14. 
2.	The general test parameter settings are set up according to Table 14.3.3.5-1 and Table 14.3.3.5-2.
3.	Propagation conditions are set according to clause 4.15.2.
4.	Message contents are defined in clause 14.3.3.4.3.
5.	In the test there are two synchronous cells: Cell 1 and Cell 2. Cell 1 is the reference as well as the PCell. Cell 2 is a neighbour cell. Both cells are on the same NR RF channel in FR2. GP#13 is configured for the test.
6.	The true RSTD (which is the receive time difference for frame 0 between cell 2 and cell 1 as seen at the UE antenna connector) is set to 1966.085898 Tc (about 3 s)
14.3.3.4.2	Test procedure
The test consists of two sub-tests; the difference between the sub-tests is the PRS configuration, PRS.1.1 FR2 and PRS.1.2 FR2. The test consists of a set-up period and a measurement period. Cell 1 and Cell 2 are both active during the complete test. The beginning of the measurement period shall be aligned with the first PRS positioning subframe of a positioning occasion in the reference cell. The NR-DL-TDOA-RequestLocationInformation message and the DL-TDOA assistance data as defined in clause 14.3.3.4.3 shall be provided to the UE during the set-up period. The last TTI containing the NR-DL-TDOA-RequestLocationInformation message shall be provided to the UE T ms before the start of the measurement period, where T = 50 ms is the maximum processing time of the NR-DL-TDOA-RequestLocationInformation message and the DL-TDOA assistance data in the UE.
1. Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [45] clause 4.5. 
< Unchanged sections omitted >
Table 14.3.3.5-3: RSTD accuracy requirements for the reported values
	Test Configuration
	Lowest reported value
	Highest reported value

	Sub-test 1
	(1966.085898 – 88) Tc converted to RSTD measurement according to clause 4.15.6
	(1966.085898 + 88) Tc converted to RSTD measurement according to clause 4.15.6

	Sub-test 2
	(1966.085898 – 50) Tc converted to RSTD measurement according to clause 4.15.6
	(1966.085898 + 50) Tc converted to RSTD measurement according to clause 4.15.6



< Unchanged sections omitted >

14.3.4	NR RSTD measurement accuracy test case for dual positioning frequency layer in FR2 SA
< Unchanged sections omitted >
14.3.4.4.1	Initial conditions
Test Environment: Normal, as defined in TS 38.508-1 [45] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 38.508-1 [45] clause 4.3.1.
Channel bandwidth to be tested: are specified in Table 14.3.4.4-1.
1.	Connect the SS and AWGN noise sources to the UE antenna connector or antenna connectors as shown in Annex A, Figure A.14. 
2.	The general test parameter settings are set up according to Table 14.3.4.5-1 and Table 14.3.4.5-2.
3.	Propagation conditions are set according to clause 4.15.2.
4.	Message contents are defined in clause 14.3.4.4.3.
5.	In the test there are two synchronous cells: Cell 1 and Cell 2. Cell 1 is the reference as well as the PCell on NR RF channel #1 in FR2. Cell 2 is a neighbour cell on a different NR RF channel #2 in FR2. GP#13 is configured for the test.
6.	The true RSTD (which is the receive time difference for frame 0 between cell 2 and cell 1 as seen at the UE antenna connector) is set to 1966.085898 Tc (about 3 s)
< Unchanged sections omitted >
Table 14.3.4.5-3: RSTD accuracy requirements for the reported values
	Test Configuration
	Lowest reported value
	Highest reported value

	Sub-test 1
	[1966.085898 – 312] Tc converted to RSTD measurement according to clause 4.15.6
	[1966.085898 + 312] Tc converted to RSTD measurement according to clause 4.15.6

	Sub-test 2
	[1966.085898 – 274] Tc converted to RSTD measurement according to clause 4.15.6
	[1966.085898 + 274] Tc converted to RSTD measurement according to clause 4.15.6



< Unchanged sections omitted >

14.3.7	NR RSTD measurement accuracy test case for single positioning frequency layer with reduced number of samples in FR2 SA
< Unchanged sections omitted >
14.3.7.4.1	Initial conditions
The supported test configuration is listed in Table 14.3.7.4-1.
Table 14.3.7.4-1: Test Configuration
	Test Configuration
	Description

	1
	120 kHz SSB and PRS SCS, 100 MHz bandwidth, TDD duplex mode



Test Environment: Normal, as defined in TS 38.508-1 [45] clause 4.1.
Frequencies to be tested: Mid-Range, as defined in TS 38.508-1 [45] clause 4.3.1.
Channel bandwidth to be tested: are specified in Table 14.3.7.4-1.
1.	Connect the SS and AWGN noise sources to the UE antenna connector or antenna connectors as shown in Annex A, Figure A.14. 
2.	The general test parameter settings are set up according to Table 14.3.7.5-1 and Table 14.3.7.5-2.
3.	Propagation conditions are set according to clause 4.15.2.
4.	Message contents are defined in clause 14.3.7.4.3.
5.	In the test there are two synchronous cells: Cell 1 and Cell 2. Cell 1 is the reference as well as the PCell. Cell 2 is a neighbour cell. Both cells are on the same NR RF channel in FR2. GP#24 is configured if UE supports GP#24, otherwise, GP#13 is configured for the test.
6.	The true RSTD (which is the receive time difference for frame 0 between cell 2 and cell 1 as seen at the UE antenna connector) is set to 1966.085898 Tc (about 3 s)
14.3.7.4.2	Test procedure
The test consists of two sub-tests; the difference between the sub-tests is the PRS configuration, PRS.1.1 FR2 and PRS.1.2 FR2. The test consists of a set-up period and a measurement period. Cell 1 and Cell 2 are both active during the complete test. The beginning of the measurement period shall be aligned with the first PRS positioning subframe of a positioning occasion in the reference cell. The NR-DL-TDOA-RequestLocationInformation message and the DL-TDOA assistance data as defined in clause 14.3.7.4.3 shall be provided to the UE during the set-up period. 
The UE is configured with measurement gap pattern ID # 24 or #13 before T2.
1. Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [45] clause 4.5. 
< Unchanged sections omitted >

Table 14.3.7.5-3: RSTD accuracy requirements for the reported values
	Test Configuration
	Lowest reported value
	Highest reported value

	Sub-test 1
	(1966.085898 – 69) Tc converted to RSTD measurement according to clause 4.15.6
	(1966.085898 + 69) Tc converted to RSTD measurement according to clause 4.15.6

	Sub-test 2
	(1966.085898 – 54) Tc converted to RSTD measurement according to clause 4.15.6
	(1966.085898 + 54) Tc converted to RSTD measurement according to clause 4.15.6


< Unchanged sections omitted >

14.3.8	NR RSTD measurement accuracy test case for single positioning frequency layer with Rx TEG in FR2 SA
< Unchanged sections omitted >
14.3.8.4.1	Initial conditions
The supported test configuration is listed in Table 14.3.8-1.
Table 14.3.8.4-1: Test Configuration
	Test Configuration
	Description

	1
	120 kHz SSB and PRS SCS, 100 MHz bandwidth, TDD duplex mode



Test Environment: Normal, as defined in TS 38.508-1 [45] clause 4.1.
Frequencies to be tested: Mid-Range, as defined in TS 38.508-1 [45] clause 4.3.1.
Channel bandwidth to be tested: are specified in Table 14.3.8.4-1.
1.	Connect the SS and AWGN noise sources to the UE antenna connector or antenna connectors as shown in Annex A, Figure A.14. 
2.	The general test parameter settings are set up according to Table 14.3.8.5-1 and Table 14.3.8.5-2.
3.	Propagation conditions are set according to clause 4.15.2.
4.	Message contents are defined in clause 14.3.8.4.3.
5.	In the test there are two synchronous cells: Cell 1 and Cell 2. Cell 1 is the reference as well as the PCell. Cell 2 is a neighbour cell. Both cells are on the same NR RF channel in FR2. GP#24 is configured if UE supports GP#24. otherwise, GP#13 is configured for the test.
6.	The true RSTD (which is the receive time difference for frame 0 between cell 2 and cell 1 as seen at the UE antenna connector) is set to 1966.085898 Tc (about 3 s)
14.3.8.4.2	Test procedure
The test consists of two sub-tests; the difference between the sub-tests is the PRS configuration, PRS.1.1 FR2 and PRS.1.2 FR2. The test consists of a set-up period and a measurement period. Cell 1 and Cell 2 are both active during the complete test. The beginning of the measurement period shall be aligned with the first PRS positioning subframe of a positioning occasion in the reference cell. The NR-DL-TDOA-RequestLocationInformation message and the DL-TDOA assistance data as defined in clause 14.3.8.4.3 shall be provided to the UE during the set-up period. 
The UE is configured with measurement gap pattern ID # 24 or #13 before T2.
1. Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [45] clause 4.5. 
< Unchanged sections omitted >
Table 14.3.8.5-3: RSTD accuracy requirements for the reported values
	Test Configuration
	Lowest reported value
	Highest reported value

	Sub-test 1
	(1966.085898 – 56) Tc converted to RSTD measurement according to clause 4.15.6
	(1966.085898 + 56) Tc converted to RSTD measurement according to clause 4.15.6

	Sub-test 2
	(1966.085898 – 25) Tc converted to RSTD measurement according to clause 4.15.6
	(1966.085898 + 25) Tc converted to RSTD measurement according to clause 4.15.6




