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<< Start of Changes >>
[bookmark: _Toc27479656][bookmark: _Toc36058856][bookmark: _Toc44067780][bookmark: _Toc52716707][bookmark: _Toc58239359][bookmark: _Toc68246948][bookmark: _Toc75790265]A.3.2	Reference measurement channels for PDSCH performance requirements
For PDSCH reference channels if more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
<< Skipped sections >>
Table A.3.2.1.1-17: PDSCH Reference Channel for FDD (1024QAM)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-17.1 FDD
	
	
	
	

	Channel bandwidth
	MHz
	10
	
	
	
	

	Subcarrier spacing
	kHz
	15
	
	
	
	

	Number of allocated resource blocks
	PRBs
	52
	
	
	
	

	Number of consecutive PDSCH symbols
	
	12
	
	
	
	

	Allocated slots per 2 frames
	Slots
	19
	
	
	
	

	MCS table
	
	1024QAM
	
	
	
	

	MCS index
	
	23
	
	
	
	

	Modulation
	
	1024QAM
	
	
	
	

	Target Coding Rate
	
	0.79
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs
	
	12
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	

	  For Slots i = 1,…, 19
	Bits
	54296
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	

	  For Slots i = 1,…, 19
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	
	
	
	

	  For Slots i = 1,…, 19
	CBs
	7
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	

	  For Slots i = 10, 11
	Bits
	65520
	
	
	
	

	  For Slots i =1,…, 9, 12, …, 19
	Bits
	68640
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	51.581
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.1.1-18: PDSCH Reference Channel for FDD CRS interference mitigation for NR scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-187.1 FDD
	
	
	
	

	Channel bandwidth
	MHz
	10
	
	
	
	

	Subcarrier spacing
	kHz
	15
	
	
	
	

	Number of allocated resource blocks
	PRBs
	52
	
	
	
	

	Number of consecutive PDSCH symbols
	
	12
	
	
	
	

	Allocated slots per 2 frames
	Slots
	16
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	13
	
	
	
	

	Modulation
	
	16QAM
	
	
	
	

	Target Coding Rate
	
	0.48
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs
	
	12
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots i = 0,5,10,15
	Bits
	N/A
	
	
	
	

	  For Slots i, if mod(i, 5) = {1,2,3,4} for i from {0,…,19}
	Bits
	13064
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots i = 0,5,10,15
	Bits
	N/A
	
	
	
	

	  For Slots i, if mod(i, 5) = {1,2,3,4} for i from {0,…,19}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots i = 0,5,10,15
	CBs
	N/A
	
	
	
	

	  For Slots i, if mod(i, 5) = {1,2,3,4} for i from {0,…,19}
	CBs
	2
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots i = 0,5,10,15
	Bits
	N/A
	
	
	
	

	  For Slots i = 11
	Bits
	22880
	
	
	
	

	  For Slots i, if mod(i, 5) = {1,2,3,4} for i from {1,…, 9, 12, …, 19}
	Bits
	24128
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	10.4512
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	No user data is scheduled on slots with PBCH/PSS/SSS on the interference LTE cell



Table A.3.2.1.1-19: PDSCH Reference Channel for FDD CRS interference mitigation for NR scenario for inter-RAT measurement enabled
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-17.2 FDD
	
	
	
	

	Channel bandwidth
	MHz
	10
	
	
	
	

	Subcarrier spacing
	kHz
	15
	
	
	
	

	Number of allocated resource blocks
	PRBs
	52
	
	
	
	

	Number of consecutive PDSCH symbols
	
	12
	
	
	
	

	Allocated slots per 4 frames
	Slots
	26
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	13
	
	
	
	

	Modulation
	
	16QAM
	
	
	
	

	Target Coding Rate
	
	0.48
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs
	
	12
	
	
	
	

	  For Slots i = 0,5,10,15,20,25,30,35
	
	N/A
	
	
	
	

	For Slots in meauresment gao i= 7,8,9,10,11,12
	
	N/A
	
	
	
	

	  For Slots i, if mod(i, 5) = {1,2,3,4} and i≠7,8,9,11,12
	
	12
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots i = 0,5,10,15,20,25,30,35
	Bits
	N/A
	
	
	
	

	For Slots in meauresment gao i= 7,8,9,10,11,12
	Bits
	N/A
	
	
	
	

	  For Slots i, if mod(i, 5) = {1,2,3,4} and i≠7,8,9,11,12
	Bits
	13064
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots i = 0,5,10,15,20,25,30,35
	Bits
	N/A
	
	
	
	

	For Slots in meauresment gao i= 7,8,9,10,11,12
	Bits
	N/A
	
	
	
	

	  For Slots i, if mod(i, 5) = {1,2,3,4} and i≠7,8,9,11,12
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots i = 0,5,10,15,20,25,30,35
	CBs
	N/A
	
	
	
	

	For Slots in meauresment gao i= 7,8,9,10,11,12
	CBs
	N/A
	
	
	
	

	  For Slots i, if mod(i, 5) = {1,2,3,4} and i≠7,8,9,11,12
	CBs
	2
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	For Slots i = 0,5,10,15,20,25,30,35
	Bits
	N/A
	
	
	
	

	For Slots in meauresment gao i= 7,8,9,10,11,12
	
	N/A
	
	
	
	

	For Slots i = {11, 31}
	
	22880
	
	
	
	

	  For Slots i, if mod(i, 5) = {1,2,3,4} and i≠7,8,9,11,12,31
	Bits
	24128
	
	
	
	

	Max. Throughput averaged over 4 frames
	Mbps
	8.4916
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 4 frames
Note 3:	No user data is scheduled on slots with PBCH/PSS/SSS on the interference LTE cell 
Note 4:	No user data is scheduled on slots used for measurement



A.3.2.1.2	Reference measurement channels for SCS 30 kHz FR1
<< Skipped sections >>
[bookmark: _Toc27479747][bookmark: _Toc36058946][bookmark: _Toc44067880][bookmark: _Toc52716807][bookmark: _Toc58239459][bookmark: _Toc68247050][bookmark: _Toc75790367]Annex G (normative):
Statistical Testing
[bookmark: _Toc27479748][bookmark: _Toc36058947][bookmark: _Toc44067881][bookmark: _Toc52716808][bookmark: _Toc58239460][bookmark: _Toc68247051][bookmark: _Toc75790368]G.1	Statistical testing of Performance Requirements with throughput
<< Skipped sections >>
Table G.1.5-1: Minimum Test time for PDSCH demodulation
	TDD UL-DL pattern
	Reference Channel
	Propagation condition
	Demodulation scenario (doppler speed)
	Minimum number of active subframes (MNAS)
	MNAS to MNS Scaling factor (Note 3)
	Minimum Number of Subframes
(MNS) after rounding up to nearest thousand

MNS=

	NA
	R.PDSCH.1-8.1 FDD
	HST-750
	750 Hz
	6000 (Note 1)
	1.0526
	6400

	NA
	R.PDSCH.1-8.2 FDD
	HST-972
	972 Hz
	6000 (Note 1)
	1.0526
	6400

	NA
	R.PDSCH.1-8.1 FDD
	TDLC300-600
	600 Hz
	8000 (Note 1)
	1.0526
	9000

	NA
	R.PDSCH.1-1.1 FDD
	TDLB100-400
	400 Hz
	10000 (Note 1)
	1.0526
	11000

	NA
	R.PDSCH.1-1.1 HD-FDD
	TDLB100-400
	400 Hz
	10000 (Note 1)
	1.3333
	14000

	NA
	R.PDSCH.1-1.2 FDD, R.PDSCH.1-2.1 FDD, R.PDSCH.1-5.1 FDD,
R.PDSCH.5-1.1 FDD
	TDLC300-100
	100 Hz
	20000 (Note 1)
	1.0526
	22000

	NA
	R.PDSCH.1-1.2 HD-FDD
	TDLC300-100
	100 Hz
	20000 (Note 1)
	1.3333
	27000

	NA
	[bookmark: _Hlk18617447]R.PDSCH.1-1.3 FDD, R.PDSCH.1-2.2 FDD, R.PDSCH.1-2.3 FDD, R.PDSCH.1-2.4 FDD, R.PDSCH.1-2.5 FDD, R.PDSCH.1-3.1 FDD, R.PDSCH.1-3.2 FDD, R.PDSCH.1-3.3 FDD, R.PDSCH.1-3.4 FDD, R.PDSCH.1-4.1 FDD,
R.PDSCH.1-4.2 FDD,
R.PDSCH.1-12.1 FDD, R.PDSCH.2-1.1 FDD,
R.PDSCH.5-1.2 FDD
	TDLA30-10
	10 Hz
	75000 (Note 1)
	1.0526
	79000

	NA
	R.PDSCH.1-1.3 HD-FDD,
R.PDSCH.1-1.4 HD-FDD,
R.PDSCH.1-1.5 HD-FDD,
R.PDSCH.1-2.1 HD-FDD
	TDLA30-10
	10 Hz
	75000 (Note 1)
	1.3333
	100000

	NA
	R.PDSCH.1-7.1 FDD, R.PDSCH.1-7.2 FDD
R.PDSCH.1-18.1 FDD
	TDLA30-10
	10 Hz
	75000 (Note 1)
	1.25
	94000

	NA
	R.PDSCH.1-17.1 FDD
	TDLD30-5
	5 Hz
	70000 (Note 1)
	1.0526
	74000

	NA
	R.PDSCH.1-8.3 FDD,
R.PDSCH.1-13.1 FDD,
R.PDSCH.1-13.2 FDD,
R.PDSCH.1-13.3 FDD,
R.PDSCH.1-13.4 FDD,
R.PDSCH.1-13.5 FDD,
R.PDSCH.1-14.1 FDD,
R.PDSCH.1-14.2 FDD,
R.PDSCH.1-14.3 FDD,
R.PDSCH.1-14.4 FDD
	HST-SFN
	870 Hz
	30000 (Note 1)
	1.0526
	32000

	NA
	R.PDSCH.1-8.5 FDD
	HST-SFN Scheme A
HST-SFN Scheme B
	870 Hz
	[30000 (Note 1)]
	1.0526
	[32000]

	NA
	R.PDSCH.1-8.4 FDD,
R.PDSCH.1-15.1 FDD,
R.PDSCH.1-15.2 FDD,
R.PDSCH.1-15.3 FDD,
R.PDSCH.1-15.4 FDD,
R.PDSCH.1-15.5 FDD,
R.PDSCH.1-16.1 FDD,
R.PDSCH.1-16.2 FDD,
R.PDSCH.1-16.3 FDD,
R.PDSCH.1-16.4 FDD
	HST-DPS
	870 Hz
	30000 (Note 1)
	1.0526
	32000

	NA
	R.PDSCH.1-9.1 FDD,
R.PDSCH.1-9.2 FDD,
R.PDSCH.1-9.3 FDD,
R.PDSCH.1-9.4 FDD,
R.PDSCH.1-9.5 FDD,
R.PDSCH.1-10.1 FDD,
R.PDSCH.1-10.2 FDD
	TDLA30-10
	10Hz
	75000 (Note 1)
	1.0526
	79000

	FR1.15-1
	R.PDSCH.1-1.1 TDD, R.PDSCH.1-1.2 TDD
	TDLA30-10
	10Hz
	75000 (Note 1)
	2.8571
	215000

	FR1.15-1
	R.PDSCH.1-2.1 TDD,
R.PDSCH.1-2.2 TDD,
R.PDSCH.1-2.3 TDD,
R.PDSCH.1-2.4 TDD,
R.PDSCH.1-2.5 TDD,
R.PDSCH.1-3.1 TDD,
R.PDSCH.1-3.2 TDD,
R.PDSCH.1-3.3 TDD
	TDLA30-10
	10Hz
	75000 (Note 1)
	2.8571
	215000

	[bookmark: _Hlk18617620]FR1.30-1A
	R.PDSCH.2-1.1 TDD,
R.PDSCH.2-1.5 TDD
	TDLB100-400
	400 Hz
	10000 (Note 1)
	1.2903
	13000

	FR1.30-1
	R.PDSCH.2-1.2 TDD, R.PDSCH.2-2.1 TDD, R.PDSCH.2-7.1 TDD,
R.PDSCH.2-26.1 TDD,
R.PDSCH.7-1.1 TDD
	TDLC300-100
	100 Hz
	20000 (Note 1)
	1.2903
	26000

	FR1.30-1
	R.PDSCH.2-2.2 TDD, R.PDSCH.2-2.3 TDD, R.PDSCH.2-2.4 TDD, R.PDSCH.2-2.5 TDD, R.PDSCH.2-3.1 TDD, R.PDSCH.2-3.2 TDD, R.PDSCH.2-3.3 TDD, R.PDSCH.2-3.4 TDD,
R.PDSCH.2-3.5 TDD, R.PDSCH.2-4.1 TDD,
R.PDSCH.2-4.3 TDD,
R.PDSCH.7-1.2 TDD
	TDLA30-10
	10 Hz
	75000 (Note 1)
	1.2903
	97000

	FR1.30-1
	R.PDSCH.2-1.3 TDD
	TDLA30-10
	10 Hz
	75000 (Note 1)
	1.4815
	112000

	FR1.30-1
	R.PDSCH.2-25.1 TDD
	TDLD30-5
	5 Hz
	70000 (Note 1)
	1.2903
	91000

	FR1.30-2
	R.PDSCH.2-5.1 TDD
	TDLA30-10
	10 Hz
	75000 (Note 1)
	1.2903
	97000

	FR1.30-2
	R.PDSCH.2-17.1 TDD
	TDLA30-10
	10 Hz
	75000 (Note 1)
	5
	375000

	FR1.30-3
	[bookmark: _Hlk18618539]R.PDSCH.2-6.1 TDD
	TDLA30-10
	10 Hz
	75000 (Note 1)
	1.4815
	112000

	FR1.30-4
	R.PDSCH.2-9.1 TDD
	TDLA30-10
	10 Hz
	75000 (Note 1)
	1.2903
	97000

	FR1.30-5
	R.PDSCH.2-11.1 TDD
	TDLB100-400
	400Hz
	10000 (Note 1)
	1.2903
	13000

	FR1.30-6
	R.PDSCH.2-12.1 TDD
	TDLB100-400
	400Hz
	10000 (Note 1)
	1.2903
	13000

	FR1.30-1
	R.PDSCH.2-10.1 TDD
	HST-1000
	1000 Hz
	15000 (Note 1)
	1.4815
	23000

	FR1.30-1
	R.PDSCH.2-10.1 TDD
	HST-1667
	1667 Hz
	15000 (Note 1)
	1.4815
	23000

	FR1.30-1
	R.PDSCH.2-10.4 TDD,
R.PDSCH.2-19.1 TDD,
R.PDSCH.2-19.2 TDD,
R.PDSCH.2-19.3 TDD,
R.PDSCH.2-19.4 TDD,
R.PDSCH.2-19.5 TDD,
R.PDSCH.2-20.1 TDD,
R.PDSCH.2-20.2 TDD,
R.PDSCH.2-20.3 TDD,
R.PDSCH.2-20.4 TDD,
R.PDSCH.2-20.5 TDD,
R.PDSCH.2-21.1 TDD
	HST-SFN
	1667 Hz
	30000 (Note 1)
	1.4815
	45000

	FR1.30-1
	R.PDSCH.2-10.5 TDD,
 R.PDSCH.2-22.1 TDD,
R.PDSCH.2-22.2 TDD,
R.PDSCH.2-22.3 TDD,
R.PDSCH.2-22.4 TDD,
R.PDSCH.2-22.5 TDD,
R.PDSCH.2-23.1 TDD,
R.PDSCH.2-23.2 TDD,
R.PDSCH.2-23.3 TDD,
R.PDSCH.2-23.4 TDD,
R.PDSCH.2-23.5 TDD,
R.PDSCH.2-24.1 TDD
	HST-DPS
	1667 Hz
	30000 (Note 1)
	1.4815
	45000

	FR1.30-1
	R.PDSCH.2-30.1 TDD
	HST-SFN Scheme A
HST-SFN Scheme B
	1667 Hz
	[30000 (Note 1)]
	1.4815
	[45000]

	FR1.30-1
	R.PDSCH.2-13.1 TDD,
R.PDSCH.2-13.2 TDD,
R.PDSCH.2-13.3 TDD,
R.PDSCH.2-13.4 TDD,
R.PDSCH.2-13.5 TDD,
R.PDSCH.2-14.1 TDD,
R.PDSCH.2-14.2 TDD,
R.PDSCH.2-14.3 TDD,
R.PDSCH.2-14.4 TDD,
R.PDSCH.2-14.5 TDD,
R.PDSCH.2-15.1 TDD
	TDLA30-10
	10 Hz
	75000 (Note 1)
	1.2903
	97000

	FR1.30-7
	R.PDSCH.2-18.1 TDD,
R.PDSCH.2-18.2 TDD,
R.PDSCH.2-18.3 TDD,
R.PDSCH.2-18.4 TDD
	TDLA30-10
	10 Hz
	[75000] (Note 1)
	1.2903
	[97000]

	FR2.60-1
	R.PDSCH.4-1.1 TDD
	TDLA30-75
	75 Hz
	20000 (Note 2)
	1.33
	27000

	FR2.120-1A
	R.PDSCH.5-1.1 TDD
	TDLC60-300
	300 Hz
	10000 (Note 2)
	1.25
	13000

	FR2.120-1
	R.PDSCH.5-2.1 TDD, R.PDSCH.5-2.2 TDD, R.PDSCH.5-2.3 TDD, R.PDSCH.5-3.1 TDD
	TDLA30-300
	300 Hz
	10000 (Note 2)
	1.25
	13000

	FR2.120-1
	R.PDSCH.5-1.2 TDD
	TDLA30-75
	75 Hz
	20000 (Note 2)
	1.25
	25000

	FR2.120-2
	R.PDSCH.5-4.1 TDD, R.PDSCH.5-5.1 TDD, R.PDSCH.5-5.2 TDD, R.PDSCH.5-6.1 TDD
	TDLA30-75
	75 Hz
	20000 (Note 2)
	1.33
	27000

	FR2.120-1
	R.PDSCH.5-10.1 TDD
	TDLD30-75
	75 Hz
	20000 (Note 2)
	1.26
	26000

	Note 1:	MNAS determined by simulations.
Note 2:	For cases where MNAS is not determined by simulations, use same MNAS as the similar case simulated (same doppler speed)
Note 3:	MNS/MNAS ratio decided by scheduling pattern and is ratio of all slots to DL slots.



Table G.1.5-1a: Minimum Test time for PDSCH demodulation with 1% BLER
<< End of Changes >>
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