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<<Start of changes >>
[bookmark: _Hlk141196889]6.5A.4.4.3.1	Minimum requirement (network signalled value "NS_02N")
When "NS_02N" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5A.4.4.3.1-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5A.4.1.5-1 from the edge of the channel bandwidth. Network signalling remark NS_02N applies integer-value 2. 
Table 6.5A.4.4.3.1-1: Additional requirements for "NS_02N"
	[bookmark: MCCQCTEMPBM_00000109]Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit1 (dBm)
	Measurement bandwidth 
	NOTE

	
	1.4MHz
	
	

	1559≤ f ≤ 1605
	-50
	700 Hz
	Averaged over any 2 millisecond active transmission interval

	1605≤ f ≤ 1610
	-50 + 24/5 (f-1605)
	700Hz
	

	1559 ≤ f ≤ 1605
	-40
	1MHz
	Averaged over any 2 millisecond active transmission interval

	1605≤ f ≤ 1610
	-40 + 24/5 (f-1605)
	1MHz
	

	NOTE:	The EIRP requirement in regulation is converted to conducted requirement using a 0 dBi antenna.



Table 6.5A.4.4.3.1-2: Additional requirements for "NS_02N"
	ΔfOOB
(MHz)
	Spectrum Emission Limit (dBm)
	Measurement bandwidth

	0 – 0.7
	-2 for PC3
-5 for PC5
	4 kHz

	0.7 – 2.8
	-12 for PC3
-15 for PC5
	4 kHz

	>2.8
	-13 for PC3 and PC5
	4 kHz




The normative reference for this requirement is TS 36.102[11] subclause 6.5A.4.4.2.

6.5A.4.4.3.2	Minimum requirement (network signalled value "NS_24")
When "NS_24" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5A.4.4.3.2-1. 
Table 6.5A.4.4.3.2-1: Additional requirements for "NS_24"
	[bookmark: MCCQCTEMPBM_00000110]Frequency band
(MHz)
	Channel bandwidth /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	1.4MHz
	

	Band 34
	-50
	1MHz

	NOTE 1:	This requirement applies at a frequency offset equal or larger than 5 MHz from the upper edge of the channel bandwidth, whenever these frequencies overlap with the specified frequency band.



The normative reference for this requirement is TS 36.102[11] subclause 6.5A.4.4.3.

<<end of changes >>

<<SKIP UNCHANGED >>
<<Start of changes >>
6.5B.4.4.3.2	Minimum requirement (network signalled value "NS_24")
When "NS_24" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5B.4.4.3.2-1. 
Table 6.5B.4.4.3.2-1: Additional requirements for "NS_24"
	[bookmark: MCCQCTEMPBM_00000122]Frequency band
(MHz)
	Channel bandwidth /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	200kHz
	

	Band 34
	-50
	1MHz

	NOTE 1:	This requirement applies at a frequency offset equal or larger than 5 MHz from the upper edge of the channel bandwidth, whenever these frequencies overlap with the specified frequency band.



[bookmark: _Hlk141260715]The normative reference for this requirement is TS 36.102 [11] subclauses 6.5B.4.4.3.

<<end of changes >>

