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<Start of Changes>
[bookmark: _Toc27475532][bookmark: _Toc29495123][bookmark: _Toc36116169][bookmark: _Toc36118218][bookmark: _Toc36560331][bookmark: _Toc43976828][bookmark: _Toc52213388][bookmark: _Toc60742844][bookmark: _Toc68206022][bookmark: _Toc75971818][bookmark: _Toc85051241][bookmark: _Toc90493237][bookmark: _Toc90493877][bookmark: _Toc100093900][bookmark: _Toc106872544][bookmark: _Toc163743281]4.2	Applicability of minimum requirements
a)	In TS 38.101-3 [4] the Minimum Requirements are specified as general requirements and additional requirements. Where the Requirement is specified as a general requirement, the requirement is mandated to be met in all scenarios
b)	For specific scenarios for which an additional requirement is specified, in addition to meeting the general requirement, the UE is mandated to meet the additional requirements.
c)	The spurious emissions power requirements are for the long-term average of the power. For the purpose of reducing measurement uncertainty, it is acceptable to average the measured power over a period of time sufficient to reduce the uncertainty due to the statistical nature of the signal.
d)	Terminal that supports EN-DC or NE-DC configuration shall meet E-UTRA requirements as specified in TS 36.101 [5] and NR requirements as in TS 38.101-1 [2] and TS 38.101-2 [3] unless otherwise specified in TS 38.101-3 [4].
e)	All the requirements for intra-band contiguous and non-contiguous EN-DC or NE-DC apply under the assumption of the same uplink-downlink and special subframe configurations in the E-UTRA and slot format indicated by UL-DL-configurationCommon and UL-DL-configurationDedicated in the NR for the EN-DC or NE-DC, a time offset between the two RATs configurations may be required.
f)	For EN-DC or NE-DC combinations with CA configurations for E-UTRA and/or NR, all the requirements for E-UTRA and/or NR all the requirements for E-UTRA and/or NR intra-band contiguous and non-contiguous CA apply under the assumption of the same slot format indicated by UL-DL-configurationCommon and UL-DL-configurationDedicated in the PSCell and SCells for NR and the same uplink-downlink and special subframe configurations in PCell and SCells for E-UTRA.
A terminal which supports an EN-DC or NE-DC configuration shall support:
-	If any subsets of the EN-DC or NE-DC configuration do not specify its own bandwidth combination sets in 5.3B, then the terminal shall support the same E-UTRA bandwidth combination sets it signals the support for in E-UTRA CA configuration part of E-UTRA – NR DC and shall support the same NR bandwidth combination sets it signals the support for in NR CA configuration part of E-UTRA – NR DC.
-	Else if one of the subsets of the EN-DC or NE-DC configuration specify its own bandwidth combination sets in 5.3B, then the terminal shall support a product set of channel bandwidth for each band specified by E-UTRA bandwidth combination sets, NR bandwidth combination sets, and EN-DC or NE-DC bandwidth combination sets it signals the support.
A terminal which supports an inter-band EN-DC or NE-DC configuration with a certain UL configuration shall support the all lower order DL configurations of the lower order EN-DC or NE-DC combinations, which have this certain UL configuration and the fallbacks of this UL configuration.
A terminal which supports NE-DC configurations shall meet the minimum requirements for corresponding EN-DC configuration, unless otherwise specified.
For CA or DC configurations, which include FR2 intra-band CA combinations with multiple FR2 subblocks, where at least one of the subblocks is contiguous CA combination.
-	if the field partialFR2-FallbackRX-Req is not present, the UE shall meet all applicable UE RF requirements for the highest order CA configuration and all associated fallback CA configurations;
-	if the field partialFR2-FallbackRX-Req is present, for each FR2 intra-band CA configuration with multiple sub-blocks that the UE indicates support for explicitly in UE capability signalling: the in-gap UE RF requirements in clauses 7.5A, 7.5B, 7.6A, 7.6B apply as the equivalent requirements for the associated fallback FR2 intra-band CA configurations with the same number of sub-blocks, where at least one of the sub-blocks consists of a contiguous CA configuration. The UE shall meet all applicable UE RF requirements for fallback CA configurations with a lesser number of sub-blocks; 
-	regardless of the field partialFR2-FallbackRX-Req, the UE shall meet all DL out-of-gap requirements for all lower order fallback CA configurations.
Terminal that supports inter-band NR-DC between FR1 and FR2 configuration shall meet the requirements for corresponding CA configuration (suffix A), unless otherwise specified.
For a terminal that supports inter-band Dual-Connectivity (DC) with UL MIMO or Tx diversity operation, the requirements are targeted for FWA form factor in current specification.
[bookmark: _Toc27475533][bookmark: _Toc29495124][bookmark: _Toc36116170][bookmark: _Toc36118219][bookmark: _Toc36560332][bookmark: _Toc43976829][bookmark: _Toc52213389][bookmark: _Toc60742845][bookmark: _Toc68206023][bookmark: _Toc75971819][bookmark: _Toc85051242][bookmark: _Toc90493238][bookmark: _Toc90493878][bookmark: _Toc100093901][bookmark: _Toc106872545][bookmark: _Toc163743282]4.3	Specification suffix information
Unless stated otherwise the following suffixes are used for indicating at 2nd level clause, shown in Table 4.3-1.
[bookmark: _CRTable4_31]Table 4.3-1: Definition of suffixes
	Clause suffix
	Variant

	None
	Single Carrier

	A
	Carrier Aggregation (CA) between FR1 and FR2

	B
	Dual-Connectivity (DC) with and without SUL including UL sharing from UE perspective, inter-band NR DC between FR1 and FR2

	D
	UL MIMO

	E
	V2X

	F
	Shared spectrum channel access

	H
	Dual-Connectivity (DC) with UL MIMO

	L
	Dual-Connectivity (DC) with Tx Diversity



<Unchanged Skipped>
[bookmark: _Toc27475567][bookmark: _Toc29495158][bookmark: _Toc36116204][bookmark: _Toc36118253][bookmark: _Toc36560366][bookmark: _Toc43976863][bookmark: _Toc52213430][bookmark: _Toc60742886][bookmark: _Toc68206066][bookmark: _Toc75971863][bookmark: _Toc85051286][bookmark: _Toc90493284][bookmark: _Toc90493924][bookmark: _Toc100093947][bookmark: _Toc106872591][bookmark: _Toc163743328]5.5B.4.1	Inter-band EN-DC configurations within FR1 (two bands)
[bookmark: _CRTable5_5B_4_11]Table 5.5B.4.1-1: Inter-band EN-DC configurations within FR1 (two bands)
	[bookmark: _Hlk516090533]EN-DC configuration
	Uplink EN-DC configuration
(NOTE 1)
	Single UL allowed
	DL interruption allowed
(Note 14)

	DC_1A_n3A
	DC_1A_n3A
	DC_1_n3
	

	DC_1A_n5A
	DC_1A_n5A
	No
	

	DC_1A_n7A
	DC_1A_n7A
	No
	

	DC_1A_n28A
	DC_1A_n28A
	No
	

	DC_1A_n41A7
	DC_1A_n41A
	No
	

	DC_1A_n77A7
	DC_1A_n77A
	DC_1_n77
	No

	DC_1A_n78A7
DC_1A_n78C7
	DC_1A_n78A
	No
	No

	DC_1A-1A_n78A
	DC_1A_n78A
	No
	

	DC_1A_n79A7
DC_1A_n79C7
	DC_1A_n79A
	No
	No

	DC_2A_n5A
	DC_2A_n5A
	No
	

	DC_2A-2A_n5A
	DC_2A_n5A
	No
	

	DC_2A_n41A
DC_2C_n41A
	DC_2A_n41A
DC_2C_n41A
	No
	

	DC_2A_n66A
	DC_2A_n66A
	DC_2_n66
	

	DC_2A_n71A
	DC_2A_n71A
	No
	

	DC_2A_n77A21
	DC_2A_n77A21
	DC_2_n77
	

	DC_2A_n77(2A) 21
	DC_2A_n77A21
	DC_2_n77
	

	DC_2A-2A_n77A21
	DC_2A_n77A21
	DC_2_n77
	

	DC_2A-2A_n77(2A) 21
	DC_2A_n77A21
	DC_2_n77
	

	DC_2A_n78A
	DC_2A_n78A
	DC_2_n78
	

	DC_3A_n1A
	DC_3A_n1A
	DC_3_n1
	

	DC_3A_n5A
	DC_3A_n5A
	DC_3_n5
	

	DC_3A_n7A
	DC_3A_n7A
	No
	

	DC_3A_n28A
	DC_3A_n28A
	No
	

	DC_3A_n41A7
	DC_3A_n41A
	DC_3_n41
	No

	DC_3A_n77A7
	DC_3A_n77A
	DC_3_n77
	No

	DC_3A_n78A7,23
DC_3A_n78C7
DC_3C_n78A7
	DC_3A_n78A21,23
	DC_3_n78
	No

	DC_3A_n79A7
DC_3A_n79C7
	DC_3A_n79A
	No
	No

	DC_5A_n2A
	DC_5A_n2A
	No
	

	DC_5A_n66A
	DC_5A_n66A
	DC_5_n66
	

	DC_5A_n77A21
	DC_5A_n77A21
	No
	

	DC_5A_n77(2A) 21
	DC_5A_n77A21
	No
	

	DC_5A_n78A7
DC_5A_n78C7
	DC_5A_n78A
	No
	No

	DC_7A_n1A
	DC_7A_n1A
	No
	

	DC_7A_n3A
	DC_7A_n3A
	No
	

	DC_7A_n5A
	DC_7A_n5A
	DC_7_n5
	

	DC_7A_n28A
	DC_7A_n28A
	No
	

	DC_7A_n66A
DC_7C_n66A
	DC_7A_n66A
	No
	

	DC_7A_n71A
	DC_7A_n71A
	No
	

	DC_7A_n77A7
	DC_7A_n77A
	No
	

	DC_7A_n78A7,24
DC_7C_n78A7
	DC_7A_n78A21,24
	No
	

	DC_7A-7A_n78A7, 21
	DC_7A_n78A21
	No
	

	DC_8A_n1A
	DC_8A_n1A
	No
	

	DC_8A_n3A
	DC_8A_n3A
	No
	

	DC_8A_n20A
	DC_8A_n20A
	Yes
	

	DC_8A_n41A7
	DC_8A_n41A
	No
	No

	DC_8A_n77A7
	DC_8A_n77A
	No
	No

	DC_8A_n78A7,24
	DC_8A_n78A21,24
	No
	No

	DC_8A_n94A
	DC_8A_n94A_ULSUP-TDM
	N/A
	

	DC_11A_n77A7
	DC_11A_n77A
	No
	No

	DC_11A_n78A7
	DC_11A_n78A
	No
	No

	DC_11A_n79A7
	DC_11A_n79A
	No
	

	DC_12A_n2A
	DC_12A_n2A
	No
	

	DC_12A_n5A
	DC_12A_n5A
	No
	

	DC_12A_n66A
	DC_12A_n66A
	No
	

	DC_12A_n77A21
	DC_12A_n77A21
	DC_12_n77
	

	DC_12A_n77(2A) 21
	DC_12A_n77A21
	DC_12_n77
	

	DC_12A_n78A
	DC_12A_n78A
	DC_12_n78
	

	DC_13A_n2A
	DC_13A_n2A
	No
	

	DC_13A_n66A
	DC_13A_n66A
	No
	

	DC_13A_n77A
	DC_13A_n77A
	No
	

	DC_14A_n2A
	DC_14A_n2A
	No
	

	DC_14A_n66A
	DC_14A_n66A
	No
	

	DC_14A_n77A21
	DC_14A_n77A21
	No
	

	DC_14A_n77(2A) 21
	DC_14A_n77A21
	No
	

	DC_18A_n77A7
	DC_18A_n77A
	No
	No

	DC_18A_n78A7
	DC_18A_n78A
	No
	No

	DC_18A_n79A7
	DC_18A_n79A
	No
	

	DC_19A_n1A
	DC_19A_n1A
	No
	

	DC_19A_n77A7
DC_19A_n77C7
	DC_19A_n77A
	No
	

	DC_19A_n78A7
DC_19A_n78C7
	DC_19A_n78A
	No
	No

	DC_19A_n79A7
	DC_19A_n79A
	No
	No

	DC_20A_n1A
	DC_20A_n1A
	No
	

	DC_20A_n3A
	DC_20A_n3A
	No
	

	DC_20A_n7A
	DC_20A_n7A
	DC_20_n7
	

	DC_20A_n8A
	DC_20A_n8A
	DC_20_n8
	

	DC_20A_n28A8,11,13
	DC_20A_n28A
	No
	

	DC_20A_n78A7,24
	DC_20A_n78A24
	No
	

	DC_20A_n92A
	DC_20A_n92A_ULSUP-TDM
	N/A
	

	DC_21A_n1A
	DC_21A_n1A
	No
	

	DC_21A_n28A17
	DC_21A_n28A
	DC_21_n28
	

	DC_21A_n77A7
	DC_21A_n77A
	No
	

	DC_21A_n78A7
DC_21A_n78C7
	DC_21A_n78A
	No
	No

	DC_21A_n79A7
DC_21A_n79C7
	DC_21A_n79A
	No
	No

	DC_25A_n41A
	DC_25A_n41A
	No
	

	DC_26A_n41A
	DC_26A_n41A
	No
	

	DC_26A_n77A7
	DC_26A_n77A
	No
	

	DC_26A_n78A7
	DC_26A_n78A
	No
	

	DC_26A_n79A7
	DC_26A_n79A
	No
	

	DC_28A_n3A
	DC_28A_n3A
	No
	

	DC_28A_n5A
	DC_28A_n5A
	No
	

	DC_28A_n7A
	DC_28A_n7A
	No
	

	DC_28A_n77A7
	DC_28A_n77A
	No
	No

	DC_28A_n78A7,24
DC_28A_n78C7
	DC_28A_n78A24
	No
	No

	DC_28A_n79A7
	DC_28A_n79A
	No
	

	DC_30A_n2A
	DC_30A_n2A
	No
	

	DC_30A_n5A
	DC_30A_n5A
	No
	

	DC_30A_n66A
	DC_30A_n66A
	No
	

	DC_30A_n77A21
	DC_30A_n77A21
	No
	

	DC_30A_n77(2A) 21
	DC_30A_n77A21
	No
	

	DC_38A_n78A7
	DC_38A_n78A
	No
	

	DC_39A_n41A3
DC_39C_n41A3
	DC_39A_n41A
DC_39C_n41A
	No
	No

	DC_39A_n79A7
	DC_39A_n79A
	No
	No

	DC_40A_n1A
	DC_40A_n1A
	No
	

	DC_40A_n41A3
	DC_40A_n41A
	No
	

	DC_40A_n78A
DC_40C_n78A
	DC_40A_n78A23
DC_40C_n78A
	No
	

	DC_40A_n79A7,12
DC_40C_n79A7,12
	DC_40A_n79A
	No
	No

	DC_41A_n28A7
	DC_41A_n28A
	No
	

	DC_41A_n77A
DC_41C_n77A
	DC_41A_n77A
	No
	

	DC_41A_n78A24
DC_41C_n78A
	DC_41A_n78A24
	No
	

	DC_41A_n79A6,7
	DC_41A_n79A
	No
	No

	DC_42A_n77A3,4,9,11
DC_42C_n77A3,4,9,11
DC_42D_n77A3,4,9,11
	N/A
	N/A
	

	DC_42A_n78A3,4,9,11
DC_42A_n78C3,4,9,11
DC_42C_n78A3,4,9,11
DC_42C_n78C3,4,9,11
DC_42D_n78A3,4,9,11
DC_42E_n78A3,4,9,11
	N/A
	N/A
	

	DC_42A_n79A9,15
DC_42A_n79C9,15
DC_42C_n79A9,15
DC_42C_n79C9,15
DC_42D_n79A9,15
DC_42E_n79A9,15
	N/A
	N/A
	

	DC_48A_n46A
	DC_48A_n46A
	No
	

	DC_48A_n5A
	DC_48A_n5A
	No
	

	DC_48A_n66A
	DC_48A_n66A
	No
	

	DC_66A_n2A
	DC_66A_n2A
	DC_66_n2
	

	DC_66A_n5A
	DC_66A_n5A
	DC_66_n5
	

	DC_66A-66A_n5A
	DC_66A_n5A
	DC_66_n5
	

	DC_66A_n25A
	DC_66A_n25A
	DC_66_n25
	

	DC_66A_n41A
	DC_66A_n41A
	No
	

	DC_66A_n71A
	DC_66A_n71A
	No
	

	DC_66A_n77A21
	DC_66A_n77A21
	DC_66_n77
	

	DC_66A_n77(2A) 21
	DC_66A_n77A21
	DC_66_n77
	

	DC_66A-66A_n77A21
	DC_66A_n77A21
	DC_66_n77
	

	DC_66A-66A_n77(2A) 21
	DC_66A_n77A21
	DC_66_n77
	

	DC_66A_n78A
	DC_66A_n78A
	No
	

	DC_71A_n2A
	DC_71A_n2A
	No
	

	DC_71A_n66A
	DC_71A_n66A
	No
	

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured PCell.
NOTE 3:	The minimum requirements apply only when there is non-simultaneous Tx/Rx operation between E-UTRA and NR carriers. This restriction applies also for these carriers when applicable EN-DC configuration is part of a higher order EN-DC configuration.
NOTE 4:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements for intra-band non-contiguous EN-DC apply for the Band 42/48 and Band n77/n78 combination. For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, when UE capability interBandContiguousMRDC is indicated, the minimum requirements for intra-band-contiguous EN-DC also should be met in addition to intra-band non-contiguous EN-DC. The intra-band requirements also apply for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.
NOTE 5:	The frequency range above 3600 MHz for Band n78 is not used in this combination.
NOTE 6:	The frequency range below 2506 MHz for Band 41 is not used in this combination.
NOTE 7:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability.
NOTE 8:	The frequency range in band n28 / 28 is restricted for this band combination to 703 - 733 MHz for the UL and 758-788 MHz for the DL.
NOTE 9:	The combination is not used alone as fallback mode of other band combinations in which UL in Band 42 is not used.
NOTE 10:	Void.
NOTE 11:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements for inter-band EN-DC apply when the maximum power spectral density imbalance between downlink carriers is within 6 dB. For UEs indicating interBandMRDC-WithOverlapDL-Bands-r16, the power imbalance requirement defined in clause 7.6B.2.6 of 38.101-3 [4] apply. For these UEs, the power spectral density imbalance condition also applies for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.
NOTE 12:	Applicable for frequency range above 4800 MHz for Band n79 in this combination.
NOTE 13:	For UEs not indicating interBandMRDC-WithOverlapDL-Bands-r16, the minimum requirements apply for synchronized DL carriers with a maximum receive time difference ≤ 3 usec. The requirements also apply for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.
NOTE 14:	Applicable when dynamic switching between two uplink carriers is conducted. The DL interruption requirements for NR DL carrier(s) and E-UTRA DL carrier(s) are specified in clause 8.2.1.2.14 of 38.133 [25] and clause 7.32.2.12 of 36.133 [12] respectively.
NOTE 15:	Simultaneous Rx/Tx capability does not apply for UEs supporting band 42 with a n77 implementation only. Same restrictions are applied to related higher order configurations.
NOTE 16: Reserved.
NOTE 17:	The frequency range in band n28 is restricted for this band combination to 728 - 738 MHz for the UL and 783 - 793 MHz for the DL. This restriction applies also for these band combinations when applicable EN-DC configuration is part of a higher order EN-DC configuration. Test Frequencies as specified in TS 38.508-1 [6] clause 4.3.1.
NOTE 18:	Reserved.
NOTE 19:	Reserved.
NOTE 20:	Reserved.
NOTE 21:	Minimum requirements for PC2 are applicable for this uplink EN-DC configuration in this downlink/uplink EN-DC configuration with 1Tx antenna connector in each band.
NOTE 22: The PC2 Uplink EN-DC configuration supported in Table 6.2B.1.3-1 is applicable to the same EN-DC configuration without additional indication of NOTE 21.
NOTE 23: Minimum requirements for Power Class 2 are applicable for this EN-DC configuration with 1Tx antenna connector in one band and 2Tx antenna connectors in the other band.
NOTE 24: Minimum requirements for Power Class 2 are applicable for this EN-DC configuration with 1Tx antenna connector in one band and 2Tx antenna connectors in the other band.



[bookmark: OLE_LINK34][bookmark: OLE_LINK33]<End of Changes>
