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<< Start of Changes >>
[bookmark: _Toc139369734]4.3.2	Performance conformance test cases for NB-IoT/eMTC NTN
Table 4.3.2-1: Applicability of Performance conformance test cases for NB-IoT/eMTC NTN, ref. TS 36.521-4 [20]
	Clause
	TC Title
	Release
	Applicability
	Tested Bands Selection
	Additional Information

	
	
	
	Condition
	Comment
	
	

	Performance Requirement

	8.2.1.1.1
	PDSCH in standalone mode under NTN fading conditions
	Rel-17
	C031
	UE supporting eMTC NTN in NGSO or both NGSO + GSO and UE category M1
	D01
	

	8.3.1.1.2
	Demodulation of NPDSCH (Cell-Specific Reference Symbols) in standalone for category NB1 and NB2
	Rel-17
	C03
	UE supporting NB-IoT NTN
	D02
	

	8.3.1.1.3
	Demodulation of NPDSCH (Cell-Specific Reference Symbols) in standalone for NB2
	Rel-17
	C04
	UE supporting NB-IoT NTN and category NB2
	D02
	

	8.3.1.2.1
	Demodulation of NPDCCH single-antenna performance for category NB1 and NB2
	Rel-17
	C05
	UE supporting NB-IoT NTN
	D02
	



Table 4.3.2-1a: Applicability of Performance conformance test cases Conditions for NB-IoT/eMTC NTN
	C01	IF (A.4.1-1/1a AND A.4.3-7/2) AND A.4.3-4aa/1 AND A.4.5-1/99 AND (A.4.5-1/103 OR (A.4.5-1/103 AND A.4.5-1/104)) THEN R ELSE N/A

	C02	IF (A.4.1-1/8b AND A.4.3-7/2) AND (A.4.3-4c/1 or A.4.3-4c/2) AND A.4.5-1/99 AND (A.4.5-1/103 OR (A.4.5-1/103 AND A.4.5-1/104)) THEN R ELSE N/A

	C03	IF (A.4.1-1/8b AND A.4.3-7/2) AND (A.4.3-4c/1 or A.4.3-4c/2) AND A.4.5-1/99 AND (A.4.5-1/103 OR A.4.5-1/104) THEN R ELSE N/A

	C04	IF (A.4.1-1/8b AND A.4.3-7/2) AND A.4.3-4c/2 AND A.4.5-1/99 AND (A.4.5-1/103 OR A.4.5-1/104) THEN R ELSE N/A

	C05	IF (A.4.1-1/8b AND A.4.3-7/2) AND (A.4.3-4c/1 or A.4.3-4c/2) AND A.4.5-1/99 AND (A.4.5-1/103 OR A.4.5-1/104) THEN R ELSE N/A



Table 4.3.2-1b: Tested Bands Selection Criteria of Performance conformance test cases for NB-IoT/eMTC NTN
	Code
	Selection
	Comment

	D01
	A.4.3-3 AND {255,256}
	eMTC NTN Band 255,256 if supported

	D02
	A.4.3-3 AND {255,256}
	NB-IoT NTN Band 255,256 if supported
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