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	Reason for change:
	As the default condition of MobilityFromNRCommand is for N1 to S1 handover, according to the requirements in TS 24.501 Cl. 9.10, the nas-SecurityParamFromNR shall contains the 8 LSB of DL NAS COUNT, but currently it is the 4 LSB.
This IE includes the NAS message sequence number (SN) which consists of the eight least significant bits of the NAS COUNT for a SECURITY PROTECTED 5GS NAS MESSAGE message.
The NAS message sequence number (SN) with the eight least significant bits of the NAS COUNT is also included in the Intra N1 mode NAS transparent container IE and in the N1 mode to S1 mode NAS transparent container IE.
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	Updated the nas-SecurityParamFromNR values for default and HO-TO-UTRA_FDD conditions.
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	IE nas-SecurityParamFromNR may have incorrect value by default.
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[bookmark: _CRTable4_6_18]Table 4.6.1-8: MobilityFromNRCommand
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromNRCommand ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    mobilityFromNRCommand SEQUENCE {
	
	
	

	      targetRAT-Type
	eutra
	
	

	
	utra-fdd-v1610
	
	HO-TO-UTRA_FDD

	      targetRAT-MessageContainer
	OCTET STRING including the RRCConnectionReconfiguration message according TS 36.508 [2], table 4.6.1-8 with condition HO-TO-EUTRA
	
	

	
	OCTET STRING including the Handover TO UTRAN message specified in TS 36.508 [2] Table 4.7B.1-1 with condition UTRA FDD PS RB
	
	HO-TO-UTRA_FDD

	      nas-SecurityParamFromNR
	The 84 LSB of the downlink NAS COUNT
	
	

	
	The 4 LSB of the downlink NAS COUNT
	
	HO-TO-UTRA_FDD

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	HO-TO-UTRA_FDD
	For Handover from NR to UTRA FDD
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