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[bookmark: _Toc20908865][bookmark: _Toc27677963][bookmark: _Toc36036985][bookmark: _Toc44398053][bookmark: _Toc52382239][bookmark: _Toc60687134][bookmark: _Toc68726291][bookmark: _Toc92287896][bookmark: _Toc92306297][bookmark: _Toc100443099][bookmark: _Toc163565743]5.2	Reference test conditions
[bookmark: _Toc20908866][bookmark: _Toc27677964][bookmark: _Toc36036986][bookmark: _Toc44398054][bookmark: _Toc52382240][bookmark: _Toc60687135][bookmark: _Toc68726292][bookmark: _Toc92287897][bookmark: _Toc92306298][bookmark: _Toc100443100][bookmark: _Toc163565744]5.2.1	General
Any For E-UTRA any frequency band can be used to provide the underlying communication bearer to carry the MCS communication. The requirements are defined in TS 36.508 [6].
[bookmark: _Toc20908867][bookmark: _Toc27677965][bookmark: _Toc36036987][bookmark: _Toc44398055][bookmark: _Toc52382241][bookmark: _Toc60687136][bookmark: _Toc68726293][bookmark: _Toc92287898][bookmark: _Toc92306299][bookmark: _Toc100443101][bookmark: _Toc163565745]5.2.2	On-network
There are no specific requirements to the UE on which the MCS client is installed when operating in on-network environment. The basic E-UTRA/EPC procedures shall be supported.
[bookmark: _Toc20908868][bookmark: _Toc27677966][bookmark: _Toc36036988][bookmark: _Toc44398056][bookmark: _Toc52382242][bookmark: _Toc60687137][bookmark: _Toc68726294][bookmark: _Toc92287899][bookmark: _Toc92306300][bookmark: _Toc100443102][bookmark: _Toc163565746]5.2.2.1	General
In on-network test scenarios, for UE testing, the system simulator (SS) provides radio connectivity and acts as MCX server, the UE (with the MCX client installed) is the system under test (SUT). Depending on the test case requirements there are different test configurations: Single cell configuration, multi-cell configuration and single cell configuration with MBMS.
[bookmark: _Hlk160203105]5.2.2.2	Test configuration for on-network UE testing
[bookmark: _Hlk160197495]5.2.2.2.1	Single cell configuration
System Simulator:
-	SS (MCX server)
-	One cell:
The cell belongs to the PLMN which is configured in the <HPLMN> element of the MCX Initial UE Configuration document (Table 5.5.8.1-1).
For E-UTRA the cell uses default system information as specified in TS 36.508 [6] clause 4.4.
IUT:
-	UE (MCX client)
-	The test USIM as defined in clause 5.5.10 is used.
5.2.2.2.2	Multi-cell configuration
System Simulator:
-	SS (MCX server)
-	Two or more cells:
The details of the multi-cell configuration (number of cells, PLMN, cell power) are specified in the test case.
For E-UTRA the cells use default system information as specified in TS 36.508 [6] clause 4.4.
IUT:
-	UE (MCX client)
-	The test USIM as defined in clause 5.5.10 is used.
5.2.2.2.3	Single cell configuration with MBMS
System Simulator:
-	SS (MCX server)
-	One cell:
The cell belongs to the PLMN which is configured in the <HPLMN> element of the MCX Initial UE Configuration document (Table 5.5.8.1-1).
For E-UTRA the cell uses system information combination 15 as defined in TS 36.508[6] clause 4.4.3.1; a pre-activated MBMS bearer exists.
IUT:
-	UE (MCX client)
-	The test USIM as defined in clause 5.5.10 is used.
5.2.3	Off-network
When operating in off-network environment a MCS client shall:
-	implement the procedures for ProSe direct discovery for public safety use as specified in 3GPP TS 24.334 [78];
-	implement the procedures for one-to-one ProSe direct communication for Public Safety use as specified in 3GPP TS 24.334 [78].
-	implement the procedures for one-to-many ProSe direct communication for Public Safety use as specified in 3GPP TS 24.334 [78].

