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<Start of first modified section>
–	MBS-SessionInfoList
[bookmark: _CRTable4_6_76]Table 4.6.7-6: MBS-SessionInfoList
	Derivation Path: TS 38.331 [6], clause 6.3.6

	Information Element
	Value/remark
	Comment
	Condition

	MBS-SessionInfoList-r17 ::= SEQUENCE (SIZE (0..maxNrofMBS-Session-r17)) OF MBS-SessionInfo-r17 {
	1 entry
	
	

	  MBS-SessionInfo-r17[1] SEQUENCE {
	
	
	

	    mbs-SessionId-r17
	TMGI with condition MBS_Broadcast
	
	

	    g-RNTI-r17
	RNTI-Value
	
	

	    mrb-ListBroadcast-r17 SEQUENCE (SIZE (1..maxNrofMRB-Broadcast-r17)) OF MRB-InfoBroadcast-r17 {
	1 entry
	
	

	      MRB-InfoBroadcast-r17[1] SEQUENCE {
	
	entry 1
	

	        pdcp-Config-r17 SEQUENCE {
	
	
	

	          pdcp-SN-SizeDL-r17
	Not present
	
	

	          headerCompression-r17 CHOICE {
	
	
	

	            notUsed
	NULL
	
	

	          }
	
	
	

	          t-Reordering-r17
	Not present
	
	

	        }
	
	
	

	        rlc-Config-r17 SEQUENCE {
	
	
	

	          logicalChannelIdentity-r17
	1
	
	

	          sn-FieldLength-r17
	Not present
	
	

	          t-Reassembly-r17
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    mtch-SchedulingInfo-r17
	Not present
	
	

	
	0
	
	DRX_MBS_Broadcast

	    mtch-NeighbourCell-r17
	Not present
	
	

	    pdsch-ConfigIndex-r17
	Not present
	
	

	    mtch-SSB-MappingWindowIndex-r17
	Not present
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	DRX_MBS_Broadcast
	DRX is used for MBS Broadcast test

	MBS_Broadcast
	MBS Broadcast service



–	MBS-SessionInfoListMulticast
Table 4.6.7-6A: MBS-SessionInfoListMulticast
	Derivation Path: TS 38.331 [6], clause 6.3.6

	Information Element
	Value/remark
	Comment
	Condition

	MBS-SessionInfoListMulticast-r18 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	



<End of modified section>

