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[bookmark: _Toc44324171][bookmark: _Toc60823564][bookmark: _Toc69306275][bookmark: _Toc76020263][bookmark: _Toc83720746][bookmark: _Toc27478174][bookmark: _Toc60825486][bookmark: _Toc52990365][bookmark: _Toc69309940][bookmark: _Toc36226886]6.5.2.4.2	UTRA ACLR
6.5.2.4.2.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to adjacent channels in terms of Adjacent Channel Leakage power Ratio (ACLR).
6.5.2.4.2.2	Test applicability
This test case applies for network signalling values NS_03U, NS_05U, NS_43U, and NS_100 to all types of NR Power Class 3 UE release 15 and forward that don’t support Tx diversity.
6.5.2.4.2.3	Minimum conformance requirements
UTRA adjacent channel leakage power ratio (UTRAACLR) is the ratio of the filtered mean power centred on the assigned NR channel frequency to the filtered mean power centred on an adjacent(s) UTRA channel frequency.
UTRAACLR is specified for the first adjacent UTRA channel (UTRAACLR1) which centre frequency is ± 2.5 MHz from NR channel edge and for the 2nd adjacent UTRA channel (UTRAACLR2) which centre frequency is ± 7.5 MHz from NR channel edge.
The UTRA channel power is measured with an RRC filter with roll-off factor =0.22 and bandwidth of 3.84 MHz. The assigned NR channel power is measured with a rectangular filter with measurement bandwidth specified in Table 6.5.2.4.1.3-1.
If the measured adjacent channel power is greater than - 50dBm then the UTRAACLR1 and UTRAACLR2 shall be higher than the value specified in Table 6.5.2.4.2.3-1.
UTRAACLR is not applicable to the power class 3 UE operating in Band n12, n14, n17, and n30.
UTRAACLR is not applicable to the power class 1 UE operating in Band n14, n41, n100 and n101.
Table 6.5.2.4.2.3-1: UTRA ACLR requirement
	
	Power class 3

	UTRAACLR1
	33 dB

	UTRAACLR2
	36 dB



UTRA ACLR requirement is applicable when signalled by the network with network signalling value indicated by the field additionalSpectrumEmission.
The normative reference for this requirement is TS 38.101-1 [2] clause 6.5.2.4.2.
<< END OF CHANGES >>


