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<Start of first modified section>
–	SL-BWP-ConfigCommon
[bookmark: _CRTable4_6_62]Table 4.6.6-2: SL-BWP-ConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-BWP-ConfigCommon-r16 ::= SEQUENCE {
	
	
	

	  sl-BWP-Generic-r16 SEQUENCE {
	
	
	

	    sl-BWP-r16
	BWP
	
	

	    sl-LengthSymbols-r16
	sym14
	All symbols in slot are used for SL
	

	
	sym12
	All symbols in slot are used for SL
	EXTENDED 

	    sl-StartSymbol-r16
	sym0
	
	

	    sl-PSBCH-Config-r16 
	Not present
	
	

	    sl-TxDirectCurrentLocation-r16
	Not present
	
	

	  }
	
	
	

	  sl-BWP-PoolConfigCommon-r16
	SL-BWP-PoolConfigCommon with RXPOOL and SELECTED
	
	

	}
	
	
	



	Condition
	Explanation

	EXTENDED
	When cyclicPrefix is configured in sl-BWP-r16, i.e. extended CP is used



–	SL-BWP-DiscPoolConfig
Table 4.6.6-2A: SL-BWP-DiscPoolConfig
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-BWP-DiscPoolConfig-r17 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	



–	SL-BWP-DiscPoolConfigCommon
Table 4.6.6-2B: SL-BWP-DiscPoolConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-BWP-DiscPoolConfigCommon-r17 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	



<End of modified section>

