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<Start of Changed Section>
–	uuMessageTransferSidelink
[bookmark: _CRTable4_6_1A8]Table 4.6.1A-8: uuMessageTransferSidelink
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	uuMessageTransferSidelink ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    uuMessageTransferSidelink-r17 SEQUENCE {
	
	
	

	      sl-PagingDelivery-r17
	Not present
	
	

	      sl-PagingDelivery-r17
	FFSOCTET STRING containing PagingRecord specified in Table 4.6.1-9
	
	Paging

	      sl-SIB1-Delivery-r17
	Not present
	
	

	      sl-SIB1-Delivery-r17
	OCTET STRING containing SIB1 specified in Table 4.6.1-28
	
	SIB1

	      sl-SystemInformationDelivery-r17
	Not present
	
	

	      sl-SystemInformationDelivery-r17
	OCTET STRING containing SystemInformation specified in Table 4.6.1-29
	
	SystemInformation

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	Paging
	PagingRecord relevant to the L2 U2N Remote UE is transferred

	SIB1
	SIB1 relevant to the L2 U2N Remote UE is transferred

	SystemInformation
	SIBs relevant to the L2 U2N Remote UE is transferred



<End of Changed Section>
