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<Start of Changes>
6.2L.3.2	UE maximum output power reduction for inter-band UL CA with Tx Diversity
6.2L.3.2.1	Test purpose
To verify that the error of the UE maximum output power does not exceed the range prescribed by the specified maximum output power with MPR and tolerance.
An excess maximum output power has the possibility to interfere to other channels or other systems. A small maximum output power decreases the coverage area.
6.2L.3.2.2	Test applicability
This test case applies to all types of NR UE release 17 and forward that support inter-band UL CA with Tx Diversity.
6.2L.3.2.3	Minimum conformance requirements
For inter-band UL CA with Tx Diversity in one of the two frequency bands, the requirements in clause 6.2G.2 apply for the component carrier configured with Tx Diversity and the requirements in clause 6.2.2 apply for the other component carrier.
The normative reference for this requirement is TS 38.101-1 [2] clause 6.2L.3.2.
6.2L.3.2.4	Test procedure
This test is covered by clauses 6.2.2 UE maximum output power reduction and 6.2G.2 UE maximum output power reduction for Tx Diversity.
6.2L.3.2.5	Test requirements
Same test requirement as 6.2G.2 for the band supporting Tx Diversity and 6.2.2 for the other band.

6.2L.3.3	UE additional maximum output power reduction for inter-band UL CA with Tx Diversity
6.2L.3.3.1	Test purpose
Additional emission requirements for CA can be signalled by the network. Each additional emission requirement is associated with a unique network signalling (NS) value indicated in RRC signalling by an NR frequency band number of the applicable operating band and an associated value in the field additionalSpectrumEmission. Throughout this specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR frequency band number of the applicable operating band, the IE freqBandIndicatorNR and an associated value of additionalSpectrumEmission in the relevant RRC information elements [6].
6.2L.3.3.2	Test applicability
This test case applies to all types of NR UE release 17 and forward that support inter-band UL CA with Tx Diversity.
6.2L.3.3.3	Minimum conformance requirements
For inter-band UL CA with Tx Diversity in one of the two frequency bands, unless specified in Table 6.2A.3.0.3-1, the requirements in clause 6.2.3 apply only to the indicated carrier.
The normative reference for this requirement is TS 38.101-1 [2] clause 6.2L.3.3.
6.2L.3.3.4	Test procedure
This test is covered by clauses 6.2.3 UE additional maximum output power reduction and 6.2G.3 UE additional maximum output power reduction for Tx Diversity.
6.2L.3.3.5	Test requirements
Same test requirement as 6.2G.3 for the band supporting Tx Diversity and 6.2.3 for the other band.

6.2L.3.4	Configured transmitted power for inter-band UL CA with Tx Diversity
6.2L.3.4.1	Test purpose
To verify that the total measured UE configured maximum output power PUMAX in two uplink carrier aggregation is within the specified bounds.
6.2L.3.4.2	Test applicability
This test case applies to all types of NR UE release 17 and forward that support inter-band UL CA with Tx Diversity.
6.2L.3.4.3	Minimum conformance requirements
For inter-band UL CA with Tx Diversity in one of the two frequency bands, the requirements in clause 6.2A.4.1.3 apply except that:
-	PPowerClass,CA is the maximum UE power specified in Table 6.2L.3.1-1 without taking into account the tolerance;
-	MPRc and A-MPRc are specified in clause 6.2G.2 and clause 6.2G.3 respectively for the component carrier configured with Tx Diversity.
-	ΔPPowerClass,CA:
–	For a power class 2 UE, it is 3dB when the requirements of default power class are applied as specified in sub-clause 6.2.J.3.1, otherwise ΔPPowerClass, CA = 0 dB;
–	For a power class 1.5 UE, it is 6dB when the requirements of default power class are applied as specified in sub-clause 6.2.J.3.1; and it is 3dB when the requirements of power class 2 are applied as specified in sub-clause 6.2.J.3.1; otherwise ΔPPowerClass, CA = 0 dB;
The normative reference for this requirement is TS 38.101-1 [2] clause 6.2L.3.4.
6.2L.3.4.4	Test procedure
This test is covered by clauses 6.2.4 Configured transmitted power and 6.2G.4 Configured transmitted power for Tx Diversity.
6.2L.3.4.5	Test requirements
Same test requirement as 6.2G.4 for the band supporting Tx Diversity and 6.2.4 for the other band.
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