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[bookmark: _Toc21621494][bookmark: _Toc29297108][bookmark: _Toc36149309][bookmark: _Toc44092887][bookmark: _Toc44093436][bookmark: _Toc44094259][bookmark: _Toc44094538][bookmark: _Toc52295954][bookmark: _Toc59027660][bookmark: _Toc69328154][bookmark: _Toc75989792][bookmark: _Toc75992898][bookmark: _Toc76018675][bookmark: _Toc84513748][bookmark: _Toc84514312]6.7.9.0	Minimum conformance requirements
[bookmark: _Toc36149301][bookmark: _Toc44092879][bookmark: _Toc44093428][bookmark: _Toc44094251][bookmark: _Toc44094530][bookmark: _Toc52295946][bookmark: _Toc59027652][bookmark: _Toc69328146][bookmark: _Toc75989784][bookmark: _Toc75992890][bookmark: _Toc76018667][bookmark: _Toc84513740][bookmark: _Toc84514304]6.7.9.0.1	Minimum conformance requirements for CSI-RS based CMR and no dedicated IMR configured and CSI-RS resource set with repetition off
The UE shall be capable of performing L1-SINR measurements with the CSI-RS configured as CMR and no dedicated resource configured as IMR for L1-SINR computation, and the UE physical layer shall be capable of reporting L1-SINR measured over the measurement period of TL1-SINR_Measurement_Period_CSI-RS_CMR_Only.
The value of TL1-SINR_Measurement_Period_CSI-RS_CMR_Only is defined in Table 6.7.9.0.1-1 for FR1 and in Table 6.7.9.0.1-2 for FR2, where
For the value of M,
-	For periodic and semi-persistent CSI-RS resources as CMR, M=1 if higher layer parameter timeRestrictionForChannelMeasurement is configured, and M=3 otherwise;
-	For aperiodic CSI-RS resources as CMR, M=1.
For the value of N in FR2
-	For periodic CSI-RS resources as CMR in a resource set configured with higher layer parameter repetition set to OFF, N=1. The requirements apply if qcl-InfoPeriodicCSI-RS is configured for all the resources in the resource set and for each resource one RS has QCL-TypeD with 
-	SSB for L1-RSRP or L1-SINR measurement, or 
-	another CSI-RS in resource set configured with repetition ON.
-	For periodic CSI-RS resources as CMR in a resource set configured with higher layer parameter repetition set to ON, N=ceil(maxNumberRxBeam / Nres_per_set), where Nres_per_set is number of resources in the resource set. The requirements apply provided qcl-InfoPeriodicCSI-RS is configured for all resources in the resource set.
-	For semi-persistent CSI-RS resources as CMR in a resource set configured with higher layer parameter repetition set to OFF, N=1. The requirements apply provided TCI state is provided for all resources in the resource set in the MAC CE activating the resource set and for each resource has QCL-TypeD with 
-	SSB for L1-RSRP or L1-SINR measurement, or 
-	another CSI-RS in resource set configured with repetition ON.
-	For semi-persistent CSI-RS resources as CMR in a resource set configured with higher layer parameter repetition set to ON, N=ceil(maxNumberRxBeam / Nres_per_set), where Nres_per_set is number of resources in the resource set. The requirements apply provided TCI state is provided for all resources in the resource set in the MAC CE activating the resource set.
-	For aperiodic CSI-RS resources as CMR in a resource set configured with higher layer parameter repetition set to OFF, N=1. The requirements apply provided qcl-info is configured for all resources in the resource set and for each resource has QCL-TypeD with 
-	SSB for L1-RSRP or L1-SINR measurement, or 
-	another CSI-RS in resource set configured with repetition ON.
-	For aperiodic CSI-RS resources as CMR in a resource set configured with higher layer parameter repetition set to ON, N=1. UE is not required to meet the accuracy requirements in clause 10.1.28.1 and 10.1.28.3 of TS 38.133 [6] if number of resources in the resource set is smaller than maxNumberRxBeam. The requirements apply provided qcl-info is configured for all resources in the resource set.
For the value of P in FR1,
-	P=, when in the monitored cell there are measurement gaps configured for intra-frequency, inter-frequency or inter-RAT measurements, which are overlapping with some but not all occasions of the CSI-RS; and
-	P=1 when in the monitored cell there are no measurement gaps overlapping with any occasion of the CSI-RS.
For the value of P in FR2,
-	P=1, when CSI-RS is not overlapped with measurement gap and also not overlapped with SMTC occasion.
-	P=, when CSI-RS is partially overlapped with measurement gap and CSI-RS is not overlapped with SMTC occasion (TCSI-RS < MGRP)
-	P=, when CSI-RS is not overlapped with measurement gap and CSI-RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod).
-	P=3, when CSI-RS is not overlapped with measurement gap and CSI-RS is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod).
-	P=, when CSI-RS is partially overlapped with measurement gap and CSI-RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and
-	TSMTCperiod ≠ MGRP or
-	TSMTCperiod = MGRP and TCSI-RS < 0.5*TSMTCperiod
-	P=, when CSI-RS is partially overlapped with measurement gap and CSI-RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and TSMTCperiod = MGRP and TCSI-RS = 0.5*TSMTCperiod
-	P=, when CSI-RS is partially overlapped with measurement gap (TCSI-RS < MGRP) and CSI-RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is partially or fully overlapped with measurement gap.
-	P=, when CSI-RS is partially overlapped with measurement gap and CSI-RS is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod) and SMTC occasion is partially overlapped with measurement gap (TSMTCperiod < MGRP)
Where:
	TSMTCperiod = the configured SMTC1 period or SMTC2 period if configured.
	TCSI-RS = the periodicity of CSI-RS configured for L1-SINR measurement
If the high layer in TS 38.331 [2] signalling of smtc2 is configured, TSMTCperiod corresponds to the value of higher layer parameter smtc2; Otherwise TSMTCperiod corresponds to the value of higher layer parameter smtc1.
Note: The overlap between CSI-RS for L1-SINR measurement and SMTC means that CSI-RS for L1-SINR measurement is within the SMTC window duration.
Longer evaluation period would be expected if the combination of CSI-RS, SMTC occasion and measurement gap configurations does not meet pervious conditions.
[bookmark: _CRTable6_7_9_0_11]Table 6.7.9.0.1-1: Measurement period TL1-SINR_Measurement_Period_CSI-RS_CMR_Only for FR1
	Configuration
	TL1-SINR_Measurement_Period_CSI-RS_CMR_Only (ms) 

	non-DRX
	max(TReport, ceil(M*P)*TCSI-RS)

	DRX cycle ≤ 320ms
	max(TReport, ceil(1.5*M*P)*max(TDRX,TCSI-RS))

	DRX cycle > 320ms
	ceil(M*P)*TDRX

	Note 1:	TCSI-RS is the periodicity of CSI-RS configured for L1-SINR measurement. TDRX is the DRX cycle length. TReport is configured periodicity for reporting.
Note 2:	the requirements are applicable provided that the CSI-RS resource configured for L1-SINR measurement is transmitted with Density = 3.



[bookmark: _CRTable6_7_9_0_12]Table 6.7.9.0.1-2: Measurement period TL1-SINR_Measurement_Period_CSI-RS_CMR_Only for FR2
	Configuration
	TL1-SINR_Measurement_Period_CSI-RS_CMR_Only (ms) 

	non-DRX
	max(TReport, ceil(M*P*N)*TCSI-RS)

	DRX cycle ≤ 320ms
	max(TReport, ceil(1.5*M*P*N)*max(TDRX,TCSI-RS))

	DRX cycle > 320ms
	ceil(M*P*N)*TDRX

	Note 1:	TCSI-RS is the periodicity of CSI-RS configured for L1-SINR measurement. TDRX is the DRX cycle length. TReport is configured periodicity for reporting.
Note 2:	the requirements are applicable provided that the CSI-RS resource configured for L1-SINR measurement is transmitted with Density = 3.



The accuracy requirements in Table 6.7.9.0.1-3 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [182] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.1 for a corresponding Band for each relevant CSI-RS based CMR.
-	The bandwidth of CSI-RS as CMR is 48 PRBs and the density is 3.
-	AWGN radio propagation conditions.
The performance with larger bandwidth of CSI-RS as CMR is equal to or better than the accuracy requirements in Table 6.7.9.0.1-3.
[bookmark: _CRTable6_7_9_0_13][bookmark: _Hlk63014419]Table 6.7.9.0.1-3: L1-SINR absolute accuracy for CSI-RS based CMR only in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS 
CMR
Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	±5.5
	±6.5
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.



The normative reference for this requirement is TS 38.133 [6] clauses 9.8.4.1 and 10.1.27.1.
6.7.9.0.2	Minimum conformance requirements for SSB based CMR and dedicated IMR
The UE shall be capable of performing L1-SINR measurements with the SSB configured as CMR and dedicated resource configured as IMR for L1-SINR computation, in which the NZP-CSI-RS or CSI-IM resource configured as dedicated IMR shall be 1-to-1 mapped to SSB configured as CMR, with the same periodicity. The UE physical layer shall be capable of reporting L1-SINR measured over the measurement period of TL1-SINR_Measurement_Period_SSB_CMR_IMR.
[bookmark: OLE_LINK462][bookmark: OLE_LINK464]The requirements in this clause are not applicable if NZP-CSI-RS or CSI-IM resource configured as dedicated IMR is scheduled with different periodicity as SSB configured as CMR.
The value of TL1-SINR_Measurement_Period_SSB_CMR_IMR is defined in Table 6.7.9.0.2-1 for FR1 and in Table 6.7.9.0.2-2 for FR2, where
For the value of M
-	For periodic or semi-persistent NZP CSI-RS or CSI-IM resource as dedicated IMR, M=1 if the higher layer parameters timeRestrictionForChannelMeasurements and/or timeRestrictionForInterferenceMeasurements are configured, and M=3 otherwise;
For the value of N in FR2
-	N = 8.
P is defined as the maximum value between PCMR and PIMR, i.e., P = max(PCMR, PIMR), where
-	the value of PCMR shall be derived in the same way as the value of P used for SSB based L1-RSRP measurement in clause 9.5.4.1 of TS 38.133 [6], in which the occasions and period of the SSB for CMR shall be used instead. 
-	the value of PIMR shall be derived in the same way as the value of P used for CSI-RS based L1-RSRP measurement in clause 9.5.4.2 of TS 38.133 [6], in which the occasions and period of the NZP CSI-RS for NZP-IMR or CSI-IM for ZP-IMR shall be used instead. 
Longer evaluation period would be expected if the combination of SSB, SMTC occasion and measurement gap configurations does not meet pervious conditions.
For L1-SINR measurement with SSB as CMR and CSI-RS or CSI-IM as IMR, the requirement shall apply if the CSI-RS is configured as IMR with repetition field as “repetition = OFF” or CSI-IM is configured as IMR.
For L1-SINR measurement with SSB as CMR and CSI-RS/CSI-IM as IMR, no requirement shall apply if SSB occasions for CMR or CSI-RS/CSI-IM occasions for IMR are fully overlapped with the configured measurement gap  
[bookmark: _CRTable6_7_9_0_21]Table 6.7.9.0.2-1: Measurement period TL1-SINR_Measurement_Period_SSB_CMR_IMR for FR1
	Configuration
	TL1-SINR_Measurement_Period_SSB_CMR_IMR (ms) 

	non-DRX
	max(TReport, ceil(M*P)*TSSB)

	DRX cycle ≤ 320ms
	max(TReport, ceil(1.5*M*P)*max(TDRX,TSSB))

	DRX cycle > 320ms
	ceil(M*P)*TDRX

	Note 1:	TSSB = ssb-periodicityServingCell is the periodicity of the SSB-Index configured for L1-SINR channel measurement. TDRX is the DRX cycle length. TReport is configured periodicity for reporting.
Note 2:	The requirements are applicable provided that the CSI-RS resource configured for interference measurement shall be 1-to-1 mapped to SSB configured for channel measurement, with the same periodicity.



[bookmark: _CRTable6_7_9_0_22]Table 6.7.9.0.2-2: Measurement period TL1-SINR_Measurement_Period_SSB_CMR_IMR for FR2
	Configuration
	TL1-SINR_Measurement_Period_SSB_CMR_IMR (ms) 

	non-DRX
	max(TReport, ceil(M*P*N)*TSSB)

	DRX cycle ≤ 320ms
	max(TReport, ceil(1.5*M*P*N)*max(TDRX,TSSB))

	DRX cycle > 320ms
	ceil(1.5*M*P*N)*TDRX

	Note 1:	TSSB = ssb-periodicityServingCell is the periodicity of the SSB-Index configured for L1-SINR measurement. TDRX is the DRX cycle length. TReport is configured periodicity for reporting.
Note 2:	The requirements are applicable provided that the CSI-RS resource configured for interference measurement shall be 1-to-1 mapped to SSB configured for channel measurement, with the same periodicity.



The accuracy requirements in Tables 6.7.9.0.2-3 and 6.7.9.0.2-4 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [182] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.2 for a corresponding Band for each relevant SSB based CMR and IMR.
[bookmark: _Hlk53385889]-	The bandwidth of NZP-IMR and ZP-IMR is 48 PRBs and the density is 3.
-	AWGN radio propagation conditions.
The performance with larger bandwidth of NZP-IMR and ZP-IMR is equal to or better than the accuracy requirements in Tables 6.7.9.0.2-3 and 6.7.9.0.2-4.
[bookmark: _CRTable6_7_9_0_23]Table 6.7.9.0.2-3: L1-SINR absolute accuracy for SSB based CMR and NZP-IMR in FR1
	[bookmark: _Hlk63015785]Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB- 
CMR
Ês/Iot
	NZP-IMR
Ês/Iot
	Io Note 1 range

	
	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	±4.0
	±5.0
	0
	0
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.



[bookmark: _CRTable6_7_9_0_24]Table 6.7.9.0.2-4: L1-SINR absolute accuracy for SSB based CMR and ZP-IMR in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB- 
CMR
Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	±4.5
	±5.5
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.



The normative reference for this requirement is TS 38.133 [6] clauses 9.8.4.2 and 10.1.27.2.
6.7.9.0.3	Minimum conformance requirements for CSI-RS based CMR and dedicated IMR
The UE shall be capable of performing L1-SINR measurements with the CSI-RS resource configured as CMR and dedicated resource configured as IMR for L1-SINR computation, in which the NZP-CSI-RS or CSI-IM resource configured as dedicated IMR shall be 1-to-1 mapped to CSI-RS resource configured as CMR, with the same periodicity. The UE physical layer shall be capable of reporting L1-SINR measured over the measurement period of TL1-SINR_Measurement_Period_CSI-RS_CMR_IMR. 
The requirements in this clause are not applicable if NZP-CSI-RS or CSI-IM resource configured as dedicated IMR is scheduled with different periodicity as CSI-RS resource configured as CMR.
The value of TL1-SINR_Measurement_Period_CSI-RS_CMR_IMR is defined in Table 6.7.9.0.3-1 for FR1 and in Table 6.7.9.0.3-2 for FR2, where
For the value of M,
-	M=1 shall be applied if
-	aperiodic NZP-CSI-RS as CMR or dedicated IMR, or
-	aperiodic CSI-IMR as dedicated IMR, or
-	periodic and semi-persistent NZP-CSI-RS as CMR or dedicated IMR and the higher layer parameters timeRestrictionForChannelMeasurement and/or timeRestrictionForInterferenceMeasurements are configured, or
-	periodic and semi-persistent CSI-IM as dedicated IMR and the higher layer parameters timeRestrictionForChannelMeasurement and/or timeRestrictionForInterferenceMeasurements are configured;
-	M=3 otherwise.
For the value of N in FR2
-	For periodic CSI-RS resources as CMR in a resource set configured with higher layer parameter repetition set to OFF, N=1. The requirements apply if qcl-InfoPeriodicCSI-RS is configured for all the resources in the resource set and for each resource one RS has QCL-TypeD with 
-	SSB for L1-RSRP or L1-SINR measurement, or
-	another CSI-RS in resource set configured with repetition ON.
-	For periodic CSI-RS resources as CMR in a resource set configured with higher layer parameter repetition set to ON, N=ceil(maxNumberRxBeam / Nres_per_set), where Nres_per_set is number of resources in the resource set. The requirements apply provided qcl-InfoPeriodicCSI-RS is configured for all resources in the resource set.
-	For semi-persistent CSI-RS resources as CMR in a resource set configured with higher layer parameter repetition set to OFF, N=1. The requirements apply provided TCI state is provided for all resources in the resource set in the MAC CE activating the resource set and for each resource has QCL-TypeD with
-	SSB for L1-RSRP or L1-SINR measurement, or
-	another CSI-RS in resource set configured with repetition ON.
-	For semi-persistent CSI-RS resources as CMR in a resource set configured with higher layer parameter repetition set to ON, N=ceil(maxNumberRxBeam / Nres_per_set), where Nres_per_set is number of resources in the resource set. The requirements apply provided TCI state is provided for all resources in the resource set in the MAC CE activating the resource set.
-	For aperiodic CSI-RS resources as CMR in a resource set configured with higher layer parameter repetition set to OFF, N=1. The requirements apply provided qcl-info is configured for all resources in the resource set and for each resource has QCL-TypeD with
-	SSB for L1-RSRP or L1-SINR measurement, or
-	another CSI-RS in resource set configured with repetition ON.
-	For aperiodic CSI-RS resources as CMR in a resource set configured with higher layer parameter repetition set to ON, N=1. UE is not required to meet the accuracy requirements in clause 10.1.28.1 and 10.1.28.3 of TS 38.133 [6] if number of resources in the resource set is smaller than maxNumberRxBeam. The requirements apply provided qcl-info is configured for all resources in the resource set.
P is defined as the maximum value between PCMR and PIMR, i.e., P = max(PCMR, PIMR), where
-	The value of PCMR and PIMR shall be derived in the same way as the value of P used for CSI-RS based L1-RSRP measurement in clause 9.5.4.2 of TS 38.133 [6], in which the occasions and period of the CSI-RS for CMR and NZP CSI-RS for NZP-IMR or CSI-IM for ZP-IMR shall be used instead respectively.
Longer evaluation period would be expected if the combination of CSI-RS, SMTC occasion and measurement gap configurations does not meet pervious conditions.
For L1-SINR measurement with CSI-RS as CMR and CSI-RS as IMR, the requirement shall apply only if CSI-RS resources as CMR and IMR are configured with the same repetition field and the number of CSI-RS resources in the resource sets for CMR and IMR are same.
For L1-SINR measurement with CSI-RS as CMR and CSI-IM as IMR, the requirement shall apply only if the number of CSI-RS resources in the resource set for CMR and the number of CSI-IM resources in the resource set for IMR are same.
For L1-SINR measurement with CSI-RS as CMR and CSI-RS/CSI-IM as IMR, no requirement shall apply if CSI-RS occasions for CMR or CSI-RS/CSI-IM occasions for IMR are fully overlapped with the configured measurement gap.
[bookmark: _CRTable6_7_9_0_31]Table 6.7.9.0.3-1: Measurement period TL1-SINR_Measurement_Period_CSI-RS_CMR_IMR for FR1
	Configuration
	TL1-SINR_Measurement_Period_CSI-RS_CMR_IMR (ms) 

	non-DRX
	max(TReport, ceil(M*P)*TCSI-RS)

	DRX cycle ≤ 320ms
	max(TReport, ceil(1.5*M*P)*max(TDRX,TCSI-RS))

	DRX cycle > 320ms
	ceil(M*P)*TDRX

	Note 1:	TCSI-RS is the periodicity of CSI-RS configured for L1-SINR measurement. TDRX is the DRX cycle length. TReport is configured periodicity for reporting.
Note 2:	the requirements are applicable provided that the CSI-RS resource configured for L1-SINR measurement is transmitted with Density = 3.
Note 3:	The requirements are applicable provided that the CSI-RS resource configured for interference measurement shall be 1-to-1 mapped to CSI-RS configured for channel measurement, with the same periodicity.



[bookmark: _CRTable6_7_9_0_32]Table 6.7.9.0.3-2: Measurement period TL1-SINR_Measurement_Period_CSI-RS_CMR_IMR for FR2
	Configuration
	TL1-SINR_Measurement_Period_CSI-RS_CMR_IMR (ms) 

	non-DRX
	max(TReport, ceil(M*P*N)*TCSI-RS)

	DRX cycle ≤ 320ms
	max(TReport, ceil(1.5*M*P*N)*max(TDRX,TCSI-RS))

	DRX cycle > 320ms
	ceil(M*P*N)*TDRX

	Note 1:	TCSI-RS is the periodicity of CSI-RS configured for L1-SINR measurement. TDRX is the DRX cycle length. TReport is configured periodicity for reporting.
Note 2:	the requirements are applicable provided that the CSI-RS resource configured for L1-SINR measurement is transmitted with Density = 3.
Note 3:	The requirements are applicable provided that the CSI-RS resource configured for interference measurement shall be 1-to-1 mapped to CSI-RS configured for channel measurement, with the same periodicity.



The accuracy requirements in Tables 6.7.9.0.3-3 and 6.7.9.0.3-4 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [182] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.3 for a corresponding Band for each relevant CSI-RS based CMR and IMR.
-	The bandwidth of CSI-RS as CMR, NZP-IMR and ZP-IMR is 48 PRBs and the density is 3.
-	AWGN radio propagation conditions.
The performance with larger bandwidth of CSI-RS as CMR, NZP-IMR and ZP-IMR is equal to or better than the accuracy requirements in Tables 6.7.9.0.3-3 and 6.7.9.0.3-4.
[bookmark: _CRTable6_7_9_0_33]Table 6.7.9.0.3-3: L1-SINR absolute accuracy for CSI-RS based CMR and NZP-IMR in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS CMR Ês/Iot
	NZP-IMR
Ês/Iot
	Io Note 1 range

	
	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	±4.0
	±5.0
	0
	0
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.



[bookmark: _CRTable6_7_9_0_34]Table 6.7.9.0.3-4: L1-SINR absolute accuracy for CSI-RS based CMR and ZP-IMR in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS CMR Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	±4.5
	±5.5
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.



The normative reference for this requirement is TS 38.133 [6] clauses 9.8.4.3 and 10.1.27.3.
< End of changes >

