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[bookmark: _Hlk122953904]-------- Start of change --------

[bookmark: _Toc27419191][bookmark: _Toc36040067][bookmark: _Toc43900799][bookmark: _Toc51768022][bookmark: _Toc58241945][bookmark: _Toc68076598][bookmark: _Toc75369788][bookmark: _Toc90490559][bookmark: _Toc100141932][bookmark: _Toc146804991]4.1	Protocol conformance test cases applicability
…
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability Condition
	Applicability Comment

	8
	RRC
	
	
	

	8.1
	NR RRC
	
	
	

	8.1.1
	RRC connection management procedures
	
	
	

	8.1.1.1
	Paging
	
	
	

	8.1.1.1.1
	RRC / Paging for connection / Multiple paging records
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.1.2
	RRC / Paging for connection / Shared network environment
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.1a
	Paging Early Indication and Subgrouping
	
	
	

	8.1.1.1a.1
	Paging Early Indication with Subgrouping / RRC_IDLE / lastUsedCellOnly not configured / Subgroup ID selection
	Rel-17
	C224
	UEs supporting 5G Core and PEI

	8.1.1.1a.2
	Paging Early Indication with Subgrouping / RRC_INACTIVE / lastUsedCellOnly configured
	Rel-17
	C239
	UEs supporting 5G Core and RRC_INACTIVE and PEI

	8.1.1.1a.3
	Paging Early Indication without Subgrouping / RRC_IDLE
	Rel-17
	C224
	UEs supporting 5G Core and PEI

	Unchanged rows skipped

	8.2.3.18
	Conditional PSCell change
	
	
	

	8.2.3.18.1
	Conditional PSCell change / Success / EN-DC
	Rel-16
	C153
	UEs supporting EN-DC and Conditional PSCell change

	8.2.3.18.2
	Conditional PSCell change / Failure / EN-DC
	Rel-16
	C153
	UEs supporting EN-DC and Conditional PSCell change

	8.2.3.18.3
	Conditional PSCell change / PCell change / PSCell change / EN-DC
	Rel-16
	C153
	UEs supporting EN-DC and Conditional PSCell change

	8.2.3.18.4
	MN initiated inter-SN Conditional PSCell change / Success / EN-DC
	Rel-17
	C153A
	UEs supporting EN-DC and MN initiated conditional PSCell change

	8.2.3.18.5
	MN initiated inter-SN Conditional PSCell change / Success / NR-DC
	Rel-17
	C153B
	UEs supporting NR-DC and MN initiated conditional PSCell change

	8.2.3.18.6
	SN initiated inter-SN Conditional PSCell change / Success / EN-DC
	Rel-17
	C153C
	UEs supporting EN-DC and SN initiated conditional PSCell change

	8.2.3.18.7
	SN initiated inter-SN Conditional PSCell change / Success / NR-DC
	Rel-17
	C153D
	UEs supporting NR-DC and SN initiated conditional PSCell change



----- End of change ------

-------- Start of change --------

[bookmark: _Toc146804992]4.2	Protocol conformance test cases applicability conditions
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	C02
	IF A.4.3.4-1/2 OR A.4.3.4-1/3 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM Mode

	C03
	IF A.4.3.5-1/1 THEN R ELSE N/A
	UEs supporting 5GS and Long DRX Cycle

	C04
	IF A.4.3.5-1/2 THEN R ELSE N/A
	UEs supporting 5GS and short DRX cycle

	C05
	IF A.4.3.4-1/3 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM with 6-bit length of RLC sequence number

	C06
	IF A.4.3.4-1/2 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM with 12-bit length of RLC sequence number

	C07
	IF A.4.3.4-1/1 THEN R ELSE N/A
	UEs supporting 5GS and RLC AM with 12-bit length of RLC sequence number

	Unchanged rows skipped

	C153
	IF A.4.1-3/2 AND A.4.3.8-1/19 THEN R ELSE N/A
	UEs supporting EN-DC and conditional PSCell change

	C153A
	IF A.4.1-3/2 AND (A.4.3.8-1/29 OR A.4.3.8-1/30 OR A.4.3.8-1/31)
	UEs supporting EN-DC and MN initiated conditional PSCell change

	C153B
	IF A.4.1-3/1 AND A.4.3.8-1/28
	UEs supporting NR-DC and MN initiated conditional PSCell change

	C153C
	IF A.4.1-3/2 AND (A.4.3.8-1/NOK2 OR A.4.3.8-1/NOK2 OR A.4.3.8-1/NOK3)
	UEs supporting EN-DC and SN initiated conditional PSCell change

	C153D
	IF A.4.1-3/1 AND A.4.3.8-1/NOK1
	UEs supporting NR-DC and SN initiated conditional PSCell change



----- End of change ------
