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<<< START OF CHANGES >>>

[bookmark: _Toc202466782]B.7	Minimum Output power
Following tables summarize the MU threshold for EIRP measurements for Minimum Output Power. The origin MU values for different test setups can be found in following clauses.
Table B.7-1: MU threshold for EIRP measurement for Minimum output power
	Power Class
	Frequency
	MBW
	Power
	Threshold MU value
for NTC [dB]
(NOTE1)
	Threshold MU value
For ETC [dB]
(NOTE1)

	PC1
	23.45GHz ≤ f ≤ 32.125GHz
	BW ≤ 400MHz
	P = Minimum Output Power for SISO
	5.66
	5.92

	
	32.125GHz < f ≤ 40.8GHz
	
	
	5.96
	6.22

	
	23.45GHz ≤ f ≤ 32.125GHz
	
	P = Minimum Output Power for MIMO
	5.51
	5.77

	
	32.125GHz < f ≤ 40.8GHz
	
	
	5.66
	5.92

	PC3, PC7 (NOTE2)
	23.45GHz ≤ f ≤ 32.125GHz
	BW ≤ 400MHz
	P = Minimum Output Power
	6.15
	6.41

	
	32.125GHz < f ≤ 40.8GHz
	
	
	6.15
	6.41

	
	40.8GHz < f ≤ 44.3GHz
	
	
	7.34
	7.48

	PC5
	23.45GHz ≤ f ≤ 32.125GHz
	BW ≤ 400MHz
	P = Minimum Output Power
	6.36
	6.62

	PC6
	23.45GHz ≤ f ≤ 32.125GHz
	BW ≤ 400MHz
	P = Minimum Output Power
	6.35
	6.61

	NOTE 1:	Total Expanded MU for IFF for Quiet Zone size ≤ 30cm in Table B.7.2-2 and Table B.7.2-5 for PC3 and PC6 UEs and Table B.7.2-3 and Table B.7.2-6 for PC1 and PC5 UEs.
NOTE 2:	MU thresholds for PC7 limited to FR2a (23.45GHz <= f <= 32.125GHz), SISO and MBW <=100MHz.
NOTE 3:	The MU values are valid for both SISO and MIMO for power classes other than PC1. For PC1, specific MU values for SISO and MIMO are defined separately above. 
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