
3GPP TSG-RAN WG5 Testing
R5s170018
01 Jan – 31 Dec 2017
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.523-3
	CR
	3536
	rev
	-
	Current version:
	13.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction for EUTRA RRC test case 8.4.1.5

	
	

	Source to WG:
	Keysight Technologies UK

	Source to TSG:
	R5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2016-12-19

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
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	Other comments:
	


Change 1

	Function name
	f_TC_8_4_1_5_EUTRA

	Reason for change
	The current coordination between EUTRA PTC and UTRA PTC is incorrect. The EUTRA PTC should wait for authentication paramters before the preamble, and await a coordination trigger following the handover at step 2.

	Summary of change
	Swap the calls to  f_IRAT_WaitForCoOrd_Trigger() and f_EUTRA_InterRAT_InitialiseAuthParams()

	TTCN module
	LTE_IRAT.ttcn\8_4\InterRat_handover_EtoU.ttcn

	MCC160 Comment
	


Before change
  function f_TC_8_4_1_5_EUTRA() runs on EUTRA_PTC

  {

    …

    // Bring UE to RB Established (state 3)

    // Do normal preamble

    f_IRAT_WaitForCoOrd_Trigger(UTRAN); // wait for UTRAN side to do pre-preamble @sic R5-120776 sic@
    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE);

 …


 //@siclog "Step 2" siclog@

    SRB.send (cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                  cs_TimingInfo_Now,

                                  cs_MobilityFromEutraCommand(v_RRC_TI,

                                                              v_HandoverToUtranCommand,

                                                              v_Nas_SecurityParamFromEUTRA)));

    // @sic R5s140309 sic@

    f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);  //wait for UTRAN side to finish @sic R5s160817 sic@
    f_EUTRA_TestBody_Set(false);

    // Release non camping cell

    f_EUTRA_ReleaseAllCells();

  }

After change

  function f_TC_8_4_1_5_EUTRA() runs on EUTRA_PTC

  {

    …

    // Bring UE to RB Established (state 3)

    // Do normal preamble

    f_EUTRA_InterRAT_InitialiseAuthParams(UTRAN);
    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE);

 …


 //@siclog "Step 2" siclog@

    SRB.send (cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                  cs_TimingInfo_Now,

                                  cs_MobilityFromEutraCommand(v_RRC_TI,

                                                              v_HandoverToUtranCommand,

                                                              v_Nas_SecurityParamFromEUTRA)));

    // @sic R5s140309 sic@

    f_IRAT_WaitForCoOrd_Trigger(UTRAN);  //wait for UTRAN side to finish    

    f_EUTRA_TestBody_Set(false);

    // Release non camping cell

    f_EUTRA_ReleaseAllCells();

  }

