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2 Correction to LTE IRAT testcase 6.4.6
2.1 f_TC_6_4_6_EUTRA() 
	Object name 
	f_TC_6_4_6_EUTRA()

	Reason for change
	CR R5s160851 for the testcase 6.4.6 was raised and change 2 of this CR wont be of much use if OMIT is passed as an argument for eutra capabilities in the call to function f_EUTRA_TrackingAreaUpdateFromAnotherRAT_WithoutRRCConneReq. This will cause a run time error when this function is called (Step 4).

	Summary of change
	Instead of passing OMIT as an argument for eutra capabilities, passed parameter v_IRAT_Coordination_MSG.OctetData. 

	Module
	Hybrid_CellsUG.ttcn

	Label
	WA#


Before:
	<SKIPPED CODE>

f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell2, mo_Signalling);  //@sic R5s140716 sic@
    t_Wait.stop; // @sic R5-140105 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 4");
    f_EUTRA_TrackingAreaUpdateFromAnotherRAT_WithoutRRCConneReq(eutra_Cell2,
                                                                tsc_RRC_TI_Def,
                                                                false,
                                                                true, // @sic R5s160622 sic@ WA#6_4_6 : R5s160851 Change 1
                                                                omit,

                                                                noRrcConnectionRelease //@sic R5s140781, R5s150830 sic@
                                                                ); // @sic R5-140105 sic@
    // At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2_T3440) according to TS 36.508.
    f_EUTRA_TestBody_Set (false);
    f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger);
<SKIPPED CODE>


After:
	<SKIPPED CODE>

f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell2, mo_Signalling);  //@sic R5s140716 sic@
    t_Wait.stop; // @sic R5-140105 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 4");
    f_EUTRA_TrackingAreaUpdateFromAnotherRAT_WithoutRRCConneReq(eutra_Cell2,
                                                                tsc_RRC_TI_Def,
                                                                false,
                                                                true, // @sic R5s160622 sic@ WA#6_4_6 : R5s160851 Change 1
                                                                v_IRAT_Coordination_MSG.OctetData, //WA#6_4_6 : R&S Change omit,
                                                                noRrcConnectionRelease //@sic R5s140781, R5s150830 sic@
                                                                ); // @sic R5-140105 sic@
    // At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2_T3440) according to TS 36.508.
    f_EUTRA_TestBody_Set (false);
    f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger);
<SKIPPED CODE>


