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	Other comments:
	


Change 1 

	Function name
	function f_SelectionExpr(LTE_36523_Condition_Type p_Condition)

	Reason for change
	As per R5-168641, there were some corrections made to 36.523-2 Table 4-1a to update the use of E-UTRA FDD and E-UTRA TDD in the condition statements. But some of them have been missed in WK 49 TTCN delivery.


	Summary of change
	C56, C134a, C153 and C227 in function f_SelectionExpr to be modified as per R5-168641.

	TTCN module
	\Common\EUTRA\ LTE_36523_SelectionExpressions.ttcn

	MCC160 Comment
	


Before change

 function f_SelectionExpr(LTE_36523_Condition_Type p_Condition) return boolean

  {
…………………………………….
//C56: UEs supporting (E-UTRA FDD or E-UTRA TDD) and (UE Category 2 to UE Category 5) and NOT Category M1

      case (C56) {

        v_ApplCond := (pc_ue_Category_2 or pc_ue_Category_3 or pc_ue_Category_4 or pc_ue_Category_5) and not(pc_ue_CategoryDL_M1); //@sic R5-142898 R5-155906, R5-168609, R5-168641 sic@

      }

…………………………………………….
// C134a: UEs supporting (E-UTRA FDD or E-UTRA TDD) and Downlink Intra-band non-contiguous Carrier Aggregation and Feature Group Indicator 111

      case (C134a){

        if (v_FrequencyBandIsFDD) {        //@sic R5-150557 sic@

          v_ApplCond := pc_eTDD and pc_DL_intraBand_nonContCaBwClassComb_AA and pc_FeatrGrp_111_F; //@sic R5-168641 sic@

        } else {

          v_ApplCond := pc_eTDD and pc_DL_intraBand_nonContCaBwClassComb_AA and pc_FeatrGrp_111_T; //@sic R5-168641 sic@

        }

      }
……………………………………………………..

// C153: UEs supporting (E-UTRA FDD or E-UTRA TDD) and UTRA or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration) and disabling the EPS services and NOT Category M1

      case (C153) { //@sic R5-145707 sic@

        v_ApplCond := (pc_UTRA or pc_GERAN) and pc_Combined_Attach and pc_EPS_Services_Disable and not(pc_ue_CategoryDL_M1); //@sic R5-168609, R5-168641 sic@

      }
…………………………………………………………………

//C227: UEs supporting E-UTRA FDD and TTI bundling and TTI bundling with enhanced HARQ pattern and Feature Group Indicator 7

      case(C227){   //@sic R5-153232 sic@

        v_ApplCond := (pc_eFDD or pc_eTDD) and pc_TTI_Bundling and pc_eHARQ_Pattern_for_TTI_bundling and pc_FeatrGrp_7_F; //@sic R5-168641 sic@

      }
………………………………………………………………..
return v_ApplCond;

  }

After change
function f_SelectionExpr(LTE_36523_Condition_Type p_Condition) return boolean

  {
………………………………………………….
//C56: UEs supporting (E-UTRA FDD or E-UTRA TDD) and (UE Category 2 to UE Category 5) and NOT Category M1

      case (C56) {

        v_ApplCond := (pc_eFDD or pc_eTDD) and (pc_ue_Category_2 or pc_ue_Category_3 or pc_ue_Category_4 or pc_ue_Category_5) and not(pc_ue_CategoryDL_M1); //@sic R5-142898 R5-155906, R5-168609, R5-168641 sic@

      }
……………………………………………………………
// C134a: UEs supporting (E-UTRA FDD or E-UTRA TDD) and Downlink Intra-band non-contiguous Carrier Aggregation and Feature Group Indicator 111

      case (C134a){

        if (v_FrequencyBandIsFDD) {        //@sic R5-150557 sic@

          v_ApplCond := pc_eFDD and pc_DL_intraBand_nonContCaBwClassComb_AA and pc_FeatrGrp_111_F; //@sic R5-168641 sic@

        } else {

          v_ApplCond := pc_eTDD and pc_DL_intraBand_nonContCaBwClassComb_AA and pc_FeatrGrp_111_T; //@sic R5-168641 sic@

        }

      }
……………………………………………………………..

 // C153: UEs supporting (E-UTRA FDD or E-UTRA TDD) and UTRA or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration) and disabling the EPS services and NOT Category M1

      case (C153) { //@sic R5-145707 sic@

        v_ApplCond := (pc_eFDD or pc_eTDD) and (pc_UTRA or pc_GERAN) and pc_Combined_Attach and pc_EPS_Services_Disable and not(pc_ue_CategoryDL_M1); //@sic R5-168609, R5-168641 sic@

      }
………………………………………………………..

//C227: UEs supporting E-UTRA FDD and TTI bundling and TTI bundling with enhanced HARQ pattern and Feature Group Indicator 7

      case(C227){   //@sic R5-153232 sic@

        v_ApplCond := pc_eFDD and pc_TTI_Bundling and pc_eHARQ_Pattern_for_TTI_bundling and pc_FeatrGrp_7_F; //@sic R5-168641 sic@

……………………………………………………………………
return v_ApplCond;

  }

