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	Reason for change:
	Applicability of test condition need to be corrected for :

TC 15.9.1: TC is applicable for UE supporting FDD and a CS bearer service and speech and at least one MO circuit switched basic service and capable of performing USSD. The test condition C896 should be modified for the same.

TC 15.9.2, 15.9.6: No active Speech call is needed. New applicability of test conditions should be created for UE supporting FDD and a CS bearer service and speech and at least one MT circuit switched basic service and capable of performing USSD (C923).

TC 15.9.3: Call is getting setup, speech call is there so it should be at least one MT circuit switched basic service. So, applicability condition for this TC should be changed from C895 to C913.

TC 15.9.4: No active Speech call is needed as register request been rejected when the mobile receives an USSD operation in parallel to any call independent supplementary transaction. So, The applicability of test conditions need to be modified for C895 as the test cases with applicability C895 are for UE supporting FDD and a CS bearer service and capable of performing USSD.

	
	

	Summary of change:
	Applicability of test conditions corrected.
Note : An associated prose CR on 343.123-2 will be raised at RAN5#74.

	
	

	Consequences if not approved:
	A conformant UE may fail the testcase

	
	

	Clauses affected:
	15.9.1, 15.9.2, 15.9.3, 15.9.4 & 15.9.6

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	X
	
	 Test specifications
	34.123-2

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


Change 1
	Object name 
	f_SelectionExpr

	Reason for change
	Test Conditions need to be modified
1. C895: UE supporting FDD and a CS bearer service  and capable of performing USSD

2. C896: UE supporting FDD and a CS bearer service and speech and at least one MO circuit switched basic service and capable of performing USSD

One New Test Condition needs to be added

C923: UE supporting FDD and a CS bearer service  and at least one MO circuit switched basic service and capable of performing USSD

	Summary of change
	Test case applicability condition/selection expression need to be modified.

	Module
	UTRAN_34123_SelectionExpressions.ttcn


Before:
	      //UTRAN34_C895: UE supporting FDD and a CS bearer service and speech  and capable of performing USSD

      case(UTRAN34_C895){

         v_ApplCond := pc_SS_USSD;

      }
      //UTRAN34_C896: UE supporting FDD and a CS bearer service and speech and at least one MO circuit switched basic service and capable of performing USSD

      case(UTRAN34_C896){

         v_ApplCond := pc_SS_USSD and pc_MO_Serv;

      }


After: 
	      //UTRAN34_C895: UE supporting FDD and a CS bearer service and capable of performing USSD

      case(UTRAN34_C895){

         v_ApplCond := pc_FDD and pc_CS and pc_SS_USSD;

      }
      //UTRAN34_C896: UE supporting FDD and a CS bearer service and speech and at least one MO circuit switched basic service and capable of performing USSD

      case(UTRAN34_C896){

         v_ApplCond := pc_SS_USSD and pc_MO_Serv and pc_FDD and pc_CS and pc_Speech; 
      }

…

      //UTRAN34_C923: UE supporting FDD and a CS bearer service and at least one MO circuit switched basic service and capable of performing USSD  
      case(UTRAN34_C923){

         v_ApplCond := pc_SS_USSD and pc_MO_Serv and pc_FDD and pc_CS ;

      }


Change 2
	Object name 
	control

	Reason for change
	TC15.9.3: Call is getting setup, speech call is there so it should be at least one MT circuit switched basic service. So, applicability condition for this TC should be changed from C895 to C913.
TC 15.9.2, 15.9.6: No active Speech call is needed. New applicability of test conditions should be created for UE supporting FDD and a CS bearer service and at least one MO circuit switched basic service and capable of performing USSD (C923).



	Summary of change
	Applicability of test condition should be corrected.

	Module
	SSNITZ_Testsuite.ttcn


Before:

	control {

………..

    if (f_SelectionExpr(UTRAN34_C896))                                             { execute(TC_15_9_1()); }

    if (f_SelectionExpr(UTRAN34_C896))                                             { execute(TC_15_9_2()); }

    if (f_SelectionExpr(UTRAN34_C895))                                             { execute(TC_15_9_3()); }

    if (f_SelectionExpr(UTRAN34_C895))                                             { execute(TC_15_9_4()); }

    if (f_SelectionExpr(UTRAN34_C913))                                             { execute(TC_15_9_5()); }

    if (f_SelectionExpr(UTRAN34_C896))                                             { execute(TC_15_9_6()); }
……………

}


After: 

	 control{

...............

   if (f_SelectionExpr(UTRAN34_C896))                                             { execute(TC_15_9_1()); }

    if (f_SelectionExpr(UTRAN34_C923))                                             { execute(TC_15_9_2()); } 
    if (f_SelectionExpr(UTRAN34_C913))                                             { execute(TC_15_9_3()); } 
    if (f_SelectionExpr(UTRAN34_C895))                                             { execute(TC_15_9_4()); }

    if (f_SelectionExpr(UTRAN34_C913))                                             { execute(TC_15_9_5()); }

    if (f_SelectionExpr(UTRAN34_C923))                                             { execute(TC_15_9_6()); }  
…………..

}
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