Page 1



3GPP TSG-RAN WG5 Testing 
R5s170453
01 Jan 2017 – 31 Dec 2017

	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.523-3
	CR
	3741
	rev
	-
	Current version:
	13.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to EMM test cases 9.3.1.4 and 9.3.1.5

	
	

	Source to WG:
	Rohde & Schwarz

	Source to TSG:
	R5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2017-06-12

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	In case of UEs supporting EPS services and "SMS only" the attach type is “combined”. This requires the TMSI Status IE in ATTACH REQUEST to be provided as per TS 24.301 cl. 5.5.1.3.2.


	
	

	Summary of change:
	The condition for the provision of TMSI Status in ATTACH REQUEST was modified to apply to all kind of “combinded attach” procedures. Dependency on UTRAN or GERAN was removed.


	
	

	Consequences if not approved:
	TC implementation may FAIL a conformant UE 

	
	

	Clauses affected:
	9.3.1.4, 9.3.1.5

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	x
	
	 Test specifications
	TS 36.523-1 CR XXXX (“draft_R5-174xxx_TS-36523-1_TC-9-3-1-4_5”.zip)

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


3GPP TSG-RAN WG5 E-Mail 2017
R5s170453
Title:
Correction to EMM test cases 9.3.1.4 and 9.3.1.5
Source:
Rohde & Schwarz 


Agenda Item:
TTCN Issues

Document for:
Approval

Contact:



Holger Jauch









Holger.Jauch@rohde-schwarz.com 







Tel. +49 89 4129 11534


 
1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2016-06_D17wk23’.
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3. Corrections to TC 9.3.1.4 and TC 9.3.1.5
Change 1 – Correction to function ‘fl_TC_9_3_1_4and5_Body’
	Function name
	fl_TC_9_3_1_4and5_Body ()

	Reason for change
	In case of UEs supporting EPS services and "SMS only" the attach type is “combined”. This requires the TMSI Status IE in ATTACH REQUEST to be provided as per TS 24.301 cl. 5.5.1.3.2.


	Summary of change
	The condition for the provision of TMSI Status in ATTACH REQUEST was modified to apply to all kind of “combinded attach” procedures. Dependency on UTRAN or GERAN was removed.


	TTCN module
	NAS_ServiceRequest_UG.ttcn

	MCC160 Comment
	


Before change
...                                                                                                                                                    

function fl_TC_9_3_1_4and5_Body(NAS_CauseValue_Type p_RejectCause) runs on EUTRA_PTC

  {

    var GutiParameters_Type v_GutiParams_A := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

...
    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType ();  //used to follow TTCN3 v411 standard

    var template (value) CellPowerList_Type v_CellPowerList;

...
    if (v_OtherPTC == "NONE") { // @sic R5s110177 sic@

      //@siclog "Step 12a1" siclog@

      f_EUTRA_SwitchOnUEandStartIP(eutra_CellA, -, true); // @sic R5s120065 sic@ @sic R5s120597r1 sic@

    }

    v_SMS_Supported := (pc_SMS_SGs or pc_SMS_SGs_Multi_MO or pc_SMS_SGs_MT or pc_SMS_SGs_MO);

    if (v_SMS_Supported and not (pc_UTRA or pc_GERAN)) { // SMS Only

      v_AdditionalUpdateType.addUpdateTypeValue := '1'B;

    }    

    if (pc_Combined_Attach and (px_AttachTypeTested == COMBINED_ATTACH) and (pc_UTRA or pc_GERAN or v_SMS_Supported)) { // @sic R5-113693, R5-121275 sic@

      v_TMSI_Status := cr_TMSI_Status('0'B);

    }

    //+   Check: Does the UE transmit an ATTACH REQUEST message?  --> ATTACH

    //+   REQUEST [1,P]

    //@siclog "Step 13" siclog@

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_NoSecurityProtection,

                                                                                 cdr_ATTACH_REQUEST_WithIMSIAndnoTAI(v_AttachType,

                                                                                                                     v_AdditionalUpdateType,

                                                                                                                     f_Imsi2MobileIdentity(px_IMSI_Def),

                                                                                                                     v_TMSI_Status),

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 13");
...
  } // function fl_TC_9_3_1_4and5_Body
...
After change
...                                                                                                                                                   
function fl_TC_9_3_1_4and5_Body(NAS_CauseValue_Type p_RejectCause) runs on EUTRA_PTC

  {

    var GutiParameters_Type v_GutiParams_A := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

...
    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType ();  //used to follow TTCN3 v411 standard

    var template (value) CellPowerList_Type v_CellPowerList;
...
    if (v_OtherPTC == "NONE") { // @sic R5s110177 sic@

      //@siclog "Step 12a1" siclog@

      f_EUTRA_SwitchOnUEandStartIP(eutra_CellA, -, true); // @sic R5s120065 sic@ @sic R5s120597r1 sic@

    }

    if (pc_Combined_Attach and (px_AttachTypeTested == COMBINED_ATTACH) and (pc_UTRA or pc_GERAN)) { // @sic R5-113693, R5-121275 sic@

      v_TMSI_Status := cr_TMSI_Status('0'B);

    }

    //+   Check: Does the UE transmit an ATTACH REQUEST message?  --> ATTACH

    //+   REQUEST [1,P]

    //@siclog "Step 13" siclog@

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_NoSecurityProtection,

                                                                                 cdr_ATTACH_REQUEST_WithIMSIAndnoTAI(v_AttachType,

                                                                                                                     v_AdditionalUpdateType,

                                                                                                                     f_Imsi2MobileIdentity(px_IMSI_Def),

                                                                                                                     v_TMSI_Status),

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 13");
...
  } // function fl_TC_9_3_1_4and5_Body
...
