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	Reason for change:
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	Other comments:
	


Change 1
	Function name
	fl_TC_9_2_4_1_2_Body

	Reason for change
	In the current TTCN implementaton the EPSMobileIdentity in ATTACH REQUEST at step 2 is expected in TLV format but should be expected in LV format (IEI omitted).

	Summary of change
	Corrected the derivation of v_Guti for use at step 2

	TTCN module
	NAS_Attach_EOnly_eDRX.ttcn

	MCC160 Comment
	


Before change

	function fl_TC_9_2_4_1_2_Body() runs on EUTRA_PTC

  {

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var GutiParameters_Type v_GutiParams_CellA := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_GutiParams_CellB := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var template (value) MobileIdentity v_Guti := f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_GutiParams_CellA); // @sic R5s170325 sic@
    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId(v_GutiParams_CellA.PLMN_Identity);

    var NAS_PlmnId v_PLMN_B := f_Asn2Nas_PlmnId(v_GutiParams_CellB.PLMN_Identity);

    var NAS_UL_Message_Type v_PdnConnectivityRequest;

    var TrackingAreaCode v_TacB:= f_EUTRA_CellInfo_GetTAC(eutra_CellB);

    var NAS_Lac v_LAC := f_EUTRA_CellInfo_GetLocationAreaCode(eutra_CellA);

    var template (omit) LocAreaId v_LAI := f_GetLAI(v_PLMN, v_LAC, NORMAL);

    var template (omit) MobileIdentity v_MSId := f_GetMSId (NORMAL);

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType();

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var APNandPCOs_Type v_APNandPCOs;

    var template (omit) ProtocolConfigOptions v_Pco := omit;

    var NAS_AttDetValue_Type v_AttachType :=f_GetEAttachType(NORMAL);

    var NAS_MSG_Indication_Type v_NasInd;

    var SRB_COMMON_IND v_ReceivedAsp;

    var EPS_BearerIdentity v_EPS_Bearer_Id := f_EUTRA_InitialRegistrationEpsBearerId(firstPDN); // @sic R5s170325 sic@

    var DRB_Identity v_DRB_Id := f_EUTRA_NB_EpsBearerAssociatedDRB(v_EPS_Bearer_Id);

    var float v_TimerValue;

    var template (value) CellPowerList_Type v_CellPowerList;

    var template (value) GPRS_Timer2 v_T3324Value2Mins := cs_GPRS_Timer2_3_IEI('6A'O, tsc_GprsTimerUnit_1min, '00010'B);  //value = 2 mins

    timer t_T3324 := f_EUTRA_SetTimerToleranceMax(eutra_CellB, nasTimer, 120.0);

    //@siclog "Step 1" siclog@

    //The UE is switched on

    f_EUTRA_SwitchOnUEandStartIP(eutra_CellA);

    //@siclog "Step 2" siclog@

    //The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message and an Extended DRX parameters IE and T3324 IE set to two minutes

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                 cdr_ATTACH_REQUEST_AttachType_ExtdDrx_T3324(v_AttachType,

                                                                                                                             v_AdditionalUpdateType,

                                                                                                                             v_Guti,
                                                                                                                             cr_TAI( v_PLMN, tsc_TAC1),

                                                                                                                             v_LAI,

                                                                                                                             v_T3324Value2Mins,

                                                                                                                             cr_ExtdDRXParamsAny), //T3324 value = 2 mins

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach, f_GetPdnType())));

   ….
…..

}


After change

	 function fl_TC_9_2_4_1_2_Body() runs on EUTRA_PTC

  {

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var GutiParameters_Type v_GutiParams_CellA := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var GutiParameters_Type v_GutiParams_CellB := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var template (value) MobileIdentity v_Guti := f_GutiParameters2MobileIdentity(omit, v_GutiParams_CellA); // @sic R5s170325 sic    
var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId(v_GutiParams_CellA.PLMN_Identity);

    var NAS_PlmnId v_PLMN_B := f_Asn2Nas_PlmnId(v_GutiParams_CellB.PLMN_Identity);

    var NAS_UL_Message_Type v_PdnConnectivityRequest;

    var TrackingAreaCode v_TacB:= f_EUTRA_CellInfo_GetTAC(eutra_CellB);

    var NAS_Lac v_LAC := f_EUTRA_CellInfo_GetLocationAreaCode(eutra_CellA);

    var template (omit) LocAreaId v_LAI := f_GetLAI(v_PLMN, v_LAC, NORMAL);

    var template (omit) MobileIdentity v_MSId := f_GetMSId (NORMAL);

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType();

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var APNandPCOs_Type v_APNandPCOs;

    var template (omit) ProtocolConfigOptions v_Pco := omit;

    var NAS_AttDetValue_Type v_AttachType :=f_GetEAttachType(NORMAL);

    var NAS_MSG_Indication_Type v_NasInd;

    var SRB_COMMON_IND v_ReceivedAsp;

    var EPS_BearerIdentity v_EPS_Bearer_Id := f_EUTRA_InitialRegistrationEpsBearerId(firstPDN); // @sic R5s170325 sic@

    var DRB_Identity v_DRB_Id := f_EUTRA_NB_EpsBearerAssociatedDRB(v_EPS_Bearer_Id);

    var float v_TimerValue;

    var template (value) CellPowerList_Type v_CellPowerList;

    var template (value) GPRS_Timer2 v_T3324Value2Mins := cs_GPRS_Timer2_3_IEI('6A'O, tsc_GprsTimerUnit_1min, '00010'B);  //value = 2 mins

    timer t_T3324 := f_EUTRA_SetTimerToleranceMax(eutra_CellB, nasTimer, 120.0);

    //@siclog "Step 1" siclog@

    //The UE is switched on

    f_EUTRA_SwitchOnUEandStartIP(eutra_CellA);

    //@siclog "Step 2" siclog@

    //The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message and an Extended DRX parameters IE and T3324 IE set to two minutes

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                 cdr_ATTACH_REQUEST_AttachType_ExtdDrx_T3324(v_AttachType,

                                                                                                                             v_AdditionalUpdateType,

                                                                                                                             v_Guti,
                                                                                                                             cr_TAI( v_PLMN, tsc_TAC1),

                                                                                                                             v_LAI,

                                                                                                                             v_T3324Value2Mins,

                                                                                                                             cr_ExtdDRXParamsAny), //T3324 value = 2 mins

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach, f_GetPdnType())));

…..

…..
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