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1 Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2016-06_D17wk23 related to the title of this CR.

Contact:
Hans Rohnert

Hans.Rohnert.ext@rohde-schwarz.com
2 Corrections required

2.1 fl_IMS_Server_CheckPendingSecurityContext_ReleaseIPsec
	Function name
	fl_IMS_Server_CheckPendingSecurityContext_ReleaseIPsec

	Reason for change
	A run time error occurred during de-registration after Global Release is called. NW and UE address are not present in the global IMS server variable due to the initialization of the IMS Server.

	Summary of change
	Registration Address value is checked before sending IPSec Release after all TCP connections are closed.

	TTCN module
	Common/IP_PTC/IP_PTC_IMS_Handler.ttcn

	MCC160 Comment
	


Before change
  function fl_IMS_Server_CheckPendingSecurityContext_ReleaseIPsec(inout IMS_Server_Type p_ImsServer,

                                                                  template (omit) IMS_SecurityContext_Type p_SecurityContext) runs on IP_PTC

  {

    var IMS_SecurityContext_Type v_PendingSecurityContext;

    var integer i;

    if (isvalue(p_SecurityContext)) {

      v_PendingSecurityContext := valueof(p_SecurityContext);

      if (ispresent(v_PendingSecurityContext.TcpClient) or ispresent(v_PendingSecurityContext.TcpServer)) {

        // => wait for confirmation of TCP close

        i := lengthof(p_ImsServer.PendingSecurityContextList);

        p_ImsServer.PendingSecurityContextList[i] := v_PendingSecurityContext;

      } else {

        // Release security association

        fl_IPsec_Release(p_ImsServer.RegistrationAddress.NW,

                         p_ImsServer.RegistrationAddress.UE,

                         v_PendingSecurityContext.SecurityInfo.Protected);

      }

    }

  }
After change
  function fl_IMS_Server_CheckPendingSecurityContext_ReleaseIPsec(inout IMS_Server_Type p_ImsServer,

                                                                  template (omit) IMS_SecurityContext_Type p_SecurityContext) runs on IP_PTC

  {

    var IMS_SecurityContext_Type v_PendingSecurityContext;

    var integer i;

    if (isvalue(p_SecurityContext)) {

      v_PendingSecurityContext := valueof(p_SecurityContext);

      if (ispresent(v_PendingSecurityContext.TcpClient) or ispresent(v_PendingSecurityContext.TcpServer)) {

        // => wait for confirmation of TCP close

        i := lengthof(p_ImsServer.PendingSecurityContextList);

        p_ImsServer.PendingSecurityContextList[i] := v_PendingSecurityContext;

      } else {

          if (isvalue(p_ImsServer.RegistrationAddress)) { 
          // Release security association

     
   fl_IPsec_Release(p_ImsServer.RegistrationAddress.NW,

                         p_ImsServer.RegistrationAddress.UE,

                         v_PendingSecurityContext.SecurityInfo.Protected);

          }
      }

    }

  }
