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Change 1
	Function name 
	 f_UTRAN_CheckEUTRA_IRAT()

	Reason for change
	Currently the function f_UTRAN_CheckEUTRA_IRAT() will throw an error for a UE reporting later than Rel-11 in it’s EUTRA capability.

	Summary of change
	Added Support for Release 12 UE while checking the UE Capability for UTRAN Test Cases

	Module
	EUTRA_CapabilityFunctions.ttcn

	MCC160 Comments
	


Before:

	  function f_UTRAN_CheckEUTRA_IRAT(octetstring p_EUTRA_RadioAccessCapability,

                                   integer p_Release)

  { //@sic R5s140566 sic@

    var UE_EUTRA_Capability  v_UE_EUTRA_Capability := f_EUTRA_DecodeEutraCapMsg(p_EUTRA_RadioAccessCapability);

    var AccessStratumRelease v_Release;

    select (p_Release) {

      case (8) {

        v_Release := rel8;

      }

      case (9) {

        v_Release := rel9;

      }

      case (10) {

        v_Release := rel10;

      }

      case (11) {

        v_Release := rel11;

      }

      case else {

        FatalError(__FILE__, __LINE__, "Cannot decode Release Version");

      }

    }


After: 

	  function f_UTRAN_CheckEUTRA_IRAT(octetstring p_EUTRA_RadioAccessCapability,

                                   integer p_Release)

  { //@sic R5s140566 sic@

    var UE_EUTRA_Capability  v_UE_EUTRA_Capability := f_EUTRA_DecodeEutraCapMsg(p_EUTRA_RadioAccessCapability);

    var AccessStratumRelease v_Release;

    select (p_Release) {

      case (8) {

        v_Release := rel8;

      }

      case (9) {

        v_Release := rel9;

      }

      case (10) {

        v_Release := rel10;

      }

      case (11) {

        v_Release := rel11;

      }

      case (12) {

        v_Release := rel12;

      }
      case else {

        FatalError(__FILE__, __LINE__, "Cannot decode Release Version");

      }

    }


