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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2016-06_D17wk23’.

2. Corrections required

2.1 Change 1 – Correction to function ‘f_NBIOT_ULGrantTransmission’

	Function name
	f_NBIOT_ULGrantTransmission ()

	Reason for change
	Function f_NBIOT_RRC_ConnectionRequest_Common calls f_NBIOT_ULGrantTransmission with CnfFlag, it will cause tetscase fail occasionally because RRCConnectionRequest is received before SYSTEM_CTRL_CNF. Correct CnfFlag for f_NBIOT_ULGrantTransmission in iwd-TTCN3-B2016-06_D17wk23.

	Summary of change
	Correct CnfFlag for f_NBIOT_ULGrantTransmission in iwd-TTCN3-B2016-06_D17wk23.

	TTCN module
	NBIOT_ConfigurationSteps.ttcn

	MCC160 Comment
	


Before change

  function f_NBIOT_ULGrantTransmission(NBIOT_CellId_Type p_CellId,

                                       template (value) NB_UESS_GrantScheduling_Type p_GrantScheduling,

                                       template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now) runs on NBIOT_PTC

  {

    f_NBIOT_SS_CommonCellConfig(p_CellId, cads_NB_ULGrantScheduling_REQ(p_CellId, p_TimingInfo, -, -, p_GrantScheduling));

  }
After change

  function f_NBIOT_ULGrantTransmission(NBIOT_CellId_Type p_CellId,

                                       template (value) NB_UESS_GrantScheduling_Type p_GrantScheduling,

                                       template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                       template (omit) boolean p_CnfFlag := false) runs on NBIOT_PTC

  {

    f_NBIOT_SS_CommonCellConfig(p_CellId, cads_NB_ULGrantScheduling_REQ(p_CellId, p_TimingInfo, p_CnfFlag, -, p_GrantScheduling));

  }
