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	Reason for change:
	This function is based on ‘Step 7 to 11 of test procedure in TS 34.123-1 subclause 12.9.14.4’. In this procedure paging cause to be used is "Terminating Background Call", but TTCN implemented with cause “Terminating Interactive Call”.

“The SS initiates paging of the UE using the paging cause "Terminating Background Call"”
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Change 1 

	Function name
	f_UTRAN_MT_RAB_ReEst

	Reason for change
	This function is Step 7 to 11 of test procedure in TS 34.123-1 subclause 12.9.14.4. In this procedure is used paging cause "Terminating Background Call", but current TTCN is used “Terminating Interactive Call”.
“The SS initiates paging of the UE using the paging cause "Terminating Background Call"”



	Summary of change
	Change the paging cause from “Terminating Interactive Call” to "Terminating Background Call"

	TTCN module
	\UTRAN\UTRAN_IRAT_CommonProcedures.ttcn

	MCC160 Comment
	


Before change

  function f_UTRAN_MT_RAB_ReEst(UTRAN_CellId_Type p_CellId,

                                RB_ConfigType p_RB_Configuration,

                                boolean p_LoopbackRLC_PDU := false)   // @sic R5s130195 PDCP sic@

    runs on UTRAN_IP_PTC

  {

    // Activate DHCP and ICMPv6 @sic R5-125676 sic@

    f_UTRAN_IP_Handling_Start_Configuration(PDN_1, p_RB_Configuration); //@sic R5s130512 sic@

    f_UTRAN_Page(p_CellId, terminatingInteractiveCall, oct2bit(px_PTMSI_Def));

    f_UTRAN_RRC_ConnEst(p_CellId, terminatingInteractiveCall);

    // RRC connection establishment procedure for MO PS calls on DCH

    f_UTRAN_GMM_ServReq(); // @sic R5s150838 sic@

    // Transmit Security Mode Comamnd & Receive Security Mode Comlpete

    f_UTRAN_RRC_Security(p_CellId, false, ps_domain);

    f_UTRAN_RB_SetUp_PS_RAB(p_CellId, p_RB_Configuration, -, p_LoopbackRLC_PDU);  /* @sic R5s120139 - Additional Changes sic@ */

  }
After change

  function f_UTRAN_MT_RAB_ReEst(UTRAN_CellId_Type p_CellId,

                                RB_ConfigType p_RB_Configuration,

                                boolean p_LoopbackRLC_PDU := false)   // @sic R5s130195 PDCP sic@

    runs on UTRAN_IP_PTC

  {

    // Activate DHCP and ICMPv6 @sic R5-125676 sic@

    f_UTRAN_IP_Handling_Start_Configuration(PDN_1, p_RB_Configuration); //@sic R5s130512 sic@

    f_UTRAN_Page(p_CellId, terminatingBackgroundCall, oct2bit(px_PTMSI_Def));     

    f_UTRAN_RRC_ConnEst(p_CellId, terminatingBackgroundCall);

    // RRC connection establishment procedure for MO PS calls on DCH

    f_UTRAN_GMM_ServReq(); // @sic R5s150838 sic@

    // Transmit Security Mode Comamnd & Receive Security Mode Comlpete

    f_UTRAN_RRC_Security(p_CellId, false, ps_domain);

    f_UTRAN_RB_SetUp_PS_RAB(p_CellId, p_RB_Configuration, -, p_LoopbackRLC_PDU);  /* @sic R5s120139 - Additional Changes sic@ */

  }
