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Change 1 

	Function name
	fl_TC_11_2_7_Body

	Reason for change
	Change 2 part 1 of TTCN CR R5s160901 for test case 11.2.7 (Release of IMS emergency call according to 34.229-1 C.32 at step 16c1 – see also prose CR R5-169043) is accepted but not implemented in IWD 16wk49.



	Summary of change
	Add call to f_EUTRA_DeactivateDedicatedEpsBearer_Speech() as originaly proposed in R5s160901.

	TTCN module
	LTE\11\IMS_EmergencyCall.ttcn

	MCC160 Comment
	Accepted


Before change

function fl_TC_11_2_7_Body() runs on EUTRA_PTC

  { // @sic R5-151770 sic@

    …
    timer t_WaitforDetach := 5.0; // @sic R5s150167 sic@

    //The SS configures:

    // - Cell B as the "Serving cell".

    // - Cell A as a "Non-Serving Off cell".

    v_CellPowerList := {

      cs_CellPower(eutra_CellB, tsc_ServingCellRS_EPRE),

      cs_CellPower(eutra_CellA, tsc_NonSuitableOffCellRS_EPRE)

    };

    f_EUTRA_SetCellPowerList(v_CellPowerList);

    …
    // The SS waits 1 second.

    //@siclog "Step 15" siclog@

    f_Delay (1.0);

    //IMS call is to be released

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN2]);

    //IMS call has been released.

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN2]); // @sic R5s160529 sic@

    //@siclog "Step 17" siclog@

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA); // @sic R5-160360 sic@

…
  } // function fl_TC_11_2_7_Body

}
After change

function fl_TC_11_2_7_Body() runs on EUTRA_PTC

  { // @sic R5-151770 sic@

    …
    timer t_WaitforDetach := 5.0; // @sic R5s150167 sic@

    var EPS_BearerIdentity v_EpsDedicatedBearerId := f_EUTRA_IncrementEpsBearerId(tsc_EpsDefaultBearerId2);
    //The SS configures:

    // - Cell B as the "Serving cell".

    // - Cell A as a "Non-Serving Off cell".

    v_CellPowerList := {

      cs_CellPower(eutra_CellB, tsc_ServingCellRS_EPRE),

      cs_CellPower(eutra_CellA, tsc_NonSuitableOffCellRS_EPRE)

    };

    f_EUTRA_SetCellPowerList(v_CellPowerList);

    …
    // The SS waits 1 second.

    //@siclog "Step 15" siclog@

    f_Delay (1.0);

    //IMS call is to be released

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN2]);

    //IMS call has been released.

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN2]); // @sic R5s160529 sic@

    f_EUTRA_DeactivateDedicatedEpsBearer_Speech (eutra_CellA, // @sic R5s160813 sic@

                                                 v_EpsDedicatedBearerId,PDN_2);
    //@siclog "Step 17" siclog@

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA); // @sic R5-160360 sic@

    …
  } // function fl_TC_11_2_7_Body

}
