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<Start of modified section>
A.2.6
180 Ringing for INVITE

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Status-Line
	
	
	
	RFC 3261 [15]

	
SIP-Version
	
	SIP/2.0
	
	

	
Status-Code
	
	180
	
	

	
Reason-Phrase
	
	Ringing
	
	

	Record-Route
	
	
	
	RFC 3261 [15]

	
rec-route
	
	as defined for the common 183 response, see A.2.3
	
	

	
rec-route
	A7
	<sip:orig@ecscf.other.com;lr>, <sip:SS P-CSCF address:unprotected server port of SS;lr>
	
	

	
rec-route
	A8
	<sip:orig@ecscf.other.com;lr>, <sip:SS P-CSCF address:protected server port of SS;lr>
	
	

	Via
	
	
	
	RFC 3261 [15]

	
via-parm
	
	same value as received in INVITE message
	
	

	Require
	
	The option tags defined below shall be included additionally to any option tags defined in any specific message content, unless specified otherwise in this specific message content.
	
	RFC 3261 [15]

	
option-tag

	A3
	100rel
	
	

	From
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	same value as received in INVITE message
	
	

	
tag
	
	same value as received in INVITE message
	
	

	To
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	same value as received in INVITE message
	
	

	
tag

	
	as defined for the common 183 response, see A.2.3
	
	

	P-Asserted-Identity
	A4
	
	
	RFC 3325 [89]

	
addr-spec
	
	A tel URI that can be recognized as valid emergency numbers if dialled by the user are specified in 3GPP TS 22.101 [39]. The emergency numbers 112 and 911 are stored on the ME, in accordance with 3GPP TS 22.101 [39]
	
	

	
uri-parameter
	
	lr
	
	

	Contact
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	as defined for the common 183 response, see A.2.3
	
	

	
feature-param
	A5
	+g.3gpp.srvcc-alerting
	
	

	
feature-param
	
	audio
	
	

	Rseq
	
	
	
	RFC 3262 [33]

	
response-num
	A3
	previous RSeq number sent in the same direction incremented by one
	
	

	Call-ID
	
	
	
	RFC 3261 [15]

	
callid
	
	same value as received in INVITE message
	
	

	Session-ID
	
	
	
	draft-kaplan-dispatch-session-id [115]

	
sess-id
	
	same value as received in INVITE message, if Session-ID header field exists in received INVITE message, otherwise, not present.
	
	

	CSeq
	
	
	
	RFC 3261 [15]

	
value
	
	same value as received in INVITE message
	
	

	P-Access-Network-Info
	
	
	
	

	
access-net-spec
	A2
	access network technology and, if applicable, the cell ID
	
	

	P-Access-Network-Info
	A1
	not present
	
	

	
access-net-spec
	
	
	
	

	Feature-Caps
	
	
	
	

	
feature-param
	A6
	+g.3gpp.srvcc-alerting
	
	

	
	
	
	
	

	
	
	
	
	

	Content-Length
	A1
	
	
	RFC 3261 [15]

	
value
	
	length of message-body
	
	


	Condition
	Explanation

	A1
	180 sent by the SS

	A2
	180 sent by the UE

	A3
	Response sent reliably (e.g. always when it contains an SDP body)

	A4
	180 sent by the SS when setting up an emergency call or a non-UE detectable emergency call

	A5
	180 sent by the UE for a voice call and UE supports g.3gpp.srvcc-alerting media feature tag (A.12/34 3GPP TS 34.229-2 [5])

	A6
	180 sent by the SS for a voice call and UE supports g.3gpp.srvcc-alerting media feature tag (A.12/34 3GPP TS 34.229-2 [5])

	A7
	Response sent by SS for emergency call without emergency registration

	A8
	Response sent by SS for emergency call with emergency registration or a non-UE detectable emergency call


<End of modified section>
