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	Reason for change:
	Following the changes of TTCN CR 5s170264, one additional correction is required to handle possible connection to additional PDN following ATTACH COMPLETE at step 10.
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Change 1 – Correction to local function ‘fl_TC_9_2_3_1_23_Body’
	Function name
	fl_TC_9_2_3_1_23_Body() 

	Reason for change
	Following the changes of TTCN CR 5s170264, one additional correction is required to handle possible connection to additional PDN following ATTACH COMPLETE at step 10.
.

	Summary of change
	Handling for addition PDN connectivity  for multi-PDN UEs has been added by calling the function f_EUTRA_InitialRegistration_Step16_18b1()

Note : An associated prose CR on 36.523-1 will be raised at RAN5#75.

	TTCN module
	NAS_TrackingArea_EOnly.ttcn

	MCC160 Comment
	Accepted


Before change
...
function fl_TC_9_2_3_1_23_Body() runs on EUTRA_PTC

  {

    …………………………
    //@siclog "Step 10" siclog@

    //    The UE transmit an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message

    //    NOTE 1: The tracking area updating attempt counter is reset.

    f_EUTRA_NAS_AttachComplete(eutra_CellA, v_EpsBearerId);

    //  The SS releases the RRC connection

    //@siclog "Step 11" siclog@

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    //  Wait for 6 min to ensure that T3412 expires

    //@siclog "Step 12" siclog@
    f_Delay(v_T3412);
...

  } // end of f_ TC_9_2_3_1_23 _EUTRA

...
After change
  function fl_TC_9_2_3_1_23_Body() runs on EUTRA_PTC

  {

………………………………
    //@siclog "Step 10" siclog@

    //    The UE transmit an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message

    //    NOTE 1: The tracking area updating attempt counter is reset.

    //REMOVED f_EUTRA_NAS_AttachComplete(eutra_CellA, v_EpsBearerId);
    //  The SS releases the RRC connection

    //@siclog "Step 11" siclog@
    //REMOVED f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    f_EUTRA_InitialRegistration_Step16_18b1(eutra_CellA)
    //  Wait for 6 min to ensure that T3412 expires

    //@siclog "Step 12" siclog@

    f_Delay(v_T3412);
...
} // end of f_ TC_9_2_3_1_23 _EUTRA
