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	Reason for change:
	As per RFC 3262:
1 Introduction

…

The reliability mechanism works by mirroring the current reliability mechanisms for 2xx final responses to INVITE.  Those requests are transmitted periodically by the Transaction User (TU) until a separate transaction, ACK, is received that indicates reception of the 2xx by the UAC.  The reliability for the 2xx responses to INVITE and ACK messages are end-to-end.  In order to achieve reliability for provisional responses, we do nearly the same thing.  Reliable provisional responses are retransmitted by the TU with an exponential backoff. Those retransmissions cease when a PRACK message is received.

3 UAS Behavior
…

   The reliable provisional response is passed to the transaction layer periodically with an interval that starts at T1 seconds and doubles for each retransmission (T1 is defined in Section 17 of RFC 3261). Once passed to the server transaction, it is added to an internal list of unacknowledged reliable provisional responses. The transaction layer will forward each retransmission passed from the UAS core.

…
      Retransmissions of the reliable provisional response cease when a matching PRACK is received by the UA core.
In case of IMS MT call TCs there should be allowed retransmission of such as messages (183 Session in progress) that are sent via unreliable transport (UDP) from UE.

Currently there is only one 183 Session in progress expected and the PRACK is sent after the bearers are established. The bearer establishment can take more than 500ms and the PRACK will not be sent to UE within T1 (500ms by default from RFC 3261) and the UE might retransmit the 183 message causing the TC to fail.
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<Start of change 1>

C.11
Generic test procedure for setting up MTSI MT speech call

The generic test procedure for setting up MTSI MT speech call may be performed after successful IMS or early IMS registration.

Test procedure

1)
SS sends an INVITE request to the UE.

2)
Void.

3)
SS may receive 100 Trying from the UE.

4)
SS expects and receives 183 Session Progress from the UE.
5)
SS sends PRACK to the UE to acknowledge the 183 Session Progress.

6)
SS expects and receives 200 OK for PRACK from the UE.

7)
SS sends UPDATE to the UE, with SDP indicating that precondition is met on the server side.

8)
SS expects and receives 200 OK for UPDATE from the UE, with proper SDP as answer.

9)
SS may receive 180 Ringing from the UE.

10)
SS may send PRACK to the UE to acknowledge the 180 Ringing.

11)
SS may receive 200 OK for PRACK from the UE.

11A)
The UE accepts the session invite.
12)
SS expects and receives 200 OK for INVITE from the UE.

13)
SS sends ACK to the UE.

14)
SS sends BYE to the UE.

15)
SS expects and receives 200 OK for BYE from the UE.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	INVITE
	SS sends INVITE with the first SDP offer.

	2
	
	
	Void

	3
	(
	100 Trying
	(Optional) The UE responds with a 100 Trying provisional response

	4
	(
	183 Session Progress
	The UE sends 183 response reliably with the SDP answer to the offer in INVITE. There could be expected retransmissions of 183 message in case of UDP transport, unless PRACK is received by UE within 500ms(NOTEXX).

	5
	(
	PRACK
	SS acknowledges the receipt of 183 response from the UE.

	6
	(
	200 OK
	The UE responds to PRACK with 200 OK.

	7
	(
	UPDATE
	SS sends an UPDATE with SDP offer indicating SS reserved resources. 

	8
	(
	200 OK
	The UE acknowledges the UPDATE with 200 OK and includes SDP answer to acknowledge its current precondition status.

	9
	(
	180 Ringing
	(Optional) The UE responds to INVITE with 180 Ringing.

	10
	(
	PRACK
	(Optional) SS shall send PRACK only if the 180 response contains 100rel option tag within the Require header.

	11
	(
	200 OK
	(Optional) The UE acknowledges the PRACK with 200 OK.

	11A
	
	
	Make UE accept the speech AMR offer.

	12
	(
	200 OK
	The UE responds to INVITE with a 200 OK final response after the user answers the call.

	13
	(
	ACK
	The SS acknowledges the receipt of 200 OK for INVITE.

	14
	(
	BYE
	The SS sends BYE to release the call.

	15
	(
	200 OK
	The UE sends 200 OK for the BYE request and ends the call.


NOTE:
The default messages contents in annex A are used with condition “IMS security” or “early IMS security” when applicable
NOTE XX:
500ms valued defined as a default value of T1 defined Table 4 in RFC 3261 [15]
Specific Message Content

<End of change 1>
<Start of change 2>

C.26
Generic test procedure for setting up MTSI MT video call for EPS

Test procedure

1)
SS sends an INVITE request to the UE.

2)
Void

3)
SS may receive 100 Trying from the UE. 

4)
SS expects and receives 183 Session Progress from the UE.
5)
SS sends PRACK to the UE to acknowledge the 183 Session Progress.

6)
SS expects and receives 200 OK for PRACK from the UE.

7)
SS sends UPDATE to the UE, with SDP indicating that precondition is met on the server side.

8)
SS expects and receives 200 OK for UPDATE from the UE, with proper SDP as answer.

9)
SS may receive 180 Ringing from the UE.

10)
SS may send PRACK to the UE to acknowledge the 180 Ringing.

11)
SS may receive 200 OK for PRACK from the UE.
11A)
The UE accepts the session invite.
12)
SS expects and receives 200 OK for INVITE from the UE.

13)
SS sends ACK to the UE.

14)
SS sends BYE to the UE.

15)
SS expects and receives 200 OK for BYE from the UE.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	INVITE
	SS sends INVITE with the first SDP offer.

	2
	
	
	Void

	3
	(
	100 Trying
	(Optional) The UE responds with a 100 Trying provisional response

	4
	(
	183 Session Progress
	The UE sends 183 response reliably with the SDP answer to the offer in INVITE. There could be expected retransmissions of 183 message in case of UDP transport, unless PRACK is received by UE within 500ms(NOTEXX).

	5
	(
	PRACK
	SS acknowledges the receipt of 183 response from the UE.

	6
	(
	200 OK
	The UE responds to PRACK with 200 OK.

	7
	(
	UPDATE
	SS sends an UPDATE with SDP offer indicating SS reserved resources. 

	8
	(
	200 OK
	The UE acknowledges the UPDATE with 200 OK and includes SDP answer to acknowledge its current precondition status.

	9
	(
	180 Ringing
	(Optional) The UE responds to INVITE with 180 Ringing.

	10
	(
	PRACK
	(Optional) SS shall send PRACK only if the 180 response contains 100rel option tag within the Require header.

	11
	(
	200 OK
	(Optional) The UE acknowledges the PRACK with 200 OK.

	11A
	
	
	Make UE accept the video offer.

	12
	(
	200 OK
	The UE responds to INVITE with a 200 OK final response after the user answers the call.

	13
	(
	ACK
	The SS acknowledges the receipt of 200 OK for INVITE.

	14
	(
	BYE
	The SS sends BYE to release the call.

	15
	(
	200 OK
	The UE sends 200 OK for the BYE request and ends the call.


NOTE:
The default messages contents in annex A are used with condition “IMS security“ or “early IMS security” when applicable
NOTE XX:
500ms valued defined as a default value of T1 defined Table 4 in  RFC 3261 [15]
Specific Message Content
<End of change 2>

