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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2016-06_D17wk10’.
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3. Corrections to TC 9.2.3.1.27
Change 1 – Correction to local function ‘fl_TC_9_2_3_1_27_Body’
	Function name
	fl_TC_9_2_3_1_27_Body()

	Reason for change
	In current TTCN Implementation, if the UE under test is CAT-M1 capable, then the received ASP for TRACKING AREA UPDATE REQUEST is directly assigned to the variable v_NasInd. But before step 7, there is another value assignment for  v_NasInd from unassigned Received ASP value which causes RUNTIME ERROR.

	Summary of change
	Removed the value assignment for v_NasInd from unassigned Received ASP value to avoid RUNTIME ERROR.

	TTCN module
	LTE\9_2\NAS_TrackingArea_EOnly.ttcn

	MCC160 Comment
	Accepted


Before change

  function fl_TC_9_2_3_1_27_Body() runs on EUTRA_PTC
  {
    var template (value) CellPowerList_Type v_CellPowerList;
    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;
    var NAS_MSG_Indication_Type v_NasInd;
    var SRB_COMMON_IND v_ReceivedAsp;
    var template (omit) EPS_BearerContextStatus v_EPS_ContextStatus;
    ……
    //@siclog "Step 6" siclog@
    // Check: Does the UE transmit TRACKING AREA UPDATE REQUEST message on cell B in 

       the next 12 seconds?
    t_Wait.start; // @sic R5-125333 sic@
    alt {
      [pc_ue_CategoryDL_M1]  SRB.check (receive(car_SRB0_RrcPdu_IND(eutra_CellB, 
       cr_RRCConnectionRequest (cr_EstablishmentCause_Any))))  // @sic R5-171542 sic@
          { 
           // If Cat M1, will need a new RRC connection
            v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas (eutra_CellB, tsc_RRC_TI_Def,
                        cr_EstablishmentCause_Any,cr_NAS_Indication(tsc_SHT_IntegrityProtected,
                        cdr_TAU_Request_OldGuti(v_UpdateType,                   

                        f_EUTRA_SecurityKSIasme_Get(),                                  

                        cr_DRXparameter_Any ('5C'O) ifpresent, v_AdditionalUpdateType,                                    
                        f_GutiParameters2MobileIdentity(omit, v_Guti_Params), 
                        cr_TAI(v_PLMN, v_Tac1))));
           f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 6");
           t_Wait.stop;
         }
      [not pc_ue_CategoryDL_M1]  SRB.receive(car_SRB1_NasPdu_IND(eutra_CellB,
        cr_NAS_Indication(tsc_SHT_IntegrityProtected,
        cdr_TAU_Request_OldGuti(v_UpdateType, f_EUTRA_SecurityKSIasme_Get(),                                                                                         

        cr_DRXparameter_Any ('5C'O) ifpresent,v_AdditionalUpdateType,               
        f_GutiParameters2MobileIdentity(omit, v_Guti_Params), cr_TAI(v_PLMN, v_Tac1)))))
         -> value v_ReceivedAsp

         { 
           // If not Cat M1, UE already in connected state
           v_NasInd := v_ReceivedAsp.Signalling.Nas[0];
           f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 6");
           t_Wait.stop;
         }
      [] t_Wait.timeout
         {
           f_EUTRA_SetVerdictFailOrInconc(__FILE__, __LINE__, 
                          "Tracking Area Update Request not received in Step 6");
         }
    }
     v_NasInd := v_ReceivedAsp.Signalling.Nas[0];
    //@siclog "Step 7" siclog@
  }

After change

  function fl_TC_9_2_3_1_27_Body() runs on EUTRA_PTC
  {
    var template (value) CellPowerList_Type v_CellPowerList;
    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;
    var NAS_MSG_Indication_Type v_NasInd;
    var SRB_COMMON_IND v_ReceivedAsp;
    var template (omit) EPS_BearerContextStatus v_EPS_ContextStatus;
    ……
    //@siclog "Step 6" siclog@
    // Check: Does the UE transmit TRACKING AREA UPDATE REQUEST message on cell B in 

       the next 12 seconds?
    t_Wait.start; // @sic R5-125333 sic@
    alt {
      [pc_ue_CategoryDL_M1]  SRB.check (receive(car_SRB0_RrcPdu_IND(eutra_CellB, 
       cr_RRCConnectionRequest (cr_EstablishmentCause_Any))))  // @sic R5-171542 sic@
          { 
           // If Cat M1, will need a new RRC connection
            v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas (eutra_CellB, tsc_RRC_TI_Def,
                        cr_EstablishmentCause_Any,cr_NAS_Indication(tsc_SHT_IntegrityProtected,
                        cdr_TAU_Request_OldGuti(v_UpdateType,                   

                        f_EUTRA_SecurityKSIasme_Get(),                                  

                        cr_DRXparameter_Any ('5C'O) ifpresent, v_AdditionalUpdateType,                                    
                        f_GutiParameters2MobileIdentity(omit, v_Guti_Params), 
                        cr_TAI(v_PLMN, v_Tac1))));
           f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 6");
           t_Wait.stop;
         }
      [not pc_ue_CategoryDL_M1]  SRB.receive(car_SRB1_NasPdu_IND(eutra_CellB,
        cr_NAS_Indication(tsc_SHT_IntegrityProtected,
        cdr_TAU_Request_OldGuti(v_UpdateType, f_EUTRA_SecurityKSIasme_Get(),                                                                                         

        cr_DRXparameter_Any ('5C'O) ifpresent,v_AdditionalUpdateType,               
        f_GutiParameters2MobileIdentity(omit, v_Guti_Params), cr_TAI(v_PLMN, v_Tac1)))))
         -> value v_ReceivedAsp

         { 
           // If not Cat M1, UE already in connected state
           v_NasInd := v_ReceivedAsp.Signalling.Nas[0];
           f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 6");
           t_Wait.stop;
         }
      [] t_Wait.timeout
         {
           f_EUTRA_SetVerdictFailOrInconc(__FILE__, __LINE__, 
                          "Tracking Area Update Request not received in Step 6");
         }
    }
    //REMOVED

    //v_NasInd := v_ReceivedAsp.Signalling.Nas[0];
    //@siclog "Step 7" siclog@
  }

