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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2016-06_D17wk10’.
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3. Corrections for TC 8.1.3.12a
Change 1  – Correction to function  ‘f_TC_8_1_3_12a_EUTRA’
	Function name
	f_TC_8_1_3_12a_EUTRA()

	Reason for change
	In step 9, a wrong Cell Id is used in f_EUTRA_RRC_ConnectionRelease_Common.

	Summary of change
	Corrected Cell Id used for RRC Connection Release in step 9.

	TTCN module
	LTE\8_1\RRC_ConnRel.ttcn

	MCC160 Comment
	Accepted


Before change

...
    //@siclog "Step 9" siclog@
    //The SS transmits an RRCConnectionRelease message including the freqPriorityListEUTRA on Cell 10.
    v_BandCell10 := f_EUTRA_CellInfo_GetBand (eutra_Cell10);
    if (v_BandCell10 > 64) { // @sic R5-171439 sic@
        v_RRCConnectionRelease_v890_IEs := cs_RRCConnectionRelease_All_IEs_v9e0(omit,
                                                                                cs_IdleModeMobCntrlInfo_v9e0_2Entries(v_CarrierFreq_Cell1.dl_CarrierFreq_v9e0,
                                                                                                                      v_CarrierFreq_Cell10.dl_CarrierFreq_v9e0));
    }
    f_EUTRA_RRC_ConnectionRelease_Common (eutra_Cell1,
                                          cs_RRCConnectionRelease(v_RRC_TI,
                                                                  v_ReleaseCause,
                                                                  v_RedirectionInformation,
                                                                  cs_IdleModeMobCntrlInfo_2Entries(v_CarrierFreq_Cell1.dl_CarrierFreq,
                                                                                                   4,
                                                                                                   v_CarrierFreq_Cell10.dl_CarrierFreq,
                                                                                                   5),
                                                                  v_RRCConnectionRelease_v890_IEs)); // @sic R5-171439 sic@
    //@siclog "Step 10" siclog@
    //Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state on Cell 10.
    f_Delay(5.0);
    //@siclog "Step 11" siclog@
    //The SS changes Cell 1 and Cell 10 level according to the row "T2" in table 8.1.3.12a.3.2-1.
    f_EUTRA_SetCellPowerList(v_CellPowerList_T1toT2);
    //@siclog "Step 12 - 17" siclog@
    // @sic R5-123432 sic@ @sic R5s140774 sic@
    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 2?
    f_EUTRA_508CheckCampOnNewEutraCell(eutra_Cell2);
    f_EUTRA_TestBody_Set(false);
    //Switch/power off UE
    f_EUTRA_Postamble(eutra_Cell2, E1_IDLE);
  } // end f_TC_8_1_3_12a_EUTRAostamble ( eutra_Cell1, E2_CONNECTED );
  }
...
After change

...

    //@siclog "Step 9" siclog@
    //The SS transmits an RRCConnectionRelease message including the freqPriorityListEUTRA on Cell 10.
    v_BandCell10 := f_EUTRA_CellInfo_GetBand (eutra_Cell10);
    if (v_BandCell10 > 64) { // @sic R5-171439 sic@
        v_RRCConnectionRelease_v890_IEs := cs_RRCConnectionRelease_All_IEs_v9e0(omit,
                                                                                cs_IdleModeMobCntrlInfo_v9e0_2Entries(v_CarrierFreq_Cell1.dl_CarrierFreq_v9e0,
                                                                                                                      v_CarrierFreq_Cell10.dl_CarrierFreq_v9e0));
    }
    f_EUTRA_RRC_ConnectionRelease_Common (eutra_Cell10,
                                          cs_RRCConnectionRelease(v_RRC_TI,
                                                                  v_ReleaseCause,
                                                                  v_RedirectionInformation,
                                                                  cs_IdleModeMobCntrlInfo_2Entries(v_CarrierFreq_Cell1.dl_CarrierFreq,
                                                                                                   4,
                                                                                                   v_CarrierFreq_Cell10.dl_CarrierFreq,
                                                                                                   5),
                                                                  v_RRCConnectionRelease_v890_IEs)); // @sic R5-171439 sic@
    //@siclog "Step 10" siclog@
    //Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state on Cell 10.
    f_Delay(5.0);
    //@siclog "Step 11" siclog@
    //The SS changes Cell 1 and Cell 10 level according to the row "T2" in table 8.1.3.12a.3.2-1.
    f_EUTRA_SetCellPowerList(v_CellPowerList_T1toT2);
    //@siclog "Step 12 - 17" siclog@
    // @sic R5-123432 sic@ @sic R5s140774 sic@
    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 2?
    f_EUTRA_508CheckCampOnNewEutraCell(eutra_Cell2);
    f_EUTRA_TestBody_Set(false);
    //Switch/power off UE
    f_EUTRA_Postamble(eutra_Cell2, E1_IDLE);
  } // end f_TC_8_1_3_12a_EUTRAostamble ( eutra_Cell1, E2_CONNECTED );
  }

...
