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Change 1 

	Function name
	fl_TC_9_2_1_1_2a_Body

	Reason for change
	Current test case implementation does not handle possible additional PDN connection following attach at steps 3-14. 

	Summary of change
	Replace use of function f_EUTRA_InitialRegistration_Step5_15() with f_EUTRA_InitialRegistration_Step5_18b1() to take care of possible connection and release of additional PDN.



	TTCN module
	NAS_Attach_EOnly_A.ttcn

	MCC160 Comment
	Accepted conditional to prose CR agreement at RAN5#76


Before change

function fl_TC_9_2_1_1_2a_Body() runs on EUTRA_PTC

  {

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType(EPS_Only);

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(EPS_Only);

    var B3_Type v_PDNValue := f_GetPdnType();

    var NAS_MSG_Indication_Type v_NasInd;

    var template (value) CellPowerList_Type v_CellPowerList;

    v_CellPowerList := {

      cs_CellPower(eutra_CellB, tsc_ServingCellRS_EPRE),

      cs_CellPower(eutra_CellA, tsc_NonSuitableCellRS_EPRE)

    };

    //@siclog "Step 1" siclog@

    f_EUTRA_SetCellPowerList(v_CellPowerList);

    //Does the UE send an ATTACH REQUEST including the IMSI?

    //@siclog "Step 2" siclog@

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               v_RRC_TI,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,  // @sic R5s140041 sic@

                                                                                 cdr_ATTACH_REQUEST_IMSIonly(v_AttachType, v_AdditionalUpdateType, *), // @sic R5s140041 sic@ // @sic R5-141109 sic@

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 v_PDNValue)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 2");

    //@siclog "Step 3-14 " siclog@

    //The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 clause 4.5.2.3

    f_EUTRA_InitialRegistration_Step5_15(eutra_CellB, STATE2_IDLEUPDATE, EPS_Only, v_NasInd); // @sic R5-160947 sic@

    f_EUTRA_NAS_AttachComplete(eutra_CellB, tsc_EpsDefaultBearerId);
    //@siclog "Step 15" siclog@

    //+  The SS releases the RRC connection.

    f_EUTRA_RRC_ConnectionRelease(eutra_CellB);
  } // function fl_TC_9_2_1_1_2a_Body

After change

    function fl_TC_9_2_1_1_2a_Body() runs on EUTRA_PTC

  {

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType(EPS_Only);

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(EPS_Only);

    var B3_Type v_PDNValue := f_GetPdnType();

    var NAS_MSG_Indication_Type v_NasInd;

    var EPS_BearerIdentity v_EpsDefaultBearerId;

    var template (value) CellPowerList_Type v_CellPowerList;

    var PDN_Index_Type p_PdnIndex := PDN_1;

    v_CellPowerList := {

      cs_CellPower(eutra_CellB, tsc_ServingCellRS_EPRE),

      cs_CellPower(eutra_CellA, tsc_NonSuitableCellRS_EPRE)

    };

    //@siclog "Step 1" siclog@

    f_EUTRA_SetCellPowerList(v_CellPowerList);

    //Does the UE send an ATTACH REQUEST including the IMSI?

    //@siclog "Step 2" siclog@

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               v_RRC_TI,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,  // @sic R5s140041 sic@

                                                                                 cdr_ATTACH_REQUEST_IMSIonly(v_AttachType, v_AdditionalUpdateType, *), // @sic R5s140041 sic@ // @sic R5-141109 sic@

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 v_PDNValue)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 2");

    //@siclog "Step 3-14 " siclog@

    //The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 clause 4.5.2.3

    f_EUTRA_InitialRegistration_Step5_18b1(eutra_CellB, STATE2_IDLEUPDATE, EPS_Only, v_NasInd); // @sic R5-160947 sic@
    //REMOVED f_EUTRA_NAS_AttachComplete(eutra_CellB, tsc_EpsDefaultBearerId);
    //@siclog "Step 15" siclog@

    //+  The SS releases the RRC connection.

    //REMOVED f_EUTRA_RRC_ConnectionRelease(eutra_CellB);
  } // function fl_TC_9_2_1_1_2a_Body

