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9.2.1.1.2a
Attach Procedure / AttachWithIMSI configured / Selected PLMN is neither the registered PLMN nor in the list of equivalent PLMNs / Success

9.2.1.1.2a.3
Test description

9.2.1.1.2a.3.2
Test procedure sequence

Table 9.2.1.1.2a.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:

- Cell B as the "Serving cell".

- Cell A as a "Non-Suitable cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell B unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	Check: Does the UE transmit an ATTACH REQUEST message including IMSI as the EPS mobile identity?

The UE includes a PDN CONNECTIVITY REQUEST message.
	-->
	ATTACH REQUEST
	1
	P

	3-14
	Steps 5-18b1 from the UE Registration (State 2) procedure described in TS 36.508 [18], Table 4.5.2.3-1 take place.
	-
	-
	-
	-

	-
	void
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA idle (E1) according to TS 36.508 [18].
	-
	-
	-
	-


