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	Reason for change:
	As per Week 23 implementation, test case 7.1.2.5 will fail with CAT-M1 UE since no CE mode specific default UL grant is configured during template call cs_RandomAccessResponseConfig_MultiRAR_1Matched.
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	Passed parameter p_UplinkGrantCE_Mode when RAR is configured with matching RAPID.
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Change 1 

	Function name
	Template cs_RandomAccessResponseConfig_MultiRAR_1Matched

	Reason for change
	As per Week 23 implementation, test case 7.1.2.5 will fail with CAT-M1 UE since no CE mode specific default UL grant is configured during template call cs_RandomAccessResponseConfig_MultiRAR_1Matched.

	Summary of change
	Passed parameter p_UplinkGrantCE_Mode when RAR is configured with matching RAPID.



	TTCN module
	MAC_Templates.ttcn

	MCC160 Comment
	Accepted


Before change
	 template (value) RandomAccessResponseConfig_Type cs_RandomAccessResponseConfig_MultiRAR_1Matched(Dl_Bandwidth_Type p_Dl_Bandwidth, //@sic R5s170442 sic@

                                                                                                   template (omit) UplinkGrantCE_Mode_Type   p_UplinkGrantCE_Mode := omit) :=

  { /* 5 RARS included all with unmatching RAPID except 4th with a matching RAPID */

    /* @status    APPROVED (LTE) */

    Ctrl  := {

      DciInfo      := cs_DciInfo_RandomAccessResponse( p_Dl_Bandwidth),

      Rar          := {

        List := {

          cs_RandomAccessResponseParameters_Def(cs_RapIdCtrl_UnMatched,cs_TempC_RNTI_Explicit ('1001000000110100'B),-,p_UplinkGrantCE_Mode),

          cs_RandomAccessResponseParameters_Def(cs_RapIdCtrl_UnMatched,cs_TempC_RNTI_Explicit ('1101000000110100'B),-,p_UplinkGrantCE_Mode),

          cs_RandomAccessResponseParameters_Def(cs_RapIdCtrl_Auto,cs_TempC_RNTI_SameAsC_RNTI),
          cs_RandomAccessResponseParameters_Def(cs_RapIdCtrl_UnMatched,cs_TempC_RNTI_Explicit ('1001100000110100'B),-,p_UplinkGrantCE_Mode),

          cs_RandomAccessResponseParameters_Def(cs_RapIdCtrl_UnMatched,cs_TempC_RNTI_Explicit ('1001010000110100'B),-,p_UplinkGrantCE_Mode)

          // C-RNTI's arbitrarily selected to be not equal to configured and different from each other

        }

      },

      BackoffInd   := cs_BI_None

    }

  };


After change

	template (value) RandomAccessResponseConfig_Type cs_RandomAccessResponseConfig_MultiRAR_1Matched(Dl_Bandwidth_Type p_Dl_Bandwidth, //@sic R5s170442 sic@

                                                                                                   template (omit) UplinkGrantCE_Mode_Type   p_UplinkGrantCE_Mode := omit) :=

  { /* 5 RARS included all with unmatching RAPID except 4th with a matching RAPID */

    /* @status    APPROVED (LTE) */

    Ctrl  := {

      DciInfo      := cs_DciInfo_RandomAccessResponse( p_Dl_Bandwidth),

      Rar          := {

        List := {

          cs_RandomAccessResponseParameters_Def(cs_RapIdCtrl_UnMatched,cs_TempC_RNTI_Explicit ('1001000000110100'B),-,p_UplinkGrantCE_Mode),

          cs_RandomAccessResponseParameters_Def(cs_RapIdCtrl_UnMatched,cs_TempC_RNTI_Explicit ('1101000000110100'B),-,p_UplinkGrantCE_Mode),

          cs_RandomAccessResponseParameters_Def(cs_RapIdCtrl_Auto,cs_TempC_RNTI_SameAsC_RNTI,-,p_UplinkGrantCE_Mode),
          cs_RandomAccessResponseParameters_Def(cs_RapIdCtrl_UnMatched,cs_TempC_RNTI_Explicit ('1001100000110100'B),-,p_UplinkGrantCE_Mode),

          cs_RandomAccessResponseParameters_Def(cs_RapIdCtrl_UnMatched,cs_TempC_RNTI_Explicit ('1001010000110100'B),-,p_UplinkGrantCE_Mode)

          // C-RNTI's arbitrarily selected to be not equal to configured and different from each other

        }

      },

      BackoffInd   := cs_BI_None

    }

  };


