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	Reason for change:
	When activating eDRX an ncorrect string passed to the template cs_MMI_Cmd causing a run-time error.

	
	

	Summary of change:
	Correct parameter passed to template cs_MMI_Cmd.

	
	

	Consequences if not approved:
	Test case will not execute correctly
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Change 1
	Function name
	cs_MMI_CONFIGURE_EDRX

	Reason for change
	When activating eDRX an ncorrect string passed to the template cs_MMI_Cmd causing a run-time error.

	Summary of change
	Correct parameter passed to template cs_MMI_Cmd.

	TTCN module
	UpperTesterSystemCmds.ttcn

	MCC160 Comment
	Accepted


Before change

	  template (value) Ut_System_Cmd_Type cs_MMI_CONFIGURE_EDRX (template (omit) Ut_ParameterList_Type p_ParamList) :=    /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_PRO, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT, NBIOT, POS, SSNITZ, UTRAN) */

    cs_MMI_Cmd("cs_MMI_CONFIGURE_EDRX", p_ParamList);


After change

	  template (value) Ut_System_Cmd_Type cs_MMI_CONFIGURE_EDRX (template (omit) Ut_ParameterList_Type p_ParamList) :=    /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_PRO, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT, NBIOT, POS, SSNITZ, UTRAN) */

    cs_MMI_Cmd("CONFIGURE_EDRX", p_ParamList);


