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Change
	Function name
	f_SelectionExpr ()

	Reason for change
	Currently the selection expression in TTCN for the 18.1.x test case restricts execution on CAT-M1 UE. This is not mentioned in the applicability statement in 36.523-3 which just states “UEs supporting E-UTRA and CMAS”



	Summary of change
	Remove reference to CAT-M1 in definition of condition C129

	TTCN module
	LTE_36523_SelectionExpressions.ttcn

	MCC160 Comment
	Accepted


Before change
  function f_SelectionExpr(LTE_36523_Condition_Type p_Condition) return boolean

  {

    ……………………………
      // C129: UEs supporting E-UTRA FDD and CMAS

      case (C129) {

        v_ApplCond := pc_eFDD and pc_CMAS_Message and not(pc_ue_CategoryDL_M1); //@sic R5-168641 sic@

      }
……………….
    return v_ApplCond;

  }  
After change
  function f_SelectionExpr(LTE_36523_Condition_Type p_Condition) return boolean

  {

    ……………………………
      // C129: UEs supporting E-UTRA FDD and CMAS

      case (C129) {

        v_ApplCond := pc_eFDD and pc_CMAS_Message); //@sic R5-168641 sic@

      }
……………….
    return v_ApplCond;

  }  
	
	


