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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2017-06_D17wk37’.
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3. Corrections for TC 8.3.1.5
Change 1 – Correction to template  ‘cs_RRCConnectionReconfiguration_8_3_1_5_Step1’
	Template name
	cs_RRCConnectionReconfiguration_8_3_1_5_Step1 ()

	Reason for change
	‘cs_RRCConnectionReconfiguration_8_3_1_5_Step1’ needs to be enhanced to receive parameter ‘p_MeasGapConfig’.

	Summary of change
	Enhanced template ‘cs_RRCConnectionReconfiguration_8_3_1_5_Step1’ to receive parameter ‘p_MeasGapConfig’ as argument in order to set MeasGapConfig in the TC body when MeasGap is needed.

	TTCN module
	8_3\EUTRA_Measurement_Specific_Templates.ttcn

	MCC160 Comment
	Accepted, but Prose CR needed


Before change
	…

template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_5_Step1(RRC_TransactionIdentifier p_RRC_TI,                                           ARFCN_ValueEUTRA_r9  p_EUTRA_DL_CarrierFreq, AllowedMeasBandwidth p_MeasurementBandwidth):=
  /* @status    APPROVED (LTE) */
    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,
    cs_MeasConfig(omit,cs_MeasObjectToAddModList_1Entry(tsc_IdMeasObject_f1, 
    cs_MeasObject_measObjectEUTRA_Common(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq), 
    p_MeasurementBandwidth)),omit,
    cs_ReportConfigToAddModList_2Entries(1, 
    cs_ReportConfig_reportConfigEUTRA_eventA3(-20, false, 0, ms0, rsrp, 
    sameAsTriggerQuantity, 1, ms1024, r1),2,                                                                                               
    cs_ReportConfig_reportConfigEUTRA_eventA3(0, false, 0, ms0, rsrp, 
    sameAsTriggerQuantity, 1, ms1024, r1)),omit,cs_MeasIdToAddModList_2Entries(1, 
    tsc_IdMeasObject_f1,1,2,tsc_IdMeasObject_f1,2),-,-,-,-,-,                                         
    f_ReturnMeasObjectToAddModList_v9e0(p_EUTRA_DL_CarrierFreq))); //@sic R5-171996 sic@
…



After change
	…

template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_5_Step1(RRC_TransactionIdentifier p_RRC_TI,                                           ARFCN_ValueEUTRA_r9  p_EUTRA_DL_CarrierFreq, AllowedMeasBandwidth p_MeasurementBandwidth, template (omit) MeasGapConfig p_MeasGapConfig := omit) :=
  /* @status    APPROVED (LTE) */
    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,
    cs_MeasConfig(omit,cs_MeasObjectToAddModList_1Entry(tsc_IdMeasObject_f1, 
    cs_MeasObject_measObjectEUTRA_Common(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq), 
    p_MeasurementBandwidth)),omit,
    cs_ReportConfigToAddModList_2Entries(1, 
    cs_ReportConfig_reportConfigEUTRA_eventA3(-20, false, 0, ms0, rsrp, 
    sameAsTriggerQuantity, 1, ms1024, r1),2,                                                                                               
    cs_ReportConfig_reportConfigEUTRA_eventA3(0, false, 0, ms0, rsrp, 
    sameAsTriggerQuantity, 1, ms1024, r1)),omit,cs_MeasIdToAddModList_2Entries(1, 
    tsc_IdMeasObject_f1,1,2,tsc_IdMeasObject_f1,2),-,p_MeasGapConfig,-,-,-,                                         
    f_ReturnMeasObjectToAddModList_v9e0(p_EUTRA_DL_CarrierFreq))); //@sic R5-171996 sic@
…



Change 2 – Correction to function ‘f_TC_8_3_1_5_EUTRA’
	Function name
	f_TC_8_3_1_5_EUTRA()

	Reason for change
	Measurement gap needs to be configured at step 1 according to the modified specifc message contents. 

See associated draft Prose CR.

	Summary of change
	‘f_EUTRA_SS_InitialiseMeasGapConfig_GP1()’ is used for configuration of template ‘cs_RRCConnectionReconfiguration_8_3_1_5_Step1’.

	TTCN module
	8_3\RRC_Measurement.ttcn

	MCC160 Comment
	Accepted, but Prose CR needed


Before change
	…
function f_TC_8_3_1_5_EUTRA() runs on EUTRA_PTC
{ 
……

    //@siclog "Step 1-2" siclog@
    //SS transmits an RRCConnectionReconfiguration message including measConfig to setup 
    intra LTE E-UTRAN measurement and
    //reporting for two event A3(measId 1 and measId 2) with different parameters and 
    receives an RCConnectionReconfigurationComplete message.
    //@sic R5s110743 sic@
    f_EUTRA_RRCConnectionReconfiguration_MeasConfig(eutra_Cell1,                                                 
    cs_RRCConnectionReconfiguration_8_3_1_5_Step1(v_RRC_TI, 
    v_Frequency_IE.UL_DL_Earfcn.dl_CarrierFreq_r9, 
    v_ChBandDependency.AllowedMeasBandwidth));
……

}
…


After change
	…
function f_TC_8_3_1_5_EUTRA() runs on EUTRA_PTC
{ 
……

    //@siclog "Step 1-2" siclog@
    //SS transmits an RRCConnectionReconfiguration message including measConfig to setup 
    intra LTE E-UTRAN measurement and
    //reporting for two event A3(measId 1 and measId 2) with different parameters and 
    receives an RCConnectionReconfigurationComplete message.
    //@sic R5s110743 sic@
    f_EUTRA_RRCConnectionReconfiguration_MeasConfig(eutra_Cell1,                                                 
    cs_RRCConnectionReconfiguration_8_3_1_5_Step1(v_RRC_TI, 
    v_Frequency_IE.UL_DL_Earfcn.dl_CarrierFreq_r9, 
    v_ChBandDependency.AllowedMeasBandwidth,f_EUTRA_SS_InitialiseMeasGapConfig_GP1()));
……

}
…


