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	Reason for change:
	The function f_EUTRA_NAS_AttachComplete() is currently called twice- once before the call to f_EUTRA_InitialRegistration_Step16_18b1() and then again from inside the function f_EUTRA_InitialRegistration_Step16_16c1(). The test case execution will block on the 2nd call to this function.

	
	

	Summary of change:
	Remove the extra call to f_EUTRA_NAS_AttachComplete()

	
	

	Consequences if not approved:
	A conformant UE will fail this test case

	
	

	Clauses affected:
	9.2.1.2.1b
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	Other comments:
	


Change 1

	Function name
	f_TC_9_2_1_2_1b_EUTRA()

	Reason for change
	The function f_EUTRA_NAS_AttachComplete() is currently called twice- once before the call to f_EUTRA_InitialRegistration_Step16_18b1() and then again from inside the function f_EUTRA_InitialRegistration_Step16_16c1(). The test case execution will block on the 2nd call to this function.

	Summary of change
	Remove the extra call to f_EUTRA_NAS_AttachComplete()

	TTCN module
	NAS_Attach_UG.ttcn

	MCC160 Comment
	


Before change
  function fl_EUTRA_9_2_1_2_1b_Body() runs on EUTRA_PTC

  {

…

 
//@siclog "Step 11b0" siclog@

   f_EUTRA_NAS_AttachComplete (eutra_CellA, v_EpsBearerId);  // @sic R5s110449 sic@
   //@siclog "Step 11b1a1-11b3b1" siclog@
   //+   The SS releases the RRC connection.

   f_EUTRA_InitialRegistration_Step16_18b1(eutra_CellA); // @sic R5-169040 sic@

…

  }
After change

  function fl_EUTRA_9_2_1_2_1b_Body() runs on EUTRA_PTC

  {

…

 
//@siclog "Step 11b0" siclog@

   //REMOVED f_EUTRA_NAS_AttachComplete (eutra_CellA, v_EpsBearerId);  // @sic R5s110449 sic@
   //@siclog "Step 11b1a1-11b3b1" siclog@
   //+   The SS releases the RRC connection.

   f_EUTRA_InitialRegistration_Step16_18b1(eutra_CellA); // @sic R5-169040 sic@

…

  }
