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	Other comments:
	


Change 1

	Function name
	fl_TC_9_2_3_1_5b_Body

	Reason for change
	The timer T3412 is initialized with an inncorrect unit value which is which is translating in 4 hours instead of 4 mins

	Summary of change
	Replace 

	TTCN module
	NAS_Attach_EOnly_R12.ttcn

	MCC160 Comment
	


Before change
  function fl_TC_9_2_3_1_5b_Body() runs on EUTRA_PTC

  { //@sic R5s160882 R5-168385 sic@

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti (eutra_CellA);

    var GutiParameters_Type v_Guti2_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var GutiParameters_Type v_Guti3_Params := f_CreateGutiParamsWithUpdatedSTmsi(v_Guti1_Params);

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var template (omit) AdditionalUpdateResult v_AdditionalUpdateResult;

    var B1_Type v_MS_NetworkFeatureSupport := '1'B ;

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId(v_Guti1_Params.PLMN_Identity);

    var NAS_Lac v_LAC := f_EUTRA_CellInfo_GetLocationAreaCode(eutra_CellA);

    var template (omit) LocAreaId v_LAI := f_GetLAI(v_PLMN, v_LAC, NORMAL);

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType ();

    var NAS_MSG_Indication_Type v_NasInd;

    var float v_Wait4Mins := f_EUTRA_SetTimerToleranceMin(eutra_CellA, nasTimer, 240.0);

    var template (value) GPRS_Timer2 v_T3324Value2Mins := cs_GPRS_Timer2_3_IEI('6A'O, tsc_GprsTimerUnit_1min, '00010'B); //T3324 value = 2 mins

    var template (value) GPRS_Timer2 v_T3324Value4Mins := cs_GPRS_Timer2_3_IEI('6A'O, tsc_GprsTimerUnit_1min, '00100'B); //T3324 value = 4 mins

    var template (value) GPRS_Timer2 v_T3412Value4Mins := cs_GPRS_Timer2_3_IEI('5E'O, tsc_GprsTimerUnit_1min, '00100'B); //T3412 value = 4 mins

    //@siclog "Step 1" siclog@

    // The user requests PSM by MMI or by AT command. The requested value of T3324 is 2 minutes and T3412 extended value is 4 minutes.

    f_UT_ConfigurePSM_Value(UT, omit, v_T3412Value4Mins, v_T3324Value2Mins);
……..

……….

}
After change

  function fl_TC_9_2_3_1_5b_Body() runs on EUTRA_PTC

  { //@sic R5s160882 R5-168385 sic@

    var GutiParameters_Type v_Guti1_Params := f_EUTRA_CellInfo_GetGuti (eutra_CellA);

    var GutiParameters_Type v_Guti2_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var GutiParameters_Type v_Guti3_Params := f_CreateGutiParamsWithUpdatedSTmsi(v_Guti1_Params);

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var template (omit) AdditionalUpdateResult v_AdditionalUpdateResult;

    var B1_Type v_MS_NetworkFeatureSupport := '1'B ;

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId(v_Guti1_Params.PLMN_Identity);

    var NAS_Lac v_LAC := f_EUTRA_CellInfo_GetLocationAreaCode(eutra_CellA);

    var template (omit) LocAreaId v_LAI := f_GetLAI(v_PLMN, v_LAC, NORMAL);

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType ();

    var NAS_MSG_Indication_Type v_NasInd;

    var float v_Wait4Mins := f_EUTRA_SetTimerToleranceMin(eutra_CellA, nasTimer, 240.0);

    var template (value) GPRS_Timer2 v_T3324Value2Mins := cs_GPRS_Timer2_3_IEI('6A'O, tsc_GprsTimerUnit_1min, '00010'B); //T3324 value = 2 mins

    var template (value) GPRS_Timer2 v_T3324Value4Mins := cs_GPRS_Timer2_3_IEI('6A'O, tsc_GprsTimerUnit_1min, '00100'B); //T3324 value = 4 mins

    var template (value) GPRS_Timer2 v_T3412Value4Mins := cs_GPRS_Timer2_3_IEI('5E'O, tsc_Gprs3TimerUnit_1min, '00100'B); //T3412 value = 4 min    

    //@siclog "Step 1" siclog@

    // The user requests PSM by MMI or by AT command. The requested value of T3324 is 2 minutes and T3412 extended value is 4 minutes.

    f_UT_ConfigurePSM_Value(UT, omit, v_T3412Value4Mins, v_T3324Value2Mins);
……..

……….

}
